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PREFACE
 
The Department of Housinq and Urbarf Development (HUD)­
is conductinq the Modular Integrated Utility System (MIUS)
 
Piogram devoted to development and demonstration of the
 
technical, economic, and institutional advantages of inte­
grating the systems for providing all or several of the
 
utility services for a community. The utility services in­
clude electric ,power, heating and cooling, potable water,
 
liquid-waste treatment,'and solid-waste management. The
 
objective of the MIUS concept is to provide the, desired
 
utility services consistent with reduced dse of critical
 
natural resources, protection of the environment, and mini­
mized cost. The program goal is to foster, by effective
 
development and demonstration, early implementation of the
 
integrated utility system concept by the organization, pri­
vate or public, selected by a given community to provide
 
its utilities.
 
Under HUD direction, several agencies'are participating
 
inthe HUD-MIUS Program, including the Energy Research and
 
Development Administration, the Department of Defense, the
 
Environmental Protection Agency, the National Aeronautics
 
and SpaceAdministration, and the National Bureau of' Stan­
dards (NBS). The National Academy ,of Engineering is pro­
viding an independent assessmeht of the program.
 
I 
This publication is one of a series developed under
 
the HUD-MIUS Program and is intended to further a particular
 
aspect of the proqram goals.
 
PREOEDING PAGE BAiNK NOT MJ*
 
v
 
Coordinated Technical Review
 
Drafts of technical documents are reviewed by the agencies participating
 
n the HUD-MIUS Program. Comments are assembled by the NBS Team, HUD-MIUS
 
'roject, into a Coordinated Technical Review. The draft of this publication
 
eceived such a review and all comments were resolved.
 
vi
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PRELIMINARY DESIGN STUDY
 
OF A BASELINE MIUS
 
By Barry M. Wolfer, Vernon E. Shields, James 0. Rippey,
 
Harmon L. Roberts, Richard C. Wadle, Steven P. Wallin, E. H. White,*
 
William L. Gill, and R. Monzingot
 
SUMMARY
 
A conceptual design study for a high-density, 496-unit apartment
 
complex in a median climate (Washington, D.C.) was performed,to determine
 
whether a modular integrated utility system (MIUS) would be cost competi­
tive with' conventional utilities and whether implementation of the MIUS
 
would result in use of less fossil fuel. Detailed cost analyses were per­
formed for the baseline MIUS complex and comparisons were made of design
 
and operating -variations for ,climatic conditions typified by Las Vegas,
 
Nevada, Houston,-Texas, and Minneapolis, Minnesota. In addition, size­
variation effects were investigated using 300- and 1000-unit apartment
 
complexes for comparison with the baseline 496-unit complex. An investi­
gation of possible environmental impacts and of State and local regula­
tions for'Montgomery Village, Maryland, indicated that numerous problems
 
would be encountered in implementing an MIUS.
 
Thg'initial costing plan for the baseline MIUS was based on Chicago,
 
Illinois, costs as representative of the national median. All historical
 
cost data were adjusted by the appropriate Department of Labor cost index
 
to reflect mid-1974 costs- Further adjustment from Chicago to Washington,
 
D.C., costs was made for the baseline MIUS. The costs include subcon­
tractor'profit and overhead, but not general contractor profit and over­
head. Costs for equipment located in the apartment buildings are not
 
included. Also ,excluded are individual dwelling metering and billing
 
costs and administrative costs, property taxes, and other such real costs.
 
Both capital costs and operating and maintenance costs are considered.
 
The maintenance costs have been largely based on 20-year average values
 
and represent the costs required to keep equipment in good repair but do
 
not include replacement, depreciation, or amortization values.
 
The MIUS design presented in this report is not sufficiently detailed'
 
for implementation. The MIUS concept, as developed currently, is such
 
that a unique design for each application must be made with respect to
 
capacities, interfaces with existing systems and services, environmental
 
interfaces and impacts, distribution and interfaces with serviced build­
ings, and other such effects.
 
*Covis Heimsath Associates.
 
+Boeing Company.
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INTRODUCTION
 
The National Aeronautics and Space Administration (NASA) has con­
ducted modular integrated utility system (MIUS) conceptual design studies
 
for various single types of facilities, including garden apartments, an
 
office building, a shopping center, a hospital, a school, and high-rise
 
apartments. A subsequent NASA study concerned application of the MIUS
 
to the utility system of a new satellite community with a population of
 
100 000 residents (ref. 1). As a result of these studies, the baseline
 
MIUS characteristics were presented at the Systems Requirements Review
 
held at the NASA Lyndon B. Johnson Space Center (JSC) in September 1973.
 
These characteristics featured the use of diesel generators for electric­
ity production, incineration for solid-waste disposal, a combination of
 
absorption and compression air-conditioning, a biological wastewater
 
treatment plant with physical/chemical tertiary treatment, and recovered
 
heat from power generation and incineration to provide domestic-hot-water
 
heating and space heating and to operate absorption air-conditioning.
 
Also, as a result of the earlier studies, the Systems Requirements
 
Review, and a market study conducted by the NASA, itwas concluded the
 
market with the most potential for MIUS applicability and demonstration
 
was apartment complexes of approximately 300 to 1000 units: Consequently,
 
it was decided to define an MIUS in greater detail for an apartment com­
plex of 500 units in a median climate in the continental United States.
 
This design would serve as a baseline for future MIUS studies and as a
 
base for the evaluation of possible demonstration systems. Tounderstand
 
the effects of variations on that design, it was decided to define changes

in the MIUS system that would result from moving such an apartment complex
 
to colder or warmer regions inthe United States, as well as changes that
 
would result if the apartment complex were smaller or larger.
 
The objectives of this study were as follows.
 
1. To define and cost a baseline MIUS system for a 500-unit apart­
ment complex consisting of a mix of high-rise and garden apartments in
 
a median climate
 
2. To investigate the deviations from that baseline for variations
 
in location (climate) and size
 
3. To developa performance specification (Apreliminary performance
 
specification was prepared and circulated; but, becauseagreement was not
 
reached with other MIUS program participants, the specification was never
 
published.)
 
4. To assess the environmental impact of the baseline MIUS system
 
The overall study ground rules were as follows.
 
1. The MIUS will provide the following services.
 
a. Electrical power
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b. Space heating and cooling
 
c. Solid-waste disposal
 
d. Potable water,(including domestic hot water)
 
e. Wastewater treatment
 
2. The MIUS design will be based on existing "articles of commerce"
 
as of 1974. "Articles of commerce" for this study are defined as compo­
nents, materials, and equipment currently in production and readily avail­
able without developing special tools or premium cost.
 
3. Location (climate) variations will be, specifically, Washington,
 
D.C., as median, Minneapolis, Minnesota, and Houston, Texas, as the ex­
tremes, and Las Vegas, Nevada, as a hot, as well as dry, extreme.
 
4. Size variations from the baseline will be 300 units and 1000
 
units.
 
5. Changes to the ways inwhich the utilities are conventionally
 
used will be minimized.
 
6. A comparison will be made with a conventional system for consum­
ables usage, costs, and environmental impact.
 
7. The following guidelines will be used in costing.
 
a. Who pays will not be considered; only total costs.
 
b. Costs will be in terms of 1974 dollars, project installation
 
will be assumed to be in 1975, and cost projections will be made for all
 
items.
 
c. Escalation rates will be assumed to be 3 to 5 percent except
 
for fuel costs, which will be analyzed at 5 to 15 percent.
 
d. Discount rates will be analyzed parametrically between ap­
proximately 0 and 15 percent to allow for the options of ownership by
 
local 'government, a regulated public utility, or a private investor.
 
e. Cost analysis will be considered over the 20 years follow­
ing installation.
 
f. Effects of mass production will not be considered.
 
As an aid to the reader, where necessary the original units of meas­
ure have been converted to the equivalent value in the Systeme Interna­
tional d' Unites (SI). The SI units are written first, and the original
 
units are written parenthetically thereafter.
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STUDY LOGIC
 
Figure 1 illustrates the tasks, together with the cdrresponding logic
 
flow, that were accomplished inthe study.
 
FACILITY MODEL
 
The purpose of the facility model was to define a baseline 500-unit
 
apartment complex that would provide a model for engineering calculations
 
of utility loads for MIUS equipment selection and integration and that
 
would allow for variations in size and location (climate). This apartment

complex model was not intended to represent an actual design solution for­
a specific site; rather, it was a diagram to reflect the significant de­
sign parameters for apartment complexes so as to serve as a tool for en­
gineering studies.
 
Task Logic
 
To develop a baseline apartment-complex model, ground rules were es­
tablished to define the scope of the task, a survey was performed to deter­
mine the state of the art of the apartment construction industry, and some
 
logical assumptions were made. The model was then derived and defined in
 
sufficient detail to enable engineering calculations of the loads. This
 
task logic is illustrated infigure 2.
 
Ground Rules
 
The ground rules established for development of the baseline apartment­
complex model were as follows.
 
I. The baseline apartment-complex model is to contain approximately
 
5UU dwelling units and be situated ina climate similar to that of
 
Washington, D.C.
 
2. The facility model should represent the state of the art in apart­
ment-planning concepts and construction techniques.
 
3. The apartment-complex model should represent (for utility consump­
tion purposes) the range of typical apartment building and uit types now
 
being built, and these types should be in the same ratio to one another
 
as that which is likely to 9ccur in construction.
 
Survey: State of the Art
 
Parameters for the apartment-complex design were researched and de­
veloped. The major parameters were the type of apartments, size of apart­
ments, number of buildings, type of buildings, density factors, parking
 
ratios, open-space allotments, construction phasing, and auxiliary services.
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To provide a data base range that would accommodate variation studies,
 
data were obtained for the cities selected for climatic-data variations -

Houston, Texas, Minneapolis, Minnesota, and Las Vegas, Nevada, for the
 
extreme climates, and Washington, D.C., for the median climate. An-addi­
tional city, Los Angeles, California, was selected for the apartment-complex

data base to reflect near-term trends in apartment design, construction,
 
and planning. Los Angeles was chosen from a list of the 'key.market areas.
 
To supplement research from the literature, a limited survey was made
 
in the selected cities to provide a current data base for the general pro­
file of recent apartment projects. The survey was accomplished by a combi­
nation of data-collection techniques - personal visits and inquiries by
 
telephone and by mail - to secure the largest data base possible in a lim­
ited time. Although the amount of data available varied with each project,
 
sufficient data were collected to determine the type of apartments, the
 
number of apartments per project, the area for each apartment type, the
 
percentage of each apartment type in each project, and the ratio of singles
 
units to family units. In addition to the survey, other personal visits
 
were made to various people in the apartment industry in each Qf the select­
ed citiesto verify the survey data.
 
In general, the results of the survey revealed certain trends in
 
apartment construction and equipment, as follows.
 
1. Most new apartments have a dishwasher.
 
2. The average ratio of washers and dryers to apartment units is one
 
washer and one dryer for every five to seven dwelling units.
 
3. Three-story construction is the trend for garden apartments.
 
4. A variety of well-developed exterior spaces between the units is
 
a market asset (i.e., community space around pools, intimate spaces for
 
cookouts, etc.).
 
5. Most units offer private outdoor space such as a patio or a
 
balcony.
 
6. Most complexes offer recreational facilities of a character that
 
varies with the specific market of the project.
 
7. Most projects have convenience retail outlets .nearby.
 
8. Most garden-apartment buildings are of wood frame construction.
 
9. Most large projects are built in one phase under one contract.
 
10. The more recent complexes tend to have a medium- to high-density
 
range (interms of the number of units per area).
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Assumptions
 
To provide the desired range of building types inthe facility model,

high-rise apartment buildings were included. The ratio of high-rise to
 
low-rise apartments inthe baseline project was assumed to be l:5;.this
 
ratio reflects the national average of high-rise to low-rise apartment

buildings.
 
The apartment types were divided into two basic units, singles units
 
and family units, ina ratio of 2:3, respectively. The basis of this as­
sumption was a combination of information gained from the survey and the
 
desire to include a full range-of building types inthe model. The family

units were limited to the lowrrise apartments only, because this type of
 
unit provides a better opportunity for family-oriented activities than
 
does the average high-rise apartment building.
 
From the survey, the ratio of unit types ina representative low-rise
 
singles project was used for the low-rise-unit and high-rise-unit mix com­
bined ina reasonable way. The family-unit mix was from the survey for
 
the low-rise family buildings. Therefore, the model included high-rise

singles units, low-rise singles units, and low-rise family units.
 
The buildings were arranged into groups of family and singles areas
 
and were modeled to represent the typical height (floors) and number of
 
units for each building type. A parking-space ratio of 1.5 cars/unit was
 
assumed.
 
Baseline Facility Description
 
A detailed description of the baseline,facility model for apartment

complexes is contained intables 1 to 6 and infigures 3 to 6.
 
BASELINE MIUS DESIGN
 
Ground Rules and Criteria
 
The following paragraphs describe the ground rules and criteria used
 
inthe design of the baseline MIUS.
 
Optimization approach.- The selection parameters for subsystem and
 
system alternatives were the cost of utilities to the MIUS-served resi-­
dents, energy and water consumption, reliabjility, and environmental impact­
The.cost of utilities was -the primary selection parameter, with alterna­
tives evaluated where necessary. When results of the.economic selection
 
caused zbstantial adverse effects on consumables usage, reliability, or
 
environmental impact, a management decision was made on the basis of the
 
relative significance of the four selection parameters. The level of sys­
tem optimization was' limited by the 1974 "articles of commerce" ground
 
rule.
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Reliability considerations.- The MIUS is intended to have a reli­
ability comparable to that of conventional systems. The primary consid­
erations are electrical power service and water service. Because the
 
reliability of these conventional utilities is a function of many param­
eters, including the location of the service relative to the central
 
plants, the reliability requirement will be assumed to be met through

adequate reserve capacity high-quality equipment, and continuous operator
 
coverage.
 
Codes and regulatory agencies.- Any deviations from codes, guide­
lines, design criteria, and/or regulations produced by national organi­
zations and agencies will be identified and suitably justified.
 
Electrical power.- The ground rules and criteria used in the electri­
cal power phase of the baseline MIUS design were as follows.
 
1. The energy source will be fuel oil.
 
2. The electrical system will be operationally independent of 'an
 
existing grid. The reliability of the independent system will be compara­
ble to that of a conventional system.
 
3. Power will be generated at 60 hertz, three-phase.
 
4. A 30-day fuel-storage capability will be provided.
 
5. Heat-recovery equipment will be compatible with the heating,
 
ventilation, and air-conditioning (HVAC) subsystem.
 
b. Stack emissions will comply with applicable Environmental
 
Pr6tection Agency (EPA) guidelines.
 
Heating, ventilation, and air-conditioning.- The ground rules and
 
criteria for the HVAC phase of the design were as follows.
 
1. A four-pipe system for circulating hot and chilled water will be
 
used.
 
2. Maximum use of recovered heat will be made for both cooling and
 
heating.
 
3. For cooling, compression machines will be used for supplemental
 
cooling if sufficient recovered heat for total absorption cooling is not
 
available.
 
4. For heating, boilers will be used for supplemental space heating

if sufficient recovered heat is not available from the engines and from
 
incineration of'solid waste.
 
5. Treated wastewater will be used inthe cooling tower or towers.
 
Solid waste.- The solid-waste phase of the design was based on the
 
following ground rules and criteria.
 
1. Solid-waste processing will include incineration.
 
2. Utilization of supplemental fuel will be minimized.
 
3. Solid waste will not be imported to the facilities being served
 
by the MIUS.
 
4. Disposal of the incinerator residue will be in a landfill remote
 
from the facilities being served by the MIUS.
 
5. A 3-day supply of solid waste will be stored for the possibility
 
of system failure and so that incineration will not be required during
 
weekends.
 
6. The burning schedule will conform to HVAC requirements when it is
 
possible.
 
7. Heat-recovery equipment will be compatible with the HVAC
 
subsystem.
 
8. Stack emissions will comply with applicable EPA guidelines.
 
Water.- The water phase of the system design was based on the following
 
ground -r-ules and criteria.
 
l. No consideration will be given to storm water.
 
2. Adequate pressure and storage for firefighting purposes will be
 
provided.
 
3. The design of the potable-water-treatment and firefighting.
 
capabilities will enable optional use-in the MIUS.
 
Potable water: The guidelines concerning potable water were as follows.
 
I. -Potable water will comply with the 1962 U.S. Public Health
 
Service standards for drinking water (ref. 3).
 
2. Domestic hot water of potable quality will be heated to a tem­
,perature of 338.7 K (1500 F) with the use of recovered heat.
 
Wastewater: The guidelines concerning wastewater were as follows.
 
1. Wastewater treatment will be consistent with requirements for
 
recycling for nonpotable use and/or disposal to the external environment.
 
2. Human contact with treated wastewater will be minimized.
 
3. Treated wastewater may be utilized in heat rejection and other
 
MIUS processes.
 
4. Treated wastewater may be used for firefighting.
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5. Treated wastewater may be used for lawn watering.
 
6. Because of the site-unique problems that will arise in the off­
site disposal of treated wastewater, only nominal consideration will be
 
given to this function.
 
Design Approach
 
The general approach used in the design of an MIUS is discussed in
 
this subsection. The discussion is not limited to the specific MIUS de­
sign described in this document and applies only to a preliminary or
 
conceptual design rather than to the detailed hardware design of piping
 
layout, pumps, tanks, etc.
 
Typical MIUS design features.- A "typical" MIUS consists of the
 
equipment necessary to provide all required utility and HVAC services,
 
integrated into a single system. Electrical power is generated and dis­
tributed to satisfy the various electrical demands of building equipment
 
and occupants, as well as the ancillary MIUS equipment such as pumps, and
 
cooling towers. Heat is recovered from the prime-mover exhaust, the water
 jacket, and the oil cooler and is added to the heat recovered from solid­
waste incineration. The recovered heat is first used for domestic hot­
water-heating and domestic space-heating requirements. Additional recovered
 
heat that is at a sufficient temperature level is utilized for absorption

,cooling to satisfy air-conditioning requirements. If the amount of cooling
 
available from waste heat is insufficient, electrically driven compression

-cooling is used to satisfy the remaining cooling load. As the electrical
 
load on the prime mover is increased to drive the compression chiller,
 
the additional waste heat avai'lable is used to provide additional absorp­
tion chiller capacity. A boiler is used to satisfy any domestic space­
heating or hot-water requirement that cannot be met by recovered heat but
 
is never used to satisfy a cooling load. A wastewater treatment facility

is integrated with the other equipment in that it provides treated water
 
for heat rejection in wet-cooling towers and other process makeup water
 
to the MIUS plant. Potable-water treatment is optional, as required, at
 
the specific site.
 
Several options are available for tailoring an MIUS for specific

applications and load profiles. The incinerator operation profiles and
 
capacity can be adjusted to, provide waste heat at the times of greatest
 
demand. The prime-mover size and type can be varied to optimize,reli­
ability and fuel utilization. Thermal storage of hot and chilled water
 
can be incorporated to reduce installed electrical generation capacity
 
and improve heat utilization. For most MIUS applications,'boilers can
 
be eliminated either by the use of thermal storage or by the use of the
 
incinerator without solid waste for short time periods.
 
General MIUS design procedure.- The general MIUS design procedure
 
flow is shown in figure I. The initial step is the facility model defi­
nition, which is a result of the architectural design of the facility.

From this model, the buildings are characterized in terms of heat-transfer
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coefficients (U-values), areas, orientation, occupancy profiles, venti­
lation rates, etc., and a preliminary estimate ismade of system loads,
 
such as solid-waste type and quantity, domestic and auxiliary electric
 
loads, etc. Auxiliary loads are defined as all electrical loads, includ­
ing MIUS plant loads, not located inenvironmentally conditioned space.
 
These ,preliminary loads and building'characterization data are used with
 
'design weather data in 'a computer design analysis, with use of the Energy
 
Systems Optimization Program (ESOP) (ref. 4), to determine peak loads and
 
equipment requirements. The ESOP design analysis provides information
 
required to select MIUS equipment and to refine all the system loads. An-'
 
other ESOP analysis is then performed with use of the updated equipment­
selection information and mean weather data to provide seasonal and annual
 
system performance data. Performance analyses and energy balances are
 
performed; and, if it is required, equipment selection is updated to-opti­
mize annual performance and the second ESOP analysis is performed again.
 
Competitive system configurations can be further evaluated by using eco­
nomic considerations.
 
Ifthermal storage is desired, its primary effect is to reduce elec­
trical power generator installed capacity requirements and, therefore,
 
capital costs. Accordingly, the generators are sized to satisfy the peak
 
non-air-conditioning electrical demands, and the excess generator capacity

during offpeak periods is used to produce chilled-water for use during peak
 
periods; or, in the case of hot storage, all unused heat is stored up to
 
the volume of the storage facility, which is sized for the cooling load.
 
Several iterations with both design data and mean weather data are often
 
required to accurately size the storage facilities, the HVAC equipment,
 
and the prime movers and to provide meaningful annual-energy-consumptibn
 
estimates.
 
Computer input and output summary.- The ESOP and its use are describ­
ed in reference 4. The ESOP is basically composed of a loads section and
 
an energy analysis section. The input data are summarized as they apply
 
to these two sections; the loads section requires data relating primarily
 
to building and environmental parameters, and the energy analysis section
 
requires data relating primarily to MIUS equipment and output from the
 
loads section. The output is also summarized for the loads section and
 
the energy analysis section. The system loads are summarized and auto­
matically provided to the energy section during one execution of the
 
program. The detailed loads output is provided by the program hourly for
 
'each building type, as well as the totals for the entire facility. Output

from the energy analysis section is provided hourly for one mean day per
 
season and totaled for each season. The output data basically show fuel
 
requirements and a detailed accounting of all energy uses. Some addition­
al information on the ESOP is given in
'the subsection entitled "Energy
 
and Consumables Usage Analyses." The following list is a summary of the
 
input and output data for the ESOP.
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Input data
 
Loads analysis
 
Building characterization
 
U-values for walls, roof, and glass
 
Areas of walls, roof, and glass
 
Glass-type factors (for solar admittance into building)
 
Occupancy profile
 
Domestic electricity profile (for loads inside conditioned
 
space)
 
Ventilation rates
 
Design inside temperature and enthalpy profiles
 
Water loads analysis
 
Number of occupants per building
 
Type of building (currently, residential only)
 
Environmental parameters
 
Hourly profile of outside dry-bulb temperature
 
Latitude and longitude
 
Building orientation
 
Atmospheric clearness index
 
Profile of outside air enthalpy
 
Energy analysis
 
Solid-waste data
 
Solid-waste contents and amount
 
Heat value of solid waste
 
Fuel requirements
 
Disposal method (incinerator and/or pyrolysis)
 
Waste-heat-utilization ptofile
 
Heat-recovery efficiency
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Operation cost factors
 
HVAC data
 
Boiler efficiency
 
Absorption/compression ratio
 
Coefficient-of-performance profiles for absorption and
 
compression chillers
 
Heat-rejection water requirements
 
Thermal-storage parameters
 
Electrical power generation
 
Generator rated capacity
 
Engine rated capacity
 
Fuel heating values
 
Fuel as a function of load data
 
Waste heat as a functi'on of load data (for oil coolers,
 
water jacket, and exhaust jacket)
 
Steam-cycle data if these da-ta are required
 
Waster and energy uses
 
Uses for excess 388.7 K (2400 F) heat
 
Uses for excess 349.8 K (1700 F) heat
 
Uses for excess 310.9 K (l0 F) heat
 
Uses for wastewater effluent
 
Output data
 
Loads analysis
 
Hourly heat gain from walls, roof, windows ventilation, hot
 
water, electricity,-etc,
 
Total hourly space-heating demand
 
Total hourly air-conditioning demand
 
Power requirements
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Hot-water requirements
 
Potable-watbr requirements
 
Totals of the previous items for the entire facility served by
 
the MIUS
 
Energy analysis
 
Generator data (engine output, fuel consumpti'on, thermal effi­
ciency, generator output, etc.')
 
Number of generators required
 
Waste heat available and its sources
 
Boiler heat and fuel
 
Amount of absorption and compression air-conditioning
 
Waste heat not used at each of three temperature levels
 
•Waste heat used-at three levels
 
Waste-heat requirements not met
 
Thermal-storage accounting
 
Cooling-tower water requirements
 
Wastewater requirements not met
 
Wastewater available for reuse
 
Solid waste, disposal costs, and effluent
 
Seasonal and yearly fuel consumption
 
Comparison of as many as 24 fixed MIUS configurations ,and
 
1 conventional system
 
Utility Loads
 
The various utility loads are discussed inthe following subsections.
 
Electrical power.- The electrical load profiles used inthis study
 
were developed from metered electrical data for two garden-apartment com­
plexes inthe Washington, D.C., metropolitan area. One of the complexes

consisted of 286 dwelling units and the other, 100 units,l
 
IData from GATE Information Center, Southwest Research Institute,
 
8500 Culebra Road, San Antonio, Texas,
 
13
 
The domestic electrical load is based on the assumption that each
 
apartment contains lighting, small appliances, air-handler motor loads,
 
an electric 'refrigerator, an electric range, and a garbage disposal.

Hallway and outdoor lighting is at 79 W/dwelling unit and is assumed to
 
be continuous. The-difference in the electrical demand and the energy
 
consumed by the subsystem is not significantly impacted by this assump­
tion.
 
The auxiliary loads for the design (2, where a is standard devia­
tion) summer day are-based on a maximum outside temperature pf 308.7 K (960 F) and a building-temperature control at 296.5 K (740 F) in a
 
floating-spiit air-conditioning'scheme; i.e., all the recovered heat en­
ergy from the prime movers will be used in absorption air-conditioning be­
fore supplemental air-conditioning is made up by compression-type cooling.
 
The peak MIUS (and conventional) electrical demand for the Washington,
 
D.C., area occurs on the 2a summer days,
 
The domestic electrical demand and auxiliary electrical demand (ex­
cluding chiller power) daily profiles are given intable 7. Of the auxil­
iary loads, which have been defined as all electrical loads (including the
 
MIUS plant loads) not located in environmentally'conditioned space, the
 
chiller loads are developed inthe ESOP.
 
The apartment complex was divided into four groups by building type.
 
The total domestic electric load profile for each building type is given

in table 8. Itwas necessary to define the loads inthis manner so that
 
the electrical distribution subsystem could be optimized and the total
 
heating and cooling loads could be calculated for the HVAC subsection.
 
Heating, ventilation, and air-conditioning.- The load inputs and re­
sults for the HVAC subsystem are discussed in the following subsections.
 
Load inputs: The load inputs to the computer necessary to establish
 
HVAC load characteristics were as follows.
 
1. Heat-transfer coefficients (U-factors) of roof, walls, and windows
 
2. Respective roof, wall, and window areas
 
3. Indoor environmental design conditions
 
4. Building orientation and location
 
5. Ventilation and infiltration criteria
 
6. Occupancy profiles
 
7. Domestic-hot-water-requirement profiles
 
8. Domestic electrical' load profiles
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The U-factors for walls and roofs were selected from those for simi­
lar buildings typically construfted in the locations investigated. I; was
 
determined that most garden-apartment/high-rise-apartment walls could be
 
defined by U = 0.07. Similarly, residential buildings with pitched roofs
 
and 15.2-centimeter (6 inch) batt insulation or flat roofs with mineral
 
fiber insulation are frequently represented through6ut the country and
 
have a U = 0.05. A typical single-pane-glass U-factor with 3.4-m/sec
 
(7.5 mph) wind is 1.06. A typical shade factor on all'the windows of 0.7
 
accounted for external shading devices, draperies, and blinds.
 
Building arrangements and dimensions were supplied by consulting
 
architects. Exposed roof, wall, and window areas were calculated from
 
the drawings.
 
A baseline indoor environment of 296.5 K (740 F) (dry bulb) and 50­
percent relative humidity was chosen for the year-round environment because
 
this condition is an acceptable mean according to the American Society of
 
Heating, Refrigerating, and Air-Conditioning Engineers (ASHRAE) (ref. 5,
 
p. 137). The outdoor air requirement used in this study and recommended
 
by ASHRAE for apartments was 0.6 m3/min (20 ft3/min) per person. Design
 
occupancy used for establishing ventilation loads was based on the Uniform
 
Building Code (ref., 2, p. 443) criteria of 27.9 m24person (300 ft2/person)
 
for low-rise apartments and 18.6 m/person (200 ft /person) for high-rise
 
apartments.
 
Outdoor design conditions were based on hourly weather data (ref. 6)
 
for the Washington, D.C., area. Summer peaks were set at the peak of the
 
average profile plus two standard deviations, and winter minimums were set
 
at the minimum of the average profile minus two standard deviations.
 
The domestic-hot-water requirement and domestic electrical load pro­
files used were obtained from the water and electrical load determinations,
 
respectively.
 
Load results (for baseline heating and cooling): Maximum heating loads 
were determined for two cases - winter days without clouds and winter days 
with full cloud cover (ref. 6) - by using the resulting temperatures two 
standard deviations below the mean (260.9-K (10.00 F) minimum at 6 a.m. 
and 7 a.m.). The peak heating load occurred at 8 a.m., with full cloud 
cover, and the following- components contributed to the load as indicated. 
Component Contribution 
to load, percent 
Roofs 7.4 
Walls 18.0 
Windows 16.1 
Ventilation 40.7 
Occupancy -3.2 
Electric -25.1 
Hot water 46.1 
100.0
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The total load is equivalent to 1735.5 kilowatts (5 925 857 Btu/hr). An
 
additional 109.9 kilowatts (375 378 Btu/hr), were attributable to the maxi­
mum distribution losses to all the buildings by means of a two-pipe hot­
water system. Several distribution-loop arrangements were investigated

for hardware cost effectiveness, and the least-cost arrangement was cho­
sen. The resulting losses were calculated on the basis of nominal under­
ground insulation performance for extreme ambient conditions.
 
With the use of representative average-day profiles, seasonal heating
 
loads for each season were calculated, primarily for use inestablishing

annual energy balance and consumption values. Average monthly weather
 
data from reference 6 for the months of January, April, July, and October
 
were taken as seasonal representative days. An annual' energy-balance de­
termination was conducted to incorporate and account for the effects of
 
the thermal-storage equipment.
 
Maximum cooling loads were determined for a cloudless summer day with
 
temperatures two standard deviations above the mean '(309.3 K (97'.00 F)

maximum,'dry bulb, and 300.4 K (81.00 F), maximum wet bulb, at 2 p.m. and
 
3 p.m.). The peak cooling load of 1906.1 kilowatts (542 tons) occurred At
 
4 p.m., and the following components contributed'to the load as indicated.-

Component Contribution 
to load, percent 
Roofs 7.1 
Walls 11.3 
Windows 16.2 
Ventilation 41.3 
Occupants 3.4 
Electrical 20.7 
100.0
 
Maximum distribution losses in the two-pipe chilled-water system to the
 
buildings contributed an additional 34.04 kilowatts (9.68 tons). Several
 
distribution-loop arrangements were investigated for hardware cost effec­
tiveness, and the least-cost arrangement was chosen. The resulting losses
 
were calculated on the basis of nominal underground insulation performance
 
for extreme ambient conditions.
 
Seasonal cooling loads based ,on an average day in each season were
 
calculated to establish profiles for annual energy calculations and con­
sumab1es.
 
Solid waste.- The stipulated quantity of solid waste generated within
 
the apartment complex was based on a daily generation rate of 2.3 kg/per­
son (5 lb/person). This generation rate' is based on a 1980 time frame
 
and was projected by using references 7 and 8. The heating value of th
 
solid waste was considered to be 11 622.2 kJ/kg (5000 Btu/Ib). Collection
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and storage capacities were based on a solid-waste density of approxi­
mately 160.2 kg/md (10 lb/ft3). Reference 9 indicates densities of
 
64.1 to 176.2 kg/m 3 (4 to ll-lb/ft ). The total solid waste produced

daily in the complex is 2721.6 kilograms (6000 pounds). The amount of
 
sludge received daily from the wastewater treatment subsystem is 1814.4
 
kilograms (4000 pounds), with a 20-percent solids concentration. The
 
heating value of the sludge is 11 622.2 kJ/kg (5000 Btu/Ib) of dry solids.
 
Water.- The water management subsystem is designed to service loads
 
generate-by the apartment occupant, the apartment facility; and functions
 
associated with the MIUS facility. The loads development and analysis
 
are conducted separately for the potable-water subsystem and the wastewater
 
subsystem and are based on average annual water usage.
 
Potable-water subsystem: The potable-water subsystem will supply
 
water to meet the loads determined from published surveys of industry

associations and private and governmental research organizations and from
 
other published data in which the variables of flow are considered with
 
respect to time, property evaluation, average-user education, and occupa­
tional type, general occupant age, natural location, and number of occupants
 
per dwelling unit. References 10 to 29 represent a partial list of the
 
material used to develop water requirements and wastewater loads. The.
 
user functions considered for the residence demand include kitchen, laundry,

bath, and toilet demands. The functions c6nsidered for the daily exterior
 
demand include recreational use and carwashing.
 
The average daily residence demand was calculated to be 0.27 m3/per­
son/day (72,gal/person). The average daily domestic water demands for
 
total water use, hot-water use, and cold-water use with respect to building
 
type are shown in table 9. The average daily potable-water-usage profiles

and the treatment plant capacity are shown in figure 8.
 
the daily exterior demand for recreational use was calculated by

assuming that the swimming pools require a 5.1-centimeter (2 inch) fill
 
once per day during the summer. The apartment facility has two pools,
 
one with a 128.0-square-meter (1378,-square foot) surface area and one with,
 
a 339.6-square-meter (3655 square foot) surface area. On the basis of
 
these numbers, the total quantity of water required for pools-during the
 
summer will be 23.8 m3/day (6300 gal/day). The water required for spring
 
and fall usage for pools is assumed to be half the summer usage, or
 
ll.9 m3/day (3150 gal/day).
 
The daily exterior demand for carwashing was calculated by assuming

the faucets used would have a flow capability of 0.01 m3/mln (3 gal/min)

and that the daily usage during the spring and fall would be 3 hours. Sum­
mer usage was assumed to be 4 hr/day, or 2.7 m3/day (720 gal/day). The
 
winter usage is assumed to be half the summer usage, or 1.4 m3/day (360

gal/day). With use of the water quantities developed, the average season­
al .potable-water usage is as follows.
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Season Water usage,
 
m3/day (gal/day)
 
Summer 35020 (92 462)
 
Fall 337.4 (89 132)
 
Winter 324.8 (85 802)
 
Spring 337.4 (89 132)
 
Wastewater subsystem: The wastewater subsystem will be capabl& of
 
handling the loads described under the potable-water subsystem as the av­
erage daily residence demand. This subsystem will not be required to
 
handle the loads described as the daily exterior demand under the potable­
water subsystem. This subsystem will also be capable of accepting the
 
blowdown loads of the MIUS processes, particularly from the-heat-rejection
 
system in the HVAC subsystem. The wastewater treatment plant effluent will
 
be retained and used to satisfy the demands for firefighting-water storage,
 
irrigation, heat-rejection-system water makeup, and a small amount of other
 
MIUS process water makeup as shown in figure 9. The average flow o-waste­
water through the treatment plant during the summer will be 347.9 mP/day
 
(91 900 gal/day).
 
The firefighting-water storage system is sized at 1 022 058 liters
 
(270 000 gallons): The irrigation water requirements for the apartments
 
are based on the area of-irrigation and the climatic conditions. The
 
water quantities were calculated on the assumption of water requirements
 
of 0.64 cm/week (0.25 in/week) for summer, 0.48 cm/week (0.19 in/week)
 
for fall, and 0.16 cm/week (0.06 in/week) for spring. The area to be irri­
gated is8832.3 square meters (95 070 square feet). Thus, the irrigation
 
water required is approximately 8.3 m3/day (2200 gal/day) in summer,
 
6.1 m3/day (1600 gal/day) in fall, and 2.3 m3/day (600 gal/day) in spring.
 
The heat-rejection-system water requirements ,are determined by the
 
HVAC subsystem. The quantities of water required are shown infigure 10.
 
Functional Description
 
An overview of the MIUS is illustrated by the schematic in figure 11.
 
The power generation subsystem consists of three 478-kilowatt diesel gen­
erators and one 400-kilowatt generator. The 478-kilowatt generators are
 
ebulliently cooled with recovery of water-jacket and exhaust heat inthe
 
form of'103.4-kN/m2 (15 psi), 394.3-K (2500 F) steam and recovery of lub­
rication-oi'l heat in the form of 355.4-K (1800 F) water. The 400-kilowatt
 
generator, which does not have heat-recovery equipment, provides backup
 
power for the three engine-generators having heat-recovery equipment.
 
Solid-waste management is accomplished by a 362.9-kg/hr (800 Ib/hr)
 
incinerator, with heat recovery from the exhaust gas in the form of
 
103.44kN/m2 (15 psi), 394.3-K (2500 F) steam, which is channeled to the
 
steam header from the prime movers.
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- The steam is used in three ways. First, it is routed to a heat ex­
changer that is used to heat a hot-water loop to 366.5K (2000 F); the 
loop has been preheated by another heat exchanger using the heat recov­
ered from the enginelubri6ation oil. This 366.5-K (2000 F) hot water pro­
vided heating of the domestic hot water and space heating. Second, the
 
steam is routed to a 777.2-kilowatt (221 ton) absorption chiller that is
 
supplemented by two 703.4-kilowatt (200 ton) compression chillers to pro­
vide chilled water for space cooling. Third, the unused steam is rejected

through a heat exchanger to a cooling tower that also provides heat rejec­
tion for the three chillers and the 366.5-K (2000 F) hot-water loop. Pro­
vision ismade to store thermal energy from both the chiller-water and
 
hot-water loops in a 724 525.6-liter (191 400 gallon) water tank. The
 
principal effect of such storage is reduction of the peak electri-al load
 
required for compression cooling and thus reduction of the required elec­
trical generating capacity that needs to be installed.
 
The potable-water peak requirement for the apartment complex is 420.2
 
m3/day (111 000 gal/day). Jf the MIUS treats this water, the source could
 
be either a surface supply or a well. In the worst case, for a surface
 
supply, itwould be treated by using clarification, filtration, and chlori­
nation processes. Required sewage-treatment capacity is 446.7 m3/day

(118 000 gal/day),, and the treatment is accomplished by using a biological

system supplemented by a tertiary physical-chemical system.' Sludge is
 
transferred to the incinerator for disposal. The treated wastewater is
 
stored in a 454 248-liter (120 000 gallon) retention tank and used in ­
cooling-tower heat rejection and blowdown, makeup and blowdown for other 
MIUS processes, firefighting, and irrigation of the apartment complex. 
Disposal of the unused wastewater is to a stream.
 
Electrical power.- The prime movers for the power generation subsys­
tem were selected. on the basis of the peak electrical energy requi'rement­
calculated through use of the ESOP. The inputs to the program are domestic
 
electrical loads, auxiliary electrical loads, (excluding chiller power),and

cooling loads. All the electrical and heat energy required by all subsys­
tems is considered inthe ESOP output: an electrical demand profile to
 
be produced by the power generation subsystem. The profile given in table 10
 
was calculated for a 2a summer day, and the demand peak represents the
 
maximum electrical demand anticipated for the power generation subsystem.
 
The number and size of prime movers were chosen such-that the part­
load electrical conversion efficiency ,decreases no more than 3 percent

from that achieved at full load. The prime movers selected offer the best
 
energy savings possible over a conventional system and are consistent with
 
good reliability and commercial availability. Electrical power is gener­
ated at 460 volts root mean square (rms), three-phase, 60 hertz.
 
The configuration for the electrical power subsystem is given in
 
figure 12. The subsystem consists of three model 38D8 1/8 Fairbanks-Morse 2
 
2Fairbanks-Morse Co., 701 Lawton Ave., Beloit, Wis., 53511.
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diesel generators with heat-recovery units on the exhaust and lubrication­
oil circuits. The backup prime mover/generator is included as a standby
 
to provide additional redundancy for the generation of electricity only.
 
Heat-recovery equipment is not used with this prime mover. For the units
 
with heat recovery, the water jackets and exhaust boilers are integrated

into a pressurized forced-circulation hot-water cooling system, with hot
 
water leaving the water jackets at 383.2 K (2300 F) and feeding into the
 
exhaust boiler. This pressurized water is flashed to steam in the exhaust
 
boiler. The steam, regulated at 103.4 kN/m 2 (15 psig) and 394.3 K (2500 F),
 
isrmixed with steam from the incinerator, and the resultant steam ispro­
vided to the HVAC subsystem. When there ismore steam than required, the
 
excess is reduced to condensate through a heat exchanger and held in a
 
tank for recirculation through both the prime movers and the incinerator.
 
Makeup water for the entire heat-recovery system is provided by means of
 
this holding tank containing treated wastewater.
 
The lubrication oil is circulated through an oil-to-water heat ex­
changer that produces water heated to a temperature of approximately 355 K
 
(1800 F). This water loop provides for space heating and also (through
 
a water-to-water heat exchanger) provides heat for the'domestic hot water.
 
When there is no demand for this heat, the oil is routed through an air­
blast heat exchanger for heat rejection.
 
The performance data used for the prime movers are given in table 11.
 
A list of the major subsystem equipment is given in table 12.
 
An economic trade-off was conducted between the Fairbanks-Morse model
 
'38D8 1/8 and the Caterpillar3 model D398 prime movers. The total subsys­
tem cost with use of the Fairbanks-Morse diesel engines increased the
 
capital cost of the MIUS by approximately 5 percent over that using the 
Caterpill'ar engine. At the same time, fuel consumption was decreased by
10 percent annually, with an undetermined reduction inmaintenance. Itwas ­
decided that the 10 ,percent annual energy savings over the life of the 
system offset the penalty of increased initi'al costs. 
Heating, ventilation, and air-conditioning.- The HVAC subsystem is
 
illustrated in figure 13; the major components are shown, as well as the
 
interfaces with other MIUS subsystems and the typical building equipment.
 
Heating and cooling systems will be described separately but share much
 
of the same equipment. Heat exchanger number 1 allows high-energy steam
 
supplied from the incinerator and prime-mover stack and jacket to supple­
ment the lubrication oil heat for the hot-water distribution loop. The
 
number 2 heat exchanger is used to transfer excess heat from the hot-water
 
distribution loop during moderate seasons to the cooling-tower loop. Simi­
larly, the number 3 heat exchanger delivers excess high-energy heat to
 
the tower loop. The thermal storage is usable for heating and cooling;
 
filling and the supply to a hot- or cold-water distribution loop are accom­
plished by valving. Several alternatives to the HVAC subsystem design
 
were considered and are discussed inthe appendix.
 
3Caterpillar Tractor Co., Industrial Division, Peoria, Ill. 61602.
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Heating: Energy for domestic-hot-water and space heating is supplied
 
by the hot-water distribution loop, which delivers water to each building
 
at a temperature of approximately 366.5 K (2000 F) and returns it for re­
heating at a temperature of approximately 333.2 K (1400 F). This energy
 
comes primarily from prime-mover lubrication-oil heat and can be supple­
mented with energy from the higher energy steam loop and from the prestored
 
energy thermal-storage system. The winter levels of energy required are
 
shown in figure 14. The domestic hot-water requirements show a peak of
 
799 kilowatts (2 729 000 Btu/hr) at 8 a.m. and a minimum of only 33 kilo­
watts (114 000 Btu/hr) at 4 and 5 a.m.; the total daily requirement is
 
33.2 gigajoules (31.5 x 106 British thermal units). Heating loads are
 
also shown for (1)space heating on the design winter day with and without
 
cloud cover, (2)the total heating load - consisting of space heating and
 
domestic hot water - for the average winter day, and (3)the total heating
 
load for the full-cloud-cover design winter day,. The maximum-demand pro­
file points out the requirement to meet a peak demand of 1736 kilowatts
 
(5 928 000 Btu/hr) at 8 a.m. (the sizing requirement for a boiler in a
 
conventional system) and a daily capability of 103.5 gigajoules (98.2 x 106
 
British thermal units). Figure 15 shows the winter average day and design

day heat requirements in conjunction with the available heat from prime
 
movers and trash incineration. The shaded areas show hourly supplemental

requirements for the winter days, and the areas below the heat-available
 
line show the hourly heat excesses. The maximum hourly deficiency, with
 
only the available heat for the hour used, occurs at 8 a-m. and'amounts
 
to 647 kilowatts (2.208 x 106 Btu/hr) (the size of a boiler or a fuel fired
 
incinerator in an MIUS without storage). It is apparent that sufficient
 
excess heat is available during the average day to meet the requirements
 
from 6 to 10 a.m.,ywhen 	supplemental heat is-needed, either by altering the
 
incinerator schedule and size or by storage. The following table shows
 
daily energy totals for 	the three winter conditions analyzed.
 
Design winter day, 12 533 058 kilojoules
 
no clouds (11 887 000 British thermal units) required
 
Design winter day, 24 838 377 kilojoules
 
100 percent clouds (23 558 O00British thermal units) required
 
Average winter day 	 20 305 726 kilojoules
 
(19 259 000 British thermal units) excess
 
The data show that sufficient energy is available from the average win­
ter day for storage to satisfy the requirements of a design winter day
 
without clouds or to satisfy approximately 81 percent of the amount re­
quired for-a design,day with 100-percent cloud cover. As an example, a
 
storage tank with the capacity to satisfy the requirements for 3 consecu­
tive design winter days with 100-percent cloud cover (3 x 24 838 377 kilo­
joules (3 x 23 558 000 British thermal units)) could be fully replenished
 
in less than 4 average wihter days with the available excess heat. Be­
cause only a small quantity of data exists on the occurrence of consecutive
 
design days, the actual.sizing of the tank requires cold-storage-tank con­
siderations and will be discussed inthe subsection on cooling. As men­
21
 
tioned previously, with a hot-thermal-storage system, boilers or other
 
supplemental heating equipment are no longer needed.
 
Cooling: The design-summer-day total cooling loads and absorption/
 
compression splits resulting from the baseline study are shown in fig­
ure 16. The absorption chillers would be supplied with 103.4-kN/m2
 
(15 psig) steam from the prime movers and the incinerator after domestic­
hot-water requirements were met. Distribution losses are added to the
 
compression chiller requirements, and equipment is selected on the basis
 
of the peak requirement during the design day; i.e., 789.9 kilowatts
 
(224.6 tons) for absorption and 1274.1 kilowatts (362.3 tons) (plus
 
34.1 kilowatts (9.7 tons) distribution losses) for compression.
 
The design-summer-day electrical load components are shown in fig­
ure 17. The domestic and auxiliary load profile without compression "
 
air-conditioning and the profiles with compression air-conditioning are
 
presented. Inthe MIUS without cold thermal storage, the total demand
 
reaches a peak of 1249.9 kilowatts at 9 p.m. and necessitates the use of
 
three prime-mover/generator sets from 5 to 11 p.m. The introduction of
 
the cold-thermal-storage capability results in the use of only two prime­
mover/generator sets, as shown (at 104 percent rated load for 3 hours);

chilled water is supplied for space cooling and storage in the more effi­
cient early morning hours until a level in storage is reached (5626.9 kilo­
watts (1600 tons)) to meet the remainder of the design-day requirements.
 
The revised design-summer-day cooling requirements with storage available
 
are shown in figure 18. The compression capacity was raised from 1308.2 to
 
1406.7 kilowatts (372 to 400 tons) to ensure that storage would be com­
pleted before the demand period on storage occurred. Additional program
 
runs would further optimize this sizing.
 
For a cold-thermal-storage tank for design summer days, a capacity of
 
5626.9 kilowatts (1600 tons) would be required and a temperature increment
 
(AT) of b.67 K (120 F) would be used. This description equates to a vol­
ume of 724.6 cubic meters (25 590 cubic feet), or a right cylinder of 9.8
 
meters (32 feet) diameter. The requirement for heat storage on the design
 
winter day, discussed in the section on heating, was 185.4 cubic meters
 
(6b49 cubic feet). Hence, the 9.8-meter (32 foot) diameter tank could hold
 
supplemental heat for 3.9 consecutive design winter days.
 
Inthe layout and costing, the thermal-storage tank was considered to be
 
a rectangular tank located under the MIUS building. Additional detailed in­
formation about the tank is given in the subsection entitled "Heating, Venti­
lation, and Air-Conditioning Subsystem," under "Baseline MIUS Costs." The
 
tank was considered to-be dry-earth insulated (U = 0.027). Losses were esti­
mated to be approximately 1 percent of the stored energy in 24 hours. Seasonal
 
changeover from hot-water storage to chilled-water storage would occur in the
 
late spring, and the change back to hot-water storage would occur in the fall.
 
In consideration of certain baffle arrangement thermal-layer films, and other
 
stratification techniques, near zero-percent mixing efficiencies have been
 
reported. No mixing was considered in the storage tank.
 
The HVAC equipment selection based on the aforementioned loads and cri­
teria is presented in table 13. The equipment was selected on the basis
 
of the following economic justifications.
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1. Most HVAC systems would use compression air-conditioning exclu­
sively. This study shows that the moderate increase in initial costs
 
necess'ary to incorporate an absorption chiller is compensated for by the
 
significant energy savings achieved by using the otherwise unused high­
grade heat from the prime movers and the incinerator.
 
2. The addition of the thermal-storage system for storing heat
 
eliminates the need for boilers or fuel-firing provisions on the incin­
erator. As a result; there are no fuel requirements attributed to space
 
heating.,
 
3. The use of the thermal-storage system for supplementing cooling
 
reduces the number of prime-mover/generator sets required, and this re­
duction represents a signifitant initial cost saving.
 
Solid waste.- The solid-waste management subsystem provides for the
 
storage, COllection and transportation, processing, and disposal of solid
 
wastes generated within the complex, and the disposal of wastewater treat­
ment subsystem sludge. Components are'listed in table 14. Each building
 
is equipped with gravity chutes. Building type 1 has two chutes per build­
ing (one per wing). Building types 2, 3, and 4 have one gravity chute per
 
building. There is one solid-waste charging station per floor per gravity
 
chute. There are 23 gravity chutes in the complex and 76 charging stations.
 
Solid waste is directly deposited into a 1062-liter (37.5 cubic foot) capac­
ity wheeled cart located at the base of each chute. Collection ismade
 
in building types I and 3 on odd-numbered days and in building types 2 and
 
4 on even-numbered days. Fourteen carts are collected daily (approximately
 
2721.b kilograms (6000 pounds) of solid waste daily). Each cart collected
 
is replaced by an empty cart. Carts are transported to the incinerator by
 
a tractor capable of pulling as many as six carts simultaneously. Twenty
 
spare carts are available to provide replacement for full carts and to pro­
vide total storage capacity for 3 days' solid-waste generation. Three
 
days' storage was chosen to allow for 5-day operation if 7 days were not
 
desirable and to compensate for system failures. The storage carts are
 
compatible with the incinerator loader. The capability,to mechanically
 
transfer the solid waste from the storage container to the incinerator
 
loader is included. A disposal subsystem schematic is shown in figure
 
19. An incinerator with a capacity of at least 362.9 kg/hr'(800 lb/hr)
 
was selected to handle the load. The supplementary-fuel requirement per
 
hour is 369 022.5 kilojoules (350 000 British thermal units). The daily
 
startup-fuel-energy requirement is 527 175.0 kilojoules (500 000 British
 
thermal units). The incinerator is operated 12 hr/day (8 a.m. to 8 p.m.),
 
7 days/week. As is stored in a 7645-liter (10 cubic yard) container to
 
be picked up once per week by truck and hauled to a remote landfill. Bulk
 
waste is collected on an as-required basis and is transported from the in­
cinerator simultaneously with the ashes. The heat prpduced by the incin­
'eration of the solid waste is recovered at 103.4 kN/m (15 psi) as 394.3-K
 
(2500 F) steam in a boiler. The recovery efficiency is at least 60 ,percent
 
of the input fuel and solid-waste heating value. The amount of heat ,re­
covered is shown in figure 19. Wastewater treatment subsystem sludge is
 
gravity-fed toxa holding tank with a 3-day capacity and then auger-fed into
 
the incinerator such that a mixture of 60 percent solid waste and 40 per­
cent sludge ismaintained.
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The solid-waste input provides 31.6 gigajoules (30 x 106 British
 
thermal units) of energy per day. Sixty percent of this amount is recov­
-ered, or 19.0 gigajoules (18 x 106 British thermal units) per day. The
 
supplementary fuel energy required per day is 5.0 gi ajoules (4.7 x 100
 
British thermal units); and of this, 3.0 gigajoules (2.8 x 100 British
 
thermal units) per day are recovered. The sludge solids possess a heat­
ing value of 4.2 gigajoules (4 x 106 British thermal units) per day. How­
ever, the water content of the sludge requires approximately 4.21 giga­
joules (4x 106 British thermal units) per day for evaporation; therefore,
 
no heat was assumed recovered from the sludge incineration. The total
 
quantity of heat recovered daily from incineration is21.9 gigajoules
 
(20.8 x 106 British thermal units) or 1.8 gigajoules (1.7 x 106 British
 
thermal units) per hour during the 12-hour operating period. This energy

is supplied to the HVAC subsystem.
 
The choice of a starved-air incinerator with a stack-heat-recovery

boiler was made because it was the lowest priced commercially available
 
system for both disposing of solid waste and recovering the energy from
 
the waste. Other potential' processes, such as pyrolysis, are developmen­
tal-. On the basis of processing 4535.9 kg/day (5ton/day), the capital
 
cost of the system chosen (including heat recovery) was approximately
 
$13 228/Mg ($12 00/ton) per day processed.
 
Water management.- The water management subsystem is responsible for
 
the supply and disposal of all water associated with the functions within
 
or between the apartment facility and the MIUS facility. For potable­
water treatment, the system complexity and cost are contingent on the
 
nature of the water source. For wastewater treatment to meet the desired
 
effluent quality, primary, secondary, and tertiary treatment is required.
 
There are several economically competitive manufacturers of both single
 
processes and package treatment plants of the size and complexity required.

However, there is a definite economy of scale; i.e., if large-scale water
 
and wastewater treatment (>3785.4 min/day (>l x 106 gal/day)) is required,

the construction of site-specific treatment plants would have an economic
 
advantage.
 
Potable water: 
 The design of the potable-water subsystem was based
 
on-th6 ground rule that the potable water will meet the 1962 U.S. Public
 
Health Service drinking-water standards (ref. 3) and on the assumption

that the water coming to the treatment plant will be surface water. In
 
table 9, the average annual residence demand was shown to be 323 cubic
 
meters (85 444 gallons) daily. The potable-water-treatment-plant design

,capacity (maximum day demand) is 130 percent of the average annual resi­
dence demand. This design capacity factor was determined from published,
 
surveys of governmental, private, and institutional organizations (refs.

10 to 29). The published data were surveyed for information on facilities
 
similar in all respects (location, apartment type, number of occupants,

etc.) to the apartments selected for the basic design. The potable-water­
treatment-plant design selected for surface water is a conventional type

plant, a schematic of which is shown in figure 20. The individual proc­
esses selected are as follows.
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1. Raw-water pumping - Raw-water pumps are provided to deliver the 
raw water from the source. There are two pumRs, each of which - for re­
dundancy - is capabl of delivering the 0.3-m/min (78 gal/min) design 
flow at a 179.3-kN/m z (60 foot) head pressure. 
2. Chemical clarification - Chemical clarification is provided to
 
remove the turbidity in the raw water such that the filter can remove the
 
balance-without excessive clogging. The clarification is sihed to ade­
quately treat a O.3-m 3/min (78 gal/min) raw-water flow. The solids re­
moved by this process are stored in the bottom of the tank for periodic'
 
removal to the wastewater subsystem sludge-handling equipment,.
 
3. Filtration - Filtration is included in the treatment plant to
 
remove bacteria and finely divided suspended particles remaining after
 
chemical clarification. The filter is sized to handle the maximum plant
 
flow of 0.3 mi/min (78 gal/mmn). The water used for periodically back
 
washing of the filters isreturned to-the initial stage of the plant to
 
mix with the raw water.
 
4. Chlorination - Chlorination ig included to provide disinfection
 
and eliminate tastes and odors. Chlorine is added in sufficient amounts
 
to maintain a free-available-chlorine residual of 0.2 to 0.3 p/m after 30
 
minutes contact time.
 
5. Potable-water storage - Storage of potable water is included to­
provide the quantities of water required for the peak hourly flow (200 per­
cent of the average annual demand) to enable plant operation at a constant
 
rate (removal of the peaks in the daily profile). The storage volume pro­
vided is 113 562 liters (30 000 gallons).
 
If underground water is used instead of surface water, the chemical
 
clarification and filtration steps can be removed and replaced with a
 
simple settling tank with a 3-hour detention time and a 32.6-(m 3/day)/m 2
 
(800 (gal/day)/ftc) surface overflow rate. Whether the potable-water
 
subsystem will be required depends on the application of the MIUS. If the
 
subsystem is not included, no other subsystem is affected.
 
Wastewater: The wastewater subsystem was designed to satisfy the
 
ground rule that the quality of the effluent from the treatment plant must
 
be acceptable for discharging the effluent to the environment and a-so for
 
using the effluent for process water and irrigation. The effluent-quality
 
design parameters selected for the plant are shown in table 15. With such
 
design requirements,-it is recognized that desalination equipment would be
 
required in some parts of the country on specific water types; and reuse
 
requirements are a site-specific evaluation beyond the scope-of this docu­
ment. Intable 9, the average annual residence demand (i.e., the waste­
water flow is assumed to be equal to the residence usage) was established
 
as 323 m3/day (85 444 gal/day). The wastewater treatment plant design
 
capacity (equivalent to maximum dgy demand) is 130 percent of the average
 
annual residence demand plus 26 ml/day (7000 gal/day) of process water
 
blowdown. A schematic of the wastewater treatment plant is presented
 
in figure 21. The individual processes selected to produce the required
 
effluent are as follows.
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1. Raw-wastewater pumping - The raw-wastewater pumps are provided to
 
transfer the wastewater from the wastewater-collection pipe to the initial
 
stage of the treatment plant. There are two pu~ps, each of whi'ch - for
 
redundancy - is capable of delivering the 0.3 m /min (82 gal/min) design
 
flow at a 179.3-kN/m2 (60 foot) head pressure.
 
2. Preliminary/primary treatment 
- The purpose of the preliminary/
 
primary treatment step is to remove the suspended solids (and consequently
 
a part of the biological oxygen demand '(BOD)) from the wastewater. The ap­
paratus selected for this functi'on is an inclined screen capable of remov­
ing the solids that can be removed with a primary clarifier. (The inclined
 
screen requires less, space than a primary clarifier.) The unit is sized to
 
handle the flow of 0.3 m3/min (82 gal/min). Solids are collected in the
 
unit and periodically sent to the sludge-handling equipment.
 
3. Flow equalization - The flow-equalization tank is used to maintain
 
a constant flow of water through the plant by storing water during high
 
periods of flow and furnishing water during low periods. To prevent septic
 
conditions in the tank, aeration is provided. On the basis of the design
 
flow of the plant and the projected daily water usage profile, the volume
 
of the tank is 113 562 liters (30 000 gallons). The volume of air required
 
is that necessary to provide 1 136 000 mg/hr of oxygen.
 
4. Biological oxidation/nitrification - The water is pumped from the.
 
flow-equalization tank to a unit for the biological oxidation process,
 
which disposes of most of the biodegradable components (BOD, chemical oxy­
gen demand (COD), etc.) of the wastewater. Nitrification is incorporated
 
in the process as an extension to the biological oxidation step, to provide,
 
for the conversion of nitrogenous matter into nitrates by means of aerobic
 
bacteria. The apparatus selected for these functions is the rotating-disk
 
biological contactor. The process is simpler inoperation and control
 
than the conventional, activated-sludge process. The process is sized to
 
adequately treat a flow of 0.3 m3/min (82 gal/min).
 
5. Denitrification - Denitrification is included to biologically re­
duce (under anaerobic conditions) the nitrate nitrogen (NO3) to nitrogen
 
gas (N2), which is released to the atmosphere. The process selected for
 
this function is the submerged rotating-disk contactor. The unit is sized
 
to denitrify 0.3 m3/min (82 gal/min) of wastewater.
 
6. Secondary clarification - The purpose of secondary clarification
 
is-to remove the solids produced from the 'biological oxidation/nitrifica­
tion and denitrification processes. A conventional gravity-settling tank
 
is used for this function. The tank is designed to an overflow rate of
 
32.6 (m3/day)/m 2 (800 (gal/day)/ft2) of surface area and a 2-hour detention
 
time. The solids removed by the settling process are stored in the bottom
 
of the tank for periodic removal to the sludge-handling equipment.
 
7. Chemical clarification - The primary purpose of chemical clarifi­
cation is to remove phosphorus from the wastewater. Alum was selected as
 
the chemical to be added in this process. The amount of alum added will
 
be 125 000 mg/m3' (125 mg/liter). After coagulation and flocculation (all
 
26
 
within this function), the precipitate js settld in the tank, which is
 
designed to an overflow rate of 26.5 (ma/day)/m (650 (gal/day)/ft2 ) of
 
surface area and a 5-hour detention time. The solids removed from the
 
wastewater in this tank are periodically transferred to the sludge­
handling equipment.
 
8. Tertiary pumping - Tertiary pumping it used to putthe wastewater
 
flow by gravity under suficient pressure to flow the wastewater through

the carbon columns and filter. The pumps selected will be capable-of .
 
delivering 0.3 m3/min (82 gal/min) at a 179.3-kN/m2 (60 foot) head pres­
sure. Two pumps are provided, each capable of full flow, for redundancy.
 
9. Carbon absorption - The carbon absorption process is included to
 
remove the remaining unacceptable quantities of BOD, COD, color, odor, etc.
 
The apparatus selected for this process isthe upflow contActor column de­
signed for 13 minutes of contactor time and 0.3 (m/min)/m£(8 (gal/min)/ft2 )
 
of cross-sectional area. The carbon column is an 8- by 30-mesh size, and
 
the dosage of carbon will be 0.032 kg/m 3 (250 lb/lO 6 gal) of wastewater. 
-
The design flow through this process is0.3 m3/min (82 gal/min). The spent

carbon, is discharged to the'sludge-handling equipment.
 
10. Filtration - Filtration, is provided as a final polishing step to
 
remove any fine suspended solids remaining inthe wastewater. The filter
 
selected for this function is a dual-media filter with a 76.2-centimeter­
(30 inch) media bed depth and rated at 0.16 (m3/min)/m2 (4 (gal/min)/ft2)
 
of surface area. The design flow for the filter,is 0.3 m3/min (82 gal/min,).

The water used for periodically backwashing the filter is returned to the
 
initial stage of the plant.
 
11. Disinfection - Disinfection'is included to ensure that no live or­
'ganisms are discharged inthe effluent from the wastewater treatment plant.

The dos-age of chlorine added is 2000 mg/m 3 (2mg/liter), which is sufficient
 
for maintaining the required residual after l5minutes of contact time.
 
12. Holding tank - A holding tank is provided so that water wil)l be
 
available when it is needed for use inwaste-heat rejection, other-process
 
water makeup, irrigation, and filter backwash. The tank is also used to­
store water for fighting fires. The volume of the tank is 454 249 liters
 
(120 OOU gallons), with the thermal-storage tank being used to make-up the
 
balance of the required amount of water for fighting fires.
 
13. Sludge pumping - Pumps are provided to transfer sludge collected in
 
the preliminary/primary treatment, secondary clarification, chemical clari­
fication, and potable-water-treatment processes and to transfer spent carbon.
 
The pumps s leted are capable of transferring 0.1 m3/min (30 gal/min) at
 
a 44.8-kN/mC (15- foot) head pressure. Two pumps are used, each capable
 
of full flow.
 
14. Sludge thickening - Sludge thickening is used to reduce the volume
 
of sludge Dy gravity settring. The volume of sludge to be handled by this
 
process is 16.4 m3/day (4345 gal/day). The solids content of the incoming

sludge is 2.4 percent. The tank,is designed for a dry-solids loading of
 
122.1 kg/m 2 (25 lb/ft2 ) of surface area and a 1-day detention time. The
 
outgoing sludge is reduced to a volume of 7.7 m3/day (2039 gal/day), with
 
27
 
5-percent solids content. The water that is separated from the solids is
 
returned to the initial stage of the plant..
 
15. Vacuum filter - Sludge is pumped to a vacuum filter that further
 
reduces the volumn of the sludge after the gravity-settling step. The quan­
tity of sludge to be handled by this process is 7.7 m3/day (2039 gal/day)
 
with a 5-percent solids content. The quantity of filter cake (outgoing

sludge) is 0.6 m3/day (150 gal/day), with a 20-percent solids content.
 
The filter Is loaded with dry solids at the rate of 24.4 kg/hr/mC

(5 lb/hr/ft') of surface area for 6 hr/day. This loading requires a fil'­
ter surface area of 2.6 square meters (28 square feet). The filter cake
 
is gravity-fed to the solid-waste subsystem for final disposal. The water
 
that is separated from the solids is returned to the initial stage of the
 
plant.
 
16. Pumps - In addition to those pumps previously described, the fol­
lowing pumps are required.
 
a. Two pumps are included to handle th5 process water makeup.

These pumps are each capable of full flow, 0.02 m /min (5 gal/min) at
 
a 149.4-kN/m2 (50 foot) head pressure.
 
b. Two pumps are provided for discharging the treatment plant
 
effluent to the environment. The pumps are the same size as the raw­
wastewater pumps.
 
17. Pressure tanks - Pressure tanks are used in two locations in
 
the wastewater subsystem to enable efficient operation of the pumps.
 
a. One of the pressure tanks (241.3-kN/m2 (35 psi) operating

pressure) is provided in the process water makeup system. The tank will
 
have a 15 141.6-liter (4000 gallon) capacity to satisfy maximum hourly

demand and so that water can be used for several hours during low demands
 
without pump operation. The capability of using potable water as a backup
 
for this function is provided.
 
b. The other pressure tank (241.3-kN/m2 (35 psi) operating pres­
sure) is provided in the firefighting system because this system is also
 
used for irrigation. The tank will hold 11 356.2 liters (3000 gallons)
 
to allow for a day's irrigation without pump operation.
 
18. Odor control - The possible sources of objectionable odors inthe
 
wastewater treatment plant are the preliminary/primary treatment and
 
sludge-thickening processes. To preclude the evolution of the odors, cov­
ers are installed on these processes and they are vented to the exhaust
 
stacks of the power generators. Applicable precautions (e.g., check
 
valves) are taken to prevent exhaust gases from the power generators from
 
flowing into the wastewater processes.
 
Utility distribution and collection.- The utility distribution system
 
is totally underground. A plan layout of the distribution 'for all the
 
utilities in the complex is shown infigure 22. The electrical, potable­
water, chilled-water, and hot-water infrastructures are contained in
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constant-depth common trenches located parallel to the sidewalks through­
out the building complexes. The total length of these trenches is 792.5
 
meters (2600 feet), at a depth of 1.1 meters (3.5 feet). Included in each
 
trench with the utilityrinfrastructures is a 15.2-centimeter (6 inch) layer
 
of wash gravel for pipe support.
 
The wastewater and firefighting-water di'stribution systems are con­
tained .in a dingle trench separate from those for the other utilities be­
cause of widespread codes on separating trenches for sewage and potable
 
water. The trench iscommon to both systems for a distance of 824.5 meters
 
(2705 feet),'with an additional 173.7 meters (570 feet) being contained
 
in the firefighting-water distribution system. The maximum depth is
 
7.3 meters (24 feet), with the average depth being approximately 3.8 meters
 
(12.5 feet). This depth permits an average grade of 0.8 percent for the
 
gravity-flow wastewater system. The trenching for the 173.7 meters (570 feet"
 
of the firefighting-water distribution system only is 1.4 meters (4.5 feet)
 
deep. A typical cross section of the trenches is shown in figure 23.
 
Electrical distribution: Electricity will be generated at 460 volts­
(rms), three-phase, at a frequency of 60 hertz. The voltage will be
 
stepped up to 4160 volts (rms) for primary distribution. There will be
 
five main feeders connected at the main bus, and they will, serve the entire
 
complex. Each feeder contains fault-current protection, plus switchgear
 
and three single-phase transformers for stepping down the distribution-volt­
age to residential voltage. Special transformers will be included where
 
they are required for special electrical motor loads. Major equipment is
 
listed in table 16.
 
The primary distribution system will be a wye-connected, four-wire_
 
system. Neutral current will be minimized by balancing the loads on each
 
phase of the primary feeders. A one-line diagram of the primary distribu­
tion system is given in figure 24. Feeder lengths and wire sizes are given
 
in the following table.
 
Feeder Volts Length Wire size,
 
(phase-phase) (one conductor), American wire gage
 
m (ft) (AWG) no.
 
1 4160 219.5 (720) 8 
2 4160 172.2 (565) 8 
3 4160 297.2 (975) 8 
4 4160 253.0 (830) 8 
5 4160 48.8 (160) 8 
Neutral -- 990.6 (3250) 8 
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A three-phase power circuit breaker exists between the main bus and
 
the local electrical grid. It is normally open and Will only be closed
 
if emergency electrical power is required.
 
Heating, ventilation, and air-conditioning: The HVAC system, supplies
 
366.5-K (2000 F) water for domestic-hot-water -and space heating by means
 
of a five-loop system in common trenches with a two-pipe cold-water-system

and other utility distribution lines as shown in figure 23. The hot-water
 
return temperature is 333.2 K (1400 F), and flow velocities are limited
 
to.3.0 m/sec (10 ft/sec) to size pipes andLdetermine losses. A good-quality
 
insulation with a thermal conductivity of 0.058 W/(m-K) (0.40 Btu-in)/
 
(hr-ft2-OF) at a 55.55-K (1000 F) AT was used instead of in-ground per­
formance consideration.
 
Maximum distribution losses in the two-pipe cold-water system to the
 
buildings contribute an additional 34.04 kilowatts (9.68 tons). The sys­
tem supplies 280.4-K (450 F) water by means of five loops to the building
 
complexes and returns it at 287.0 K (570 F). Flow velocities are limited
 
to 3.0 m/sec (10 ft/sec), as in the hot-water system, and a similar type
 
of insulation is applicable.
 
- Water distribution and collection: The potable-water distribution 
system will deliver all -potable water required inthe apartment facility 
and the MIUS facility by means of a pump pressure distribution system. 
The system s designed according to the current American Water Works 
Association (AWWA) standards. The apartment complex was divided into 
four areas so that the water lines could be designed more efficiently. 
The system isconstructed of plastic pipe, in 7.6-centimeter (3 inch)
and 5.1-centimeter (2 inch) diameters, that meets all applicable codes
 
and standards (National Science Foundation (seal of approval), American
 
Society for Testing Materials, AWWA, etc.). The layout of the water lines
 
to each building is shown in figure 22. The pumps for the system are sized
 
to deliver a line pressure of 241.3 kN/m 2 (35 psi) to each service outlet;
 
all pressure drops within the lines and buildings are considered. A design

with two pumps was selected so that either pump could meet the maximum de­
mand, with the second pump used as a standby for redundancy. The pumps
 
required are 0.3-m 3/min (78 gal/min) pumps with a head-pressure capacity
 
of 343.7 kN/m 2 (115 feet).
 
The wastewater collection system will collect all wastewater from
 
the apartment facility and the MIUS facility through a standard gravity
 
collection system. The system is designed according to current applicable
 
local and State codes and standard civil-engineering practices. The pipe
 
selected for the design is 15.2-centimeter (6 inch) cast-iron pipe. The
 
15.2-centimeter (6 inch) diameter will minimize the slope of the pipe so
 
that a minimum full-flow velocity of 0.8 m/sec (2.5 ft/sec) will be main­
tained. In,sizing the pipe, the peak flow conditions (peak hourly and
 
instantaneous flows) were also considered.
 
4American Water Works Association, New York, N.Y.
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The firefighting-water/irrigation-water distribution system will de­
liver all water required at the apartment site for extinguishing fires and
 
irrigating green areas. The system is designed to the same standards as
 
the potable-water distribution system but is a completely separate system.
 
'The firefighting-water requirements ,are much greater than the irrigation

requirements; thus, the system is designed according to the requirements
 
specified by the National Board of Fire Underwriters (Fire Protection Haind­
book). The system is constructed of plastic pipe (30.5-centimeter (12 inch)
 
diameter) that meets'all applicable codes and standards. The system flow
 
capability is 22.7 m3/min (6000 gal/min), based on the size of the apart-­
ment, and-the service is delivered to four points within the site. Each
 
pump has a flow capability of 11.4 m3/min (3000 gal/min), and three pumps
 
are provided; thus, any two pumps will provide the required service. The
 
system will use reclaimed-wastewater storage and the thermal-storage tanks
 
to meet the required storage volume' of 1022 cubic meters (270 000 gallons).

The use of a conventional potable-water supply for firefighting without any

effect on other subsystems depends on the application of the MIUS.
 
Fuel supply.- The function of the fuel supply system isto ensure the
 
availability of number 2 diesel fuel to prime movers and incinerators on
 
demand. The system uses a 151 416-liter (40 000 gallon) underground fuel
 
storage tank for primary storage and a 378.5-liter (100 gallon) day tank.
 
The 151 416 liters (40 000 gallons) are sufficient for a 30-day supply,
 
with refills'occurring every 2 weeks.. Fuel is pumped directly from the
 
main tank to the day tank. The day tank, in turn, distributes fuel to the
 
prime movers and to the incinerator.' A functional diagram of the fuel
 
supply system is shown infigure 25.
 
Two positive-displacement rotary-gear-type pumps will be used for
 
pumping fuel from the main storgge tank to the day tank. Each pump will
 
have a pumping rating of 0.38 m'/hr (100 gal/hr). The day tank will be
 
located in the MIUS building and will provide a head pressure of 17.9 +
 
9.0 kN/m 2 (6+ 3 feet) at a common manifold for the prime movers and the
 
incinerator. --
Fwo fuel pumps for pumping from the day tank to the prime
 
movers and the incinerator will be included. Each of these pumps will
 
-also be rated at 0.38 m3/hr (100 gal/hr). The system will also incorpo­
rate controls for metering the fuel, regulating fuel flow, heating the
 
fuel, and filtering the fuel.
 
Control/monitoring.- The selection of a control/monitoring subsystem
 
was made after a thorough consideration of control and monitoring systems­
used in conventional utilities and petrochemical installations. These
 
installations .contain.components of equipment that function similarly to
 
certain MIUS subsystems. Primarily, the functions of process control us­
ing flow, temperature, level, and pressure sensors and controllers were
 
analyzed in these conventional installations.
 
Requirements: Equipment representative of subsystem components was
 
analyzed for control and monitoring requirement. Quantities of sensors,
 
actuators, and controllers for these pieces of equipment were developed in
 
this analysis. The results were documented inreference 32. The control/
 
monitoring subsystem consists of conventional, commercially available
 
hardware from established,manufacturers,.
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Table 17 is a summary listing of the instrumentation and control re­
quirements. This table was compiled from the information contained in
 
reference 32 and from an analysis of the 496-unit-apartment MIUS. Addi­
tional equipment added over that included in reference 32 imposed new
 
control and monitoring requirements. Airblast heat exchangers for heat­
rejection techniques, storage tanks for thermal-control water, and storage
 
tanks for firefighting water are some of the additional items. The re­
sulting pressures, temperatures, flows, etc. and the necessary control
 
signals are included as requirements in table 17.
 
The control and monitoring hardware selected for meeting these re­
quirements was selected with cost as a primary consideration, particular­
ly in the selection of the control valves. Although it is not customary
 
for the instrumentation and control equipment to include the control
 
valves, they have been included in this instance. Generally, the distri­
bution of the hardware breakdown and the associative costs would be such
 
that the valves would not appear as a separate entity but as a portion
 
of each major subsystem. The type of valves selected directly affects
 
the control and monitoring subsystem; hence, they are shown as control
 
hardware.
 
In the consideration of valving requirements, the primary emphasis,
 
was on the function. Ifmodulating control isdeemed, necessary, then a
 
throttling valve should be utilized; this valve was included as required
 
in table 17. On the other hand, if only an open/close capability is
 
necessary, then solenoid-operated valves should be specified. Solenoid
 
valves of large sizes (7.1 centimeters (3 inches) or greater) either are
 
not available or are unreasonably high priced, whereas throttling valves
 
are available in most large sizes and, although more expensive in smaller
 
sizes, are slightly less expensive than the large-version solenoid­
operated valves. Therefore, throttling valves that are air operated have
 
been substituted for the, large-solenoid requirements. The distribution of
 
the valves by type and size is'shown in table 18. The control of each
 
throttling valve used as an on/off valve will be by use of a latching­
relay contact closure to a small three-way solenoid valve; full air will
 
be applied to the throttling valve when the relay is pulsed, and the air
 
will bleed off wherf the relay is unlatched. This method has less impact
 
on the control center than an implementation of the full-range modulating
 
capability of the valve.
 
Functionally, the requirements for control-room hardware consist of
 
displays, controllers, mounting panels, and any auxiliary equipment nec­
essary for monitoring or logging the data. All this equipment in conven­
tional installations is considered standard. The MIUS will contain all
 
conventional control-room equipment, with the added feature of computer­
ized digital control and monitoring.
 
Description: The control/monitoring subsystem for the MIUS consists
 
of two major functional components: namely, a conventional instrument
 
monitoring and control system and a computerized digital monitoring and
 
control system, as depicted in figure 26. Interfacing of the control room
 
with subsystem sensors and actuators is by means of conventional individual
 
wiring arrangements. Sensors and actuators are standard catalog items
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for determining and controlling flow, temperature, pressure, level, adi
 
water quality, as well as other parameters. Inthe event of failure of
 
either the instrument controllers or the computer, a selectable manual
 
operation will enable process valve opening, closing, or throttling from
 
the control room. In addition to the two primary control techniques and
 
'the manual override capability, it is still necessary for operator or main­
tenance personnel to be able to control motor switches and to operate valves
 
at local positions on the equipment-room floor. The control/monitoring
 
subsystem is implemented to provide an optimum level of operation reliabil­
ity with minimal equipment cost and complexity.
 
The primary control and monitoring equipment is the digital computer
 
system. A functional block diagram of the primary equipment involved in
 
computer control is shown in figure 27. Analog signals are fndividually
 
converted to digital representation and then processed by the computer.

If incoming signals should vary above or below specified limits or rate­
of-change values, an alarm condition is indicated and appropriate control
 
signals are transmitted to the actuator. This action will automatically
 
accomplish a required change in configurations of the'subsystem to return
 
the operations to within the desired range. Ifthe configuration changes
 
such that expected limits also change, the computer will compensate for
 
this result through prestored programs. Updating of the instrument con­
trollers during such an occurrence is likewise appropriate, and the compu­
ter-will change set points inthe instrument controllers continually so
 
that their operation (should it be necessary) is based upon the latest
 
configurations.
 
Use of the computer for processing incoming measurement data from the
 
su bsystems enables overall MIUS performance to be integrated to all opti­
mum levels through use-of preprogramed options. Several variables from
 
portions of the same subsystem and from associated subsystems are consid-.
 
ered to enhance the decisionmaking process. For example, associated temp­
erature and pressure valves are considered in computing and controlling
 
flow rate to achieve greater accuracy than that provided by the use of
 
flow-sensor output only.
 
A real-time display of processed data is available on a cathode-ray

tube (CRT). Selected preprogramed sets of data are established on the
 
basis of anticipated operation of the MIUS. The display format is change­
able to the extent of selection of particular displays and is updated by
 
the computercontinuously The capability to select individual parameters

and schematics by use of an alphanumeric keyboard is also provided. A
 
printer is included inthe design for the express purpose of providing
 
log information to either operator or supervisor personnel.
 
The instrument control and monitoring portion of the system includes
 
all the functions of a conventional controller/indicator installation. Fig­
ure 28 is a functional block diagram of the instrument control operational
 
mode. This unit serves-as backup to the computer digital system. A fai-lure
 
in the computer that would prohibit proper functioning of the primary system
 
actuates a switch and diverts all controlled signals to the backup instrument
 
controllers. This changeover also can be accomplished from the console by
 
the operator as desired. In addition, switches are incorporated so that
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the operator can divert individual parameters to.the instrument control­
lers while the computer system continues control of all other parameters.
 
Not all the signal loops are incorporated in the instrument system.
 
Only those functions essential to safe operation of the MIUS need to be
 
included, because they are backups to the primary computer controller.
 
Certain parameters in subsystems controlled by instrument controllers
 
dictate the use of cascade arrangements wherein a second parameter is
 
monitored by the cascaded controller and its output adjusts the set
 
point on the first controller. This technique often causes improved per­
formance because greater operating accuracy is provided by the combined
 
action of the cascaded controllers. It is an expensive additional factor
 
that may not be justified in a backup system; hence, only a minimum of
 
cascade loops are included in the instrument system. These instrument
 
control loops are included only ifthey are necessary to safely operate
 
the MIUS while the computer isout of service.
 
As was mentioned inthe earlier discussion of the computer system,
 
set points of the instrument controllers are adjustable by the computer
 
even though the instrument controllers are not functioning. Thus, the
 
instrument control system is updated as the computer changes the MIUS
 
configuration. Set-point adjustment by the operator from the console is
 
included also. This capability is necessary for continued smooth control
 
of operations upon failure of the computer. There are displays available
 
to the operator while he is using instrument controllers, with indicating

lights and meters located on the controllers. In addition, recording of
 
selected parameters ispossible through use of several multipen strip­
chart recorders.
 
Manual operation of valves from the control console is a selectable
 
option in the event that both the computer and the instrument controllers
 
are unable to transmit required signals to the valves. A functional block
 
diagram of the manual mode of operation is shown in figure 29. Opening
 
and/or closing signals to the valve actuator are controlled by the opera­
tor's pressing an "Open" or "Close" pushbutton. Associated parameters
 
of temperature, pressures, flow, etc., must furnish the operator with di­
rect readout of the parameter being controlled if failure occurs inthe
 
sensor portion of the instrument of in the computer controllers.
 
Energy and Consumables Usage Analyses
 
Analyses of the utilization of energy and other consumables were ac­
complished primarily with the ESOP. The techniques used for these analyses
 
are described, and the data derived from the analyses are presented.
 
Energy Systems Optimization Program description.- This description of
 
the ESOP is taken from the introduction of reference 4. The ESOP consists
 
primarily of subroutines that model each of the MIUS subsystems integrated

together, a-long with subroutines that predict HVAC and water system loads.
 
The program is divided into five general analytical components plus input!
 
output components as shown in the generalized ESOP analysis schematic pre­
sented in figure 30 (taken from ref. 4).
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Solid-waste'disposal: The waste-disposal-calculation section pre­
dicts the daily total energy required to operate a specific waste disposal
 
system (for a given, trash load) and the daily quantity of usable waste­
heat energy that is recovered from the specific disposal process.
 
Heating, ventilation, and air-conditioning loads: The-HVAC-loads
 
section predicts hourly heating and cooling loads on the buildings to be
 
serviced by the MIUS as a function of indoor- and outdoor-air conditions,
 
solar effects, building construction and geometry, domestic electric power

profiles, and occupancy profiles. These loads are calculated for each
 
building type and'totaled for the entire complex to obtain a total 24-hour
 
load profile for'each seasonal analysis.
 
I 
Energy requirements: The enerby requirements section determines, the
 
energy requirements for the MIUS complex on an hourly basis for a "typical"

day of each season. Annual energy requirements are taken from these values.
 
Load information from the HVAC loads section, heat-recovery and fuel re­
quirement data from the solid-waste section, and waste-heat data from the
 
power generation section are used to determine energy utilization and re­
quirements for HVAC equipment, boilers, cooling towers, etc. Thermal
 
storage is an optional feature in this section.
 
Power generation section: The power generation section calculates
 
the energy requirements of specific prime-mover systems to provide re­
quired electrical power as defined by the energy requirements section.
 
This section also defines for the energy requirements section the amount.
 
and type of waste heat available from the prime-mover system. The inter­
face between these two sections accounts for electrical power demands
 
created by compression air-conditioning required to supplement air­
conditioning provided with waste heat.
 
Conventional utility system: The ESOP conventional utility system

section calculates the energy required by a conventional commerci-al util­
ity system to provide the same services provided by the MIUS. The con­
ventional system consists of a central power generation facility, all
 
compression air-conditioning, and a gas-fired boiler for space heating
 
and hot-water heating.
 
Program output: The ESOP output, in general, consists of the oper­
ating characteristics and recoverable waste-heat energy of the solid-waste­
disposal systems; all components of the heating or cooling loads; the load
 
demands, operating characteristics, and energy requirements of-the specif-

Ic prime mover being analyzed; an indication of degree of utilization of
 
waste-heat energy; and a summary of daily, seasonal, and yearly energy

requirements of the specific MIUS configurations required.
 
Energy Systems Optimization Program analyses.- The ESOP was first
 
used to determine peak equipment loads for equipment sizing. This determic
 
nation is accomplished by performing analyses for the summer and winter
 
seasons using hourly weather data that are two standard deviations above
 
and below the mean, respectively, for the Washington, D.C., area. January
 
data were used for the winter season, and July data were used for the sum­
mer season.
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After the design loads were determined, preliminary prime-mover u­leotions were made-and used for subsequeht energy analyses with mean
 
weather data. Mean data for January, April, July, and October were used,

rspectively, for winter, spring, summer, and fall seasonal analyses.
 
Baseline energy and consumables analyses data.- The MIUS energy and
 
consumables data are presented intwo formats, the first of which represents

a summary of annual energy requirements, water consumption, wastewater ef­
fluent, and solid-waste effluent for the MIUS and the conventional system.

The summary chart also shows a percentage comparison to the conventional
 
system ineach of these areas. Figure 31 shows the annual summary for
 
the MIUS consisting of two operational 478-kilowatt Fairbanks-Morse prime

movers), hot and cold thermal storage, incineration of solid waste, and
 
a floating split between absorption and compression air-conditioning.
 
The second format inwhich energy analysis data are presented isan
 
energy utilization flow chart showing, on a seasonal and annual basis, the
 
sources and uses of all energy consumed by the utility system. These
 
charts are shown infigures 32(a) to 32(e) for the baseline MIUS and in
 
-figures 33(a) to 33(e) for the conventional system providing the same
 
services. Ineach set of energy utilization flow charts, the data are
 
presented inthe following order: annual, winter, spring, summer, and
 
fall. All the energy inputs to the system are shown on the extreme left
 
of the flow charts, with the values shown representing the heat value 'in
 joules (British thermal units) of the fuels and sol-id waste entering the
 
system. 'Inall cases, the label "fuel" refers to a purchased fuel. The
 
values shown for losses include the heat content of exhaust gases, as well
 
as distribution losses. The two vertical lines near the center of the

charts represent recovered-waste-heat loops at the temperatures shown.
 
Services provided by the systems are shown to the right of the vertical
 
lines. For each service, the amount of waste heat or electricity required

isshown, as well as the.quantity of the service provided to the facility.

Thermal storage does not appear on the flow charts because it has an in-­
significant effect on fuel consumption and because storage data are mean­
ingful only on an hourly basis; that is,the primary benefit of thermal
 
storage isreduction of daily peak demands. The heat rejected inthe
 
air-conditioning condensers and the resulting water required by the cool­ing towers are shown'also. ,At the lower end of the flow charts,,the un­
used recoverable heat isshown, as well as the thermal efficiency-and

the fraction of waste heat used. The.thermal efficiency presented here
 
isthe'summation of the heat value of all the services provided divided
 
by the heat value of the purchased fuel.
 
Itshould be noted that the energy required for eventual disposal

of incineration residue, or solid waste inthe conventional case, isnot
 
considered anywhere inthe analyses. This factor isconsidered beyond

the scope of the preliminary design energy analysis because itisheavily

site dependent and isnot a part of the MIUS,
 
The MIUS Building
 
The MIUS building, which houses the utility equipment, should be
 
compatible with residential surroundings interms of noise levels and
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visual esthetics. (Refer to figs. 34(a) and 34(b).) The location of the
 
MIUS building on the project site is the first decision in the design proc­
ess. The three main'factors that determine its placement are as follows.
 
1. Economy of utility distribution
 
2. Land use economy and ease 'of truck service
 
3. Consideration of the noise, air, and thermal pollution
 
resulting from-plant operation
 
The MIUS building was placed near the middle of the longitudinal axis
 
of the apartment project for economy of utility distribution. -ts place­
ment near the edge of the project facilitates ease of truck access and
 
economy of land use for truck access. Parking lots were placed around
 
the buildings to isolate the residential buildings and exterior activity
 
areas from noise, air, and thermal pollution.
 
The placement of the equipment in the building is generally determined
 
by the subsystem function and interface requirements. The four basic sub­
systems are electrical power generation; heating, ventilation, and air­
conditioning; solid-waste management; and potable-water and liquid-waste
 
management.
 
The electrical power generation equipment is grouped together because
 
of common requirements for fresh air for combustion, unique dynamic loads
 
imposed on the structure by the prime movers, and common interface require­
ments with the heat-exchange loops, the common exhaust emissions system
 
and switchgear and distribution elements.
 
The HVAC subsystem equipment is grouped adjacent to the power genera­
,tion equipment for economy of heat-exchange-line runs. Maintenance of
 
the chillers requires periodic pulling of the tubes, which are equal in
 
length to the chillers. For economy of floorspace, they are placed in­
parallel on two levels and adjacent to a wall of removable louvers that
 
facilitate tube pulling and natural ventilationdf the space.
 
The solid-waste management subsystem equipment includes an incinerator,
 
a loader, and a heat-recovepy unit, together with a cart storage area. This
 
equipment is arranged such that the carts can be moved in and out effi­
ciently both from the service yard and the incinerating area. The cart
 
storage area is designed to preclude the spread of undesirable odors to
 
the ihterior of the rest of the building and to screen unsightly views
 
from the rest of the project. The incinerator, the loader, and the heat­
recovery unit, which are physically one element, are located adjacent to
 
the cart storage area for economy of operation and close-to the power gen­
eration and HVAC subsystems for economy of heat-exchange-line runs. The
 
incinerator also-'burns the sludge collected by the liquid-waste management
 
subsystem; therefore, because of its multiple interfaces with other sub­
systems, it is located along the center of the longitudinal axis of the
 
building. The incinerator also has stringent building code requirements
 
that make outside placement economical; but for weather protection of
 
loading operations, it is placed under a roof. An ash storage container
 
37
 
is also required for this subsystem, and itmust be adjacent to the incin­
erator and be easily emptied by a truck in the service yard.
 
The potable-water and liquid-waste management subsystem equipment
 
requires the greatest amount of space-and has the least requirements for
 
interface. The major pieces of equipment are arranged to facilitate
 
economy-of-floorspace requirements and to allow for ease of piping. The
 
interface requirements include makeup-water lines to the heat-exchange
 
loop and the cooling tower, and a forced-gas-exhaust duct to the common
 
exhaust emissions header for removal of noxious gases from the liquid­
waste management subsystem.
 
A computerized control system is required for operation of the MIUS,
 
and it is centrally located above the cart storage area so. that its operator
 
can have full visual control of the facility, both inside and outside. This
 
space functions like an office and is air-conditioned and sound insulated.
 
The service yard runs parallel to the longitudinal axis of the building
 
and is adjacent to the street for truck access. Under the drive are located
 
the fuel tank, the potable-water storage tank, and the flow-equalization
 
tank. Located on a grade in the service yard are the ash storage container
 
and the electrical power transformer for the backup grid-supplied power.

Activities the yard accommodates include truck circulation for numerous
 
services, trash cart circulation, and equipment removal from and placement
 
to the building. The service yard is visually screened both from the proj­
ect site and the street, and a sound-attenuating element is desirable
 
such as a high grass berm, as is incl-uded in this design.
 
The large storage tanks required for thermal storage and for treated
 
wastewater holding and firefighting-water storage are located under the
 
building and constructed of reinforced concrete with a vapor barrier. The
 
thermal-storage tank is located near the HVAC subsystem for economy of
 
line runs; however, to avoid the dynamic loads that prime movers would
 
impose on the structure, the tank is not located under the power genera­
tion system. The treated wastewater holding and firefighting-water tank
 
is adjacent to the thermal-storage tank for economy of construction and
 
close to the liquid-waste management subsystem for economy of line runs.
 
The roof-mounted equipment includes the airblast heat exchanger,
 
vents for natural ventilation and prime-mover combustion air, the cooling
 
tower, and the exhaust emissions stack. The cooling tower and the exhaust
 
emissions stack are adjacent to one another; thus, the cooling tower can
 
structurally brace the stack, and the upward blast of the cooling tower can
 
help take the exhaust gases upward for dispersion. A high parapet wall with
 
air slots along the bottom is placed around the cooling tower for noise
 
abatement and esthetic purposes.
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The building usage is as follows.
 
Area, m2 (ft2)
Category 

Office 37.2 (400)
 
Restroom 7.4 (80)
 
Storage 11.6 .125)
 
Total air-conditioned area 5T.2 (605)
 
2)
Category Area, m2 (ft

Subsystem equipment floor area 655.0 (7050)
 
Maintenance shop- 34.8 (375)
 
Cart storage 81.3 (875)
 
Total' enclosed area 827.3 (8905)
 
The building construction materials are as follows:
 
Wall section
 
10.2-centimeter (4 inch) face brick
 
5.1-centimeter (2 inch) airspace
 
20.3-centimeter (8 inch) concrete masonry unit
 
Floor - 19.1- to 30.5-centimeter (7.5 to 12 inch) reinforced concrete
 
Category Area, m2 (ft2) 
Office 37.2 (400) 
Restroom 7.4 (80) 
Storage 
Total air-conditioned ar
_ 
ea 
11.6 
56.2 
Q25 
(605) 
Subsystems equipment floor area 655.0 (7050) 
Maintenance shop 34.8 (375) 
Cart storage 
Total enclosed area 
81.3 (875) 
827.3 (8905) 
Roof 
Three-ply built-up roof 
6.4-centimeter (2.5 inch) lightweight concrete
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Metal deck
 
15.2-centimeter (6 inch) glass batt insulation
 
The vertical dimensions are as. follows.
 
Category Height, m (ft) 
Floor to roof 6.1 (20) 
Clear height 5.5 (18) 
ENVIRONMENTAL IMPACT
 
The purpose of this section is to point out those areas of environ­
mental impact that are peculiar to the MIUS. A specific location has been
 
chosen for testing the MIUS against State and local regulations and for
 
evaluating the MIUS effects in an air quality control region and in a
 
water quality control region. The MIUS for this study is hypothetically

located in Montgomery Village, Maryland. To discharge its responsibili­
ties under the Clean Air Act (ref. 33) and the Clean Water Act (ref. 34),

the EPA has been requiring the States to prepare plans to ensure that
 
clean air and clean water levels are achieved.
 
For air polution, the requirements of these plans are described in
 
reference 35. The Administrator of the EPA reviews these plans, and the
 
results of these reviews are published in reference 36, which is being
 
continuously modified and updated.
 
Inthe water pollution area, the EPA has prepared a series of reg­
ulations to provide water pollution control. Oil pollution is a major

item in water pollution control, and the Federal Maritime Commission, the
 
Coast Guard, and the Corps of Engineers also have regulations in this area.
 
The Federal regulations found inreference 37 spell out the various EPA
 
water regulations. As in the case of air pollution, the EPA is requiring

the various States to prepare plans in accordance with EPA regulations

(ref. 38). In addition, the EPA is providing funds and support in achieving

clean water through the National Pollution Discharge Elimination System
 
,(NPDES) (ref. 39).
 
In addition to recognizing the need for pollution control., States are
 
beginning to recognize that natural resources are limited and that control
 
must be exercised over their use. Water resources and utility plant sites
 
are under the control of the Maryland Department of Natural Resources. ,

Noise pollution is now receiving considerable attention, and Maryland laws
 
and regulations in this area can be anticipated in the near future.
 
The result of the aforementioned activities has been the creation,
 
within the States, of one or more agencies for the planned orderly growth

of industry and communities, and it is in this framework that the MIUS
 
must operate.
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Air Pollution
 
Montgomery Village, Maryland, is located on Interstate 705, approxi­
mately 19.3 kilometers (12 statute miles) north-northeast of the north­
west boundry of the District of Columbia inMontgomery County, Maryland.
 
Reference 40 (from ref. 41)- designates Montgomery County, Maryland, as
 
part of the National Capital Interstate Quality Control Region (District

,of Columbia, Maryland,, and Virginia).
 
The regulations in reference 35 (from ref. 42) require States to pre­
pare implementation plans for achieving national air quality standards.
 
These regulations provide a classification system to -categorize regions
 
for purposes of plan development. There are three categories, priorities
 
I, II, and III, with respect to the various air pollutants. Paragraph

52.1070 a (4)of reference 35 identified the "Plan for Implementation of
 
Ambient Air Quality Standards inthe Maryland Portion of the National Capi­
tal Interstate Air Quality Control Region." Paragraph 52.1071 of refer­
ence 35 assigns the priorities listed in table 19(a) to Montgomery'County.
 
Paragraph 52.1078 of reference 35 sets the dates for national standards
 
to be attained; these dates are listed in table 19(b). The levels of pol­
lution corresponding to the various priority levels, are given intable 20.
 
The goal of an air quality control plan is to meet national primary

and secondary ambient air quality standards by the indicated time period.

These ai'r quality standards are set forth inreference 43 (from ref. 44)
 
and are paraphased in tabld 21.
 
The levels of pollution in the Washington metropolitan area for the
 
years 1962 through 1968 have been tabulated in reference 45 and are tabu­
lated in table 22 to show the concentration levels of various pollutants
 
and the ratio of levels of pollution to national air quality standards.
 
Thus, itwould appear that, on the average, pollution sources must be re­
duced by a factor of approximately 2 in the Washington area by June 1975.
 
The regulations in reference 35 require States to submit plans for
 
achieving national secondary standards. This plan must state ,acontrol
 
strategy for reducing levels inexcess of national standards-and for main­
taining these standards despite projected growth inpopulation, industrial
 
activity, motor vehicle traffic, or other factors that may cause or contrib­
ute to increased emissions. The control strategy means a combination of'
 
measures designated to achieve the aggregate reduction of emissions neces­
sary to attainment and maintenance of a national standard, including but
 
not limited to the following measures.
 
I. Emission limitations
 
2. Emission charges or taxes
 
3. Closing or relocating of residential, commercial, or industrial
 
facilities
 
4. Changes in schedules or methods
 
5. Motor vehicle emission testing
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6. Emission control measures
 
7. Traffic reduction
 
8. Expansion of use of mass transit ­
9. Land use measures
 
10. Variation of or alternates to preceding measures
 
The State plans must include the following items.
 
1. General requirements
 
a. Interface with national air control regions
 
b. Public availability of data
 
2. Legal authority
 
3. Control strategy for individual pollutants
 
4. Compliance schedules
 
5. Prevention of air pollution emergency episodes
 
6. Air quality surveillance
 
7. Review of new sources and modifications
 
8. Source surveillance
 
9. Resources
 
10. Intergovernment cooperation
 
11. Rules and regulations
 
The requirements of reference 35 have been met by the State of Mary­
'land by passage of the Maryland Air Quality Control Act, the Maryland
 
Environmental Policy Act, and the Maryland Air Pollution Regulations.
 
The Maryland Air Pollution Regulations require that permits be obtained
 
to construct and to operate installations. For obtaining a construction
 
permit, the following exemption criteria can be applied to the MIUS.
 
1. Fuel-burning equipment using gaseous fuels or number 1 or number 2
 
fuel oil with a heat rate of less than 293 kilowatts (1 000 000 Btu/hr)
 
2. Stationary internal combustion engines with less than 745.7 kilo­
watts (1000 brake horsepower) 
-
3. Cooling towers unless used with an installation requiring a
 
permit to operate
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4. Storage of numbers 1, 2, 4, 5, and 6 and aviation jet fuel
 
A permit to operate is required for the following types of installations.
 
1. Incinerators of 907.2 kg/hr (2000 lb/hr) or more rated capacity
 
2. Fuel-burning installations using liquid or solid fuels with a
 
capacity of 14 644 kilowatts (50 x i06 Btu/hr) or more maximum rated input
 
when located on,premises where the total rated inpbt for all fuel-burning
 
installations is 29 288 kilowatts (100 x 100 Btu/hr) or more
 
The following saving clause also applies.
 
"The possession of a 'permit to operate' does not relieve'any person
 
from the obligation to comply with all other provisions of these
 
regulations and Federal Air Pollution 'Control Regulations."
 
A set of Maryland regulations, 10.03.39, exists governing the control
 
of air pollution in area IV (Washington metropolitan area, consisting of-

Montgomery and Prince Georges Counties) that was not available at this time.
 
Maryland has proposed regulations to control automobile emissions
 
associated with stationary sources in Maryland. These proposals would
 
require complex sources of air pollution to be approved by the Maryland
 
Department of Natural Resources. Complex sources are defined'to include
 
residential developments with more than 400 units, parking lots with more
 
than 400 spaces, and commercial facilities larger than 4645.2 square meters
 
(50 000 square feet). Noise regulations are also in preparation. On
 
December 14, 1973, Maryland set an absolute limit of 249.5 kg/day­
(550 lb/day) of hydrocarbon emissions from new sources.
 
The MIUS and its associated apartment house complex have the follow­
ing characteristics. 
Installed'internal-combusti6n­
engine capacity 2028.3 kilowatts (2720 'horsepower) 
Maximum engine power used 1044.0 kilowatts (1400 horsepower) 
Maximum fuel power used 3015.1 kilowatts (10 295 000 Btu/hr) 
Incinerator capacity 362.9 kg/hr ('800 lb/hr) 
Incinerator maximum number 2 
fuel rate 102.5 kilowatts (350 000 Btu/hr) 
Incinerator solid-plus-liquid­
fuel rate 937.2 kilowatts (3 200 000 Btu/hr) 
Units in complex 496 
Parking spaces-in complex 740 
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On the ,basis of the aforementioned charcteristics, it would appear that
 
an Air Pollution Construction Permit would be required in Maryland, but
 
not an Operating Permit.
 
Maryland regulations require the following information for a construc­
tion permit.
 
1. Description of proposed installation
 
2. Design capacity of process equipment, process weight, and process
 
weight per hour
 
3. Expected physical and chemical composition of emissions and perti­
nent discharge rate, concentration volume, and temperature
 
4. Type and characteristics of control equipment
 
5. Description and evaluation of location of discharge point and other
 
factors relating to dispersion and diffusion in the atmosphere
 
6. Information on the relationship of the discharge point to nearby
 
structures and topography necessary to appraise the possible effects of
 
the emissions
 
Maryland regulations also provide for coping with an air pollution
 
emergency. This plan has three levels of air ,contamination that are consid­
ered significant.
 
1. Alert state
 
2. Warning state
 
3. Emergency state
 
When an alert state is declared bythe State, the MIUS will be required to
 
shut down incinerators. Coal- or oil-fired electrical generators are re­
quired to make substantial reductions in emissions and to divert loads to
 
areas outside the alert area. For the warning and emergency states, maxi­
mum reductions are required.
 
Carbon monoxide and hydrocarbons.- Currently- the EPA is placing
 
particular emphasis on the control of carbon monoxide and hydrocarbons in
 
the National Capital Air Quality Control Regulations. Incompliance with
 
the regulations in reference 35, the Maryland Plan reports that, in the,
 
1972 peak period, hydrocarbon emissions were 27 306.3 kilograms (30.1 tons)
 
(47.6 percent of the total regional peak emissions) and that carbon monox­
ide emissions were 260 112.5 Mg/yr (286 725 tons/yr), The Maryland calcu­
lations indicate that hydrocarbons must be reduced by 65 percent of 1972
 
emissions, to a level of 9525.4 kilograms (10.5 tons). Similarly, carbon
 
monoxide emissions must be reduced by 55 percent of the 1972 levels, to
 
an annual level of 117 050.4 megagrams (129 026 tons). It has been esti­
mated that the Federal Motor Vehicle Control Program Will reduce hydrocarbon
 
peak-period emissions by 13 698.5 kilograms (15.1' tons), or approximately
 
50 percent relative to the 1972 base period. The impact on carbon monoxide
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levels will be to reduce emissions in Maryland by 131 541.8 megagrams
 
(145 000 tons) yearly, or by 51 percent relative to the 1972 base period.
 
The data in tables 23 to 25 have been extracted from the "Proposed Environ­
mental Protection Agency Regulations on Approval and Promulgation of Im­
plementation Plans" (ref. 46). Table 23 is a summary of the proposed •
 
stratagems to effect the total reductions required. The hydrocarbon and
 
carbon monoxide emissions from the MIUS using diesel fuel in the Maryland
 
-area and the fractional increase for the MIUS are shown in table 25. In
 
general, it can be seen that the MIUS makes a nearly negligible contribu­
tion to carbon monoxide or hydrocarbon pollution in the Maryland portion
 
of the National Capital Air Quality Control Region. Downdraft around ­
buildings has not been addressed and could cause some concentration of
 
carbon monoxide and h~drocarbons. Site-specific data would be required
 
to resolve such problems.
 
Sulfur dioxide.- The primary method of controlling sulfur dioxide
 
emissions in Maryland appears to be by the use of low-sulfur fuels. Some
 
variances have been permitted during the fuel crisis by the Governor of
 
Maryland. The regulationsin reference 36 require that an owner of boilers
 
or furnaces with a fuel input of more than 73.2 megawatts (250 x 106 Btu,/hr)
 
notify the Administrator by Januaryl, 1974, of his intention to use low­
sulfur fuel or stack desuifurization to comply with Maryland Regulation
 
10.03.39 entitled'"Regulations Governing the Control of Air Pollution in
 
Area IV (Washington Metropolitan Area Comprising Montgomery and Prince
 
Georges Counties)." The EPA requires that a contract be.made by the opera­
tor assuring that low-sulfur fuel will be available through 1976. If boiler
 
modifications are required, then the completion data must be July 1, 1975;
 
The EPA gives the total emission of sulfur oxides as 224 075 Mg/yr
 
(247 000 tons/yr) inWashington, D.C. Reference 45 gives the annual arith­
metic mean concentration of sulfur dioxide inthe Washington area for the
 
years 1961 through 1968 as 0.05 p/m. Reference 36 places the Washington
 
area incategory 1. The concentration, therefore, must have exceeded
 
0.05 p/m in 1972, and at least a 33-percent reduction in sulfur oxides will
 
be required to meet Federal air quality standards inthe Washington, D.C.,
 
area.
 
The current design of the MIUS specifies the use of number 2 diesel
 
fuel, with sulfur content a nominal 0.2 percent. This usage produces
 
6522.66 kilograms (7.19 tons) of sulfur dioxide per year. The incinerator
 
is estimated to release 2041.17 kilograms (2.25 tons) of sulfur per year.
 
A comparison can be made on the basis of the annual emission weight per
 
person and the annual emission weight per unit area. A second comparison
 
can be made against emission standards for large stationary sources' On
 
the basis of emissions in 1967 and 1968, inWashington, D.C., annual
 
emission amounted to 82 3724 kg/person (0.0908 ton/person) and 381 089.4
 
kg/km 2 (1088 tons/s. mi). The national standards limitation is 54.8847
 
kg/person (0.0605 ton/person) and 257 445.5 kg/km 2 (735 tons/s. mi2)
 
annually. The MIUS annual production, consisting of 7.257 kg/person
 
(0.008 ton/person) and 189 143.6 kg/km2 (540 tons/s. mi2), is considerably
 
lower than that allowed by the'standards. For large stationary sources
 
burning fuel oil the allowed sulfur dioxide output per heat input is0.34
 
g/MJ (0.80 lb/lOA Btu).
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The MIUS prime-mover system produces 0.14 g/MJ (0.32 lb/10 6 Btu),
 
a ratio considerably less tha the allowed limit for stationary sources.
 
Particulates.- The diesel is a clean-burning engine. The allowed
 
emission for large stationary plants is 43.0 mgMJ (0.1 lb/I O'Btu), and
 
the MIUS prime mover emits approximately 5.163 mg/MJ (0,012 lb/lO 6 Btu).
 
The starved-air incinerator also has very low emission and meets all
 
required EPA standards.
 
Oxides of nitrogen.- The adoption of control strategy for carbon
 
monoxide and hydrocarbons has been given precedence over that for,nitrogen
 
oxides. In June 1973, the EPA published "A Notice of Proposed Rulemaking
 
to Revise National Primary and Secondary Ambient Air Quality Standards -

Reference Method for the Determination of Nitrogen Dioxide" (ref. 47).
 
In "Proposed Environmental Protection Agency Regulations to Reclassify
 
Air Quality Control ,Regions" (ref. 48), the EPA proposed reclassification
 
of the 43 of 47 air quality regions originally classified as priority I
 
to priority III. Thus, Montgomery County, the site for the proposed MIUS,
 
will meet national secondary air quality standards if the proposed'legis­
lation is adopted.
 
The following data for the National Capital has been extracted from
 
reference 48.
 
Nitrogen dioxide concentration, arithmetic average per period of
 
operation, micrograms per cubic meter 
Federal reference m~thod 
(old method) 146 
Arsenite method 
(first candidate method) 88 
Chemiluminescence method 
(second candidate method) 64 
Projected growth rates, nitrogen oxides emissions (National Capital),
 
percent per year
 
Light-duty vehicles 2.0
 
Medium-duty vehicles 2.0
 
Heavy-duty vehicles 2.0
 
Powerplants 4.4
 
4.9
 
Area sources 4.9
 
Industry sources 
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Projected emission distribution for the National Capital
 
1.9-g/km (3.1 g/s. mi.) light-duty-vehicle standard, percent
 
of total emissions
 
1977 1980 1985
 
Light-duty vehicles 50.3 49.7 47.9
 
Medium-duty vehicles .6 .6 .4
 
Heavy-duty vehicles 7.6 7.1 7.1
 
Powerplants 25.2 22.7 22.5
 
Industrial sources 0 0 0
 
Area sources 16.4 19.9 24.1
 
Total, motor vehicles 58.5 57.4 55.4
 
Total, stationary sources 41.6 42.6 46.6
 
0.2-g/km (0.4 gls. mi.) light-duty-vehicle standard, percent
 
of total emissions
 
1977 1980 1985
 
Light-duty vehicles 45.8 34.4 15.7
 
Medium-duty vehicles .6 .7 .7
 
Heavy-duty vehicles 8.2 9.3 8.3
 
Powerplants 27.4 29.7 36.3
 
Industrial sources 0 0 0
 
Area sources 17.9 26.0 38.9
 
Total,, motor vehicles '54.6 44.4 24.7
 
Total, stationary sources 45.3 55.7 75.2
 
The EPA gives the amount of nitrogen oxides emission in Washington,
 
D.C., as 122.5 Gg/yr (1.35 x 105 tons/yr). This amount equates to
 
23.41,kg/pnson (2.58 x 1O-2 ton/person) and to 10 823.2 kg/kmC (30.9
 
tons/s, mi ). The MIUS plant produces 137 438.5 kg/yr (151.5 tons/yr)
 
of nitrogen oxides. This amount equates to 11 5.212 kg~person (0.127
 
ton/person) and to 3 038 907.7 kg/km (8676 tons/s. miL). Although
 
these emission rates are high, until a control strategy for nitrogen
 
oxides is adopted, these emissions will not 6onstrain operation of
 
the MIUS.
 
47
 
State regulation summary.- The releases by the MIUS of carbon monox­
ide, hydrocarbons, sulfur dioxide, and particulates should cause no major
 
obstacles in obtaining State of Maryland construction permits. The asso­
ciated apartment houses could prove more of a stumbling block because of
 
the associated vehicle traffic. Oxides of nitrogen are not currently a
 
problem inobtaining a construction permit; however, their emission rate
 
As high and could be a source of 	future difficulty.
 
The use of natural gas should be reconsidered for its environmental
 
effects. 'Use of natural gas would eliminate hydrocarbon and sulfur
 
dioxide pollutahts from the prime mover and would reduce the .amount of
 
nitrogen oxides emission 'because of the lower combustion temperature.
 
State regulation effects on MIUS operations.- All State regulations
 
include provisions for coping with air episodes. Under these episode reg­
ulations, the MIUS will be required to shut down incinerators whenever
 
alert warnings are made by State agencies. The possibility exists that
 
the State could require that prime movers be shut down for the duration
 
of the air episodes and that power be obtained from an electrical source
 
outside the air episode area. This action could mean the loss of absorp­
tion air-conditioning and hence a loss in total deliverable air-conditioning

during the episode. Maryland air episode criteria are contained in Maryland

Air Pollution Regulations 10.03.35, section 03. These regulations appear

to be copied nearly verbatim from appendix L to reference 35 and hence
 
are probably very similar to those of other States. An air pollution emer­
gency progresses through three stages, with the following criteria.
 
1. Alert warning - This condition is considered to exist when an&
 
one of the following levels is reached at the monitoring site.
 
Pollutant 	 Level
 
Sulfur dioxide 	 800 pg/m 3 (0.3 p/m)
 
(24-hour average)
 
Particulate matter 	 A coefficient of haze (COH)
 
of 3.0 or 375 pg/m3
 (24-hour average)
 
Sulfur dioxide and Product of sulfur dioxide
 
particulates part-per-million concentration
(24-hour average) and a COH

equal to 0.2
 
Carbon monoxide 	 15 p/m (8-hour average)
 
Photochemical oxidant 	 0.1 p/m (1-hour average)
 
Nitrogen dioxide 	 0.6 p/m (1-hour average) or
 
0.15 p/m (24-hour average)
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The applicable actions for the MIUS are as follows.
 
"4. Onsite incineration. 

"5. Any source of air pollution, 

not covered above, upon 

written-request of the 

Department may be required 

to submit standby plans 

describing emission cut-, 

backs to be taken in the
 
eVent an alert is called.
 
2. Warning stage
 
Pollutant 

Sulfur dioxide 

Particulate matter 

Sulfur dioxide and 

particulate 'matter 

Carbon monoxide 

'Photochemical oxidant 

Nitrogen dioxide 

The required action is as follows.
 
"5. Any source of air pollution, 

not covered above, upon 

written request of the 

Department may be required 

to submit standby plans
 
describing emission cut­
backs to be taken in'the
 
event an alert is called.
 
Stop completely.
 
Substantial reduction
 
possible consistent
 
with requirements
 
for safety of people
 
and preservation of
 
property."
 
- Level 
0.6 p/m (24-hour average)
 
5.0'COH (24-hour average)
 
Combined product of sulfur dioxide
 
part-per-million condentration

and a COH equal to 0.8
 
30-p/m (8-hour average)
 
0.4 p/m (1-hour average)
 
1.2 p/m (J-hour average) or
 
0.3 p/m (24-hour average)
 
Maximum reduction possible
 
consistent with requirements
 
for safety of people and
 
preservation of property."
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3. Emergency stage 
Pollutant Level 
Sulfur dioxide 0.8 p/m (24-hour average) 
Particulate matter 7.0 COH (24-hour average) 
Sulfur dioxide and Combined product of 24-hour 
particulate matter average sulfur dioxide part­
per-million concentration and 
a COH equal to 1.2 
Carbon monoxide 40 p/m (8-hour average) 
Photochemical oxidant 0.6 p/m (1-hour average) 
Nitrogen dioxide 1.6 p/m (1-hour average) or 
0.4 p/m (24-hour average) 
The 	required action is as follows.
 
"5.	All standby emission reduction plans required
 
by the Department and not already ineffect or
 
described above shall be implemented.
 
"Actions specified are primarily for control of particulate mat­
ter and oxides of sulfur emissions and will be instituted when an
 
alert, warning, or emergency stage iscalled for these pollutants.
 
An alert, warning, or emergency stage called for other pollutants
 
may not require instituting these actions if no reduction in
 
pollutant level will be attained."
 
A review of the data for the Washington, D.C., area from reference 45
 
indicates that the probability of exceeding even the alert-stage levels
 
specified previously appears vanishingly small and that such an event should
 
occur about once every 25 years, on the basis of air quality data for the
 
1961 to 1968 period, which is an era before the institution of air quality
 
standards. The fact that air quality is being improved makes the possibility
 
even smaller, and hence this consideration should offer no problems to the
 
operation of the MIUS inthe Washington, D.C., area.
 
Micropollution problems.- So far in this environmental impact analysis,
 
ithas been established that the standard-method MIUS should not encounter
 
difficulties because of limitations on total emissions in the Maryland por­
tion of the National Capital Air Quality Control Regulations and that the
 
possibility of having to shut down part or all of the MIUS operation be­
cause of air pollution episodes is.vanishingly small. To complete the air
 
analysis, one other area needs consideration, the concentration of pollu­
tants emitted from the MIUS plant in the immediate area surrounding the
 
MIUS.
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Analysis of the dispersion of gases from the exhausts of an MIUS plant
 
and the resultant concentrations downwind is complicated for the cas'e where­
in the MIUS is located in a multistoried apartment complex. All receptors
 
of interest would lie within a highly turbulent region, where rapid dilution
 
of the emitted pollutants can be expected. The use of tall stacks to clear
 
the turbulent area is feasible, but the required stack height is 2.5 times
 
that of the highest building.
 
For the local pollution problem, the nature of the emitted pollutants
 
should be considered. Hydrocarbons and oxides of nitrogen are considered
 
indirect pollutants when regional air pollution is studied. Hydrocarbons
 
and nitric oxide are transformed by ultraviolet Sun rays in,the atmosphere
 
to form proxy acyl nitrates, ozone, and nitrogen dioxide, all of which are
 
known respiratory and eye irritants.- A fairly long period of time, 3 hours,
 
is required for occurrence of these atmospheric reactions; hence, the final
 
products are not formed until emissions are a long distance from the MIUS
 
site.
 
Almost all the oxides of nitrogen emitted by the prime mover will be
 
inthe form of nitric oxide. The EPA has stated that at concentrations
 
'found in the atmosphere, nitric oxide isnot an irritant and is not con­
sidered to have adverse health effects. Nitric oxide, therefore, should
 
not be considered inmicropollution problems.
 
- The type of fuel used will influence the analysis of the hydrocarbon
 
emissions. If natural gas is used as a fuel, there should be no known
 
pollutant that needs to be considered on a microscopic scale. If diesel
 
fuel is used, the emissions of interest are formaldehyde and acrolein.
 
The concentration of these two compounds has been shown to correlate with
 
the intensity and odor of diesel exhaust. Ifthe odor threshold istaken
 
as the upper limit for these compounds, the formaldehyde c6ncentration
 
would be 0.01 p/m (12 pg/mJ) and the acrolein concentration wouldbe 1600
 
wg/m 3 (0.25 p/m). The expected background levels of these compounds in
 
the atmosphere in various cities of the United States is not known but is
 
probably very low.
 
Other pollutants that enter into the micropollution analysts are sul­
fur dioxide and particulates. Sulfur dioxide is emitted by both the diesel
 
generator and the incinerator in the MIUS. Approximately 75 percent of
 
the sulfur dioxide is emitted by the generators, and approximately 25 per­
cent is emitted by the incinerators. There is a great deal of uncertainty
 
about the amount emitted by the incinerator. The use of natural gas could
 
,significantly reduce sulfur emissions from the generator. Both the incin­
erator and the generators are low emitters of particulate matter. The back­
ground concentrations of these materials drop as more and more pollution
 
control equipment is installed incities across the country. Sulfur dioxide
 
should-be the principal pollutant of significance to the MIUS prime mover.
 
The gases released by the incinerator could include, but are not limited
 
to, mercaptans, carbon disulfide, hydrogen sulfide, hydrogen chloride, and
 
hydrogen fluoride. For the evaluation of local hazards associated with
 
these materials, more information on the emission rates of these materials
 
is required.
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In summation, sulfur dioxide should be the'most prevalent pollutant

if diesel oil is used, followed by formaldehyde and acrolein. The use of
 
natural gas would eTiminate all but the incinerator sulfur dioxide, and
 
the amount of sulfur in the incinerator trash load is highly uncertain.
 
The other pollutants from the incinerator cannot be analyzed at this time
 
because of insufficient data. The dispersion of pollutants locally was
 
not addressed for the MIUS and its associated apartment complex, but it is
 
believed that dilution by the'air is sufficient and that high stacks or
 
stack pollution control equipment for microscopic air pollution cannot be
 
justified.
 
Overall summary.- For the Maryland region, State'regulations require

that the construction permit be obtained for the MIUS. The emissions from
 
the MIUS would appear to be secondary to the emissions associated with
 
parking and car traffic of the dwelling units serviced by the MIUS. 'Build­
ing constraints will be based on carbon monoxide and hydrocarbon releases,

which are low for the MIUS, and the latter problemcan be eliminated by

the use of natural gas. Oxides of nitrogen are the most significant emis­
sion from the MIUS; but, because the National Capital Air Quality Control
 
Regulations meet the EPA secondary standards, no construction constraints
 
due to this pollutant are expected.
 
Micropollution in the immediate vicinity of the MIUS cannot be ana­
lyzed, but observations of similar plants indicate that no major problem

should be anticipated. The major pollutant on a microscopic scale is
 
probably sulfur dioxide.
 
Water, Sewage, and Solid Waste
 
The State of Maryland has extensive regulations to ensure adequate

drinking water for its citizens, both as to amount and quality. To pro­
tect the environment, Maryland has adopted regulations for the disposal

of sewage and solid wastes. The region around the National Capital re­
quires interstate cooperation that involves the Washington Suburban
 
Sanitary Commission and the Maryland-National Capital Park and Planning
 
Commission. In addition, sewage systems can be funded under the NPDES
 
and hence are 'ubject to Federal regulations,
 
Water sources.- The Maryland Water Resource Law, Title ,8,Water and' 
Water Resources, charges the Maryland Department of Natural Resources with 
"Responsibility to supervise development of a general water resources pro­
gram . . .. The Department shall exercise to the fullest extent possible 
the State's responsibility for its water resources . . . . It shall develop 
a general water resources program which 'contemplates proper conservation 
and development of the waters of the State, in a manner compatible with 
multiple purpose management, on a watershed or aquifer basis or any other 
appropriate geographical unit." 
If the MIUS is supplied with water from a well, the well must be dug
 
by a licensed well digger, who cannot dig the well until a permit isob­
tained from the Department of Natural Resources. The decision on whether
 
to issue a well-digging permit will be based upon the requirements of
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the Maryland Water Pollution Control Laws, Annotated Code of Maryland,'
 
Article 43 - Health Sections 387 through 406A: Water, ice, and Sewage ­
amended by chapter 661, Laws of 1970. These laws are administered by
 
the Environmental Health Services, State Department of Health. The Jawt
 
requires each county to "Adopt-and submit to the Department, a county
 
plan dealing with water supply systems and sewage systems . . . and a
 
complete county plan dealing with solid waste disposal systems and solid
 
waste acceptance systems . . . ." Updating and review are performed by 
the principal elected officials of any municipal corporation. In Prince' 
Georges and Montgomery Counties, the governing bodies establish goals­
purposes, and concepts that each desires and submit these to the'Washington 
Suburban Sanitary Commission. -These requirements are~updated annually.
 
These county recommendations must have a public hearing and are subject to
 
recommendations from the Maryland-National Capital Park and Planning Com­
mission. The Department of Health must approve or disapprove the-counties-'
 
plans within 6 months of their submittal. No State or local authority
 
can issue a building permit for potable-water, sewage, or'solid-waste­
disposal systems that are not part of the county's approved plan. The
 
State laws also require recordkeeping and certification of-operators of
 
waterworks and wastewater works.
 
In-addition to regulatory action, Maryland has enacted laws for pro­
viding environmental services. The Maryland Environmental Service Agency
 
of the Department of Natural Resources performs this function. This agency
 
is responsible 'for planning, integrating, establishing, and optionally op­
erating geographic service regions and districts incooperation with
 
affected municipalities on the basis of State-approved master plans for
 
water, sewage, and solid-waste disposal.
 
In summary, a potable-water supply will have to-be obtained in a,man­
ner that fits the State of Maryland overall plans. If a well is not ap­
proved, the MIUS will probably receive treated water from one of the State
 
systems, probably under the cognizance of the Washington Suburban Sanitary
 
Commission.
 
Wastewater disposal.- On May 1, 1973, the Water Resources Administra­
tion of the State of7Maryland (Regulation 08.05.04.08) discontinued the
 
issuance of State Discharge Permits and became a participant in the NPDES.
 
A permit is required'for the discharge of any water in excess of 37.85 m3/day
 
(1O 000 gal/day) into State waters and for the discharge of any waste or
 
wastewater, regardless of volume. A permit application must be filed 180
 
days before the date of planned operations on appropriate NPDES forms,
 
and-the following information must be submitted with the complete form.
 
1. The names of any affiliates
 
2. The locations of all sites involved in storage of solid or li'q­
uid waste and ultimate disposal sites of solid or liquid wastes from any
 
treatment system
 
3. If the discharge is from a new processing facility or new treat­
ment facility, preliminary plans and specifications sufficiently adequate
 
in s~ope and form to enable the Administration to evaluate the proposed
 
facility
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4. If required by the Administration, additional reports, specifi­
cations, plans, or other information on the proposed pollution control
 
program, including a material balance (an inventory accounting system for
 
determining quantities of materials on hand, used in the process, converted
 
to the product, lost to the environment, and/or contained in waste,matter
 
generated, stored, discharged, or otherwise processed) if deemed necessary
 
The Administration shall submit to the EPA a copy of each application

for a permit unless the Administration and the EPA agree that such submis­
sion is not required. The NPDES application must be signed by a responsible

offici-al at the company that will operate the facility. The applicatio'

for an NPDES permit is subject to a public hearing; the costs of the notice
 
"of the hearing and a transcript must be borne by the applicant.
 
The criteria for issuance of an NPDES permit are as follows.
 
1. The discharge of proposed discharge will be in compliance with the
 
requirements of effluent limitations and/or receiving-water quality stand­
ards and/or ground-water quality standards as established by the State.
 
2. The discharge is in compliance with the Comprehensive County Water
 
and Sewage Plan and/or other applicable planning process.
 
Maryland Discharge Permit regulations require monitoring, recording,

and reporting on plant operation. Monitoring equipment may be specified by

the Administrator;-records, including original strip charts, calibrations,
 
etc.,, must be maintained for 3 years or longer in case of litigation. The
 
NPDES permit will specify the reporting period to the Administration.
 
For a new plant, the NPDES permit will not be subject to more strin­
gent requirements for 10 years after completion, or over the period of
 
depreciation or amortization specified by the Internal Revenue Service.
 
The proposed discharge from the MIUS into Maryland waters is as fol­
lows. For the MIUS, located in Montgomery County, it is proposed to re­
lease treated effluent into the Little Seneca Creek. This creek and its
 
'tributaries are classified by Maryland Regulation 09.05.04'.09 as in Sub
 
Basin Code 02-14-02 and are class IV recreational trout waters; i.e.,
 
waters that are capable of holding or supporting adult trout for "put and
 
take" fishing and that are managed as a special fishery by periodic stock­
ing and seasonal catching. These streams have the following receiving­
water standards (Maryland Regulation 09.05.04.03).
 
Class IV Recreational Trout Waters
 
Bacteriological Standards
 
There shall be no source of pollution as determined by a sanitary
 
survey, and the fecal coliform §ontent of these waters shall not
 
exceed a log mean of 200/100 cmJ (200/100 ml).
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Dissolved Oxygen Standard-

The dissolved oxygen concentration must not be less than 4000 mg/m3
 
(4.0 mg/liter) at any time, with a minimum daily average of not less
 
than 5000 mg/m3 (5.0 mg/liter) except where - and to the extent that ­
lower values occur naturally. 
Temperature Standard
 
1. Thermal effects shall be limited and controlled so as to prevent:
 
a. Temperature effects that adversely affect aquatic life
 
b. Temperature effects that adversely affect spawning success
 
c. Thermal barriers to the passage of fish
 
2. Temperature must not exceed 297 K (750 F) beyond such distance
 
from any point of discharge as specified by the Administration,
 
except where - and to the extent that - higher temperatures
 
occur naturally.
 
pH Standard
 
Normal pH values must not be less than 6.5 nor greater than 8.5 ex­
cept where - and to the extent that - pH values outside the range
 
occur naturally.
 
Turbidity Standards
 
1. Turbidity shall not exceed levels detrimental to aquatic life.
 
2. Within the limits of Best Practical Control Technology currently
 
available, turbidity shall not exceed for extended periods of
 
time those levels normally prevailing during periods of base flow
 
in the surface waters.
 
3. Turbidity inthe receiving waters shall not exceed 50 JTU
 
(Jackson Turbidity Units) as a monthly average nor exceed
 
150 JTU at any time.
 
As far as can be established at this time, the effluent from the MIUS
 
will equal or exceed the water quality of the receiving stream, with the
 
possible exception of meeting the temperature requirement. Because the
 
General Requirements Section of the Maryland Water Control Regulations
 
(08.05.04.02) indicates that the Administration will establish a mixing
 
zone inthe vicinity of the discharge, no major problem is expected to
 
result from the temperature of the discharge.
 
A potential problem area inwastewater treatment is the exact treat­
ment for process water used by the cooling tower of the baseline MIUS.
 
At this point inthe design, an exact method of treatment to prevent cor­
rosion and algae growth has not been specified.
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Effects of Federal laws: The Federal Water Pollution Control Act of
 
1972 (ref. 34), under which Federal construction grants are provided, has
 
a number of interesting facets that affect the water system of the MIUS.
 
The law provides for grants by the Federal Government to defray construc­
tion costs: however, such grants are paid only to the State agency desig­
nated by State regulations, after the construction has been approved as
 
part of the overall State plan. A State application for a construction
 
grant must demonstrate that the project isthe most cost-effective alter­
nate to meeting effluent standards. The defraying of operating costs must
 
be borne by the recipients of the service.
 
It is expected that EPA discharge standards for cooling-tower blow­
down will be promulgated in the near future, probably under the hazardous­
substances provisions of the Water Pollution Act. It is expected that
 
pretreatment will be required for cases inwhich blowdown either is re­
leased to the environment or is processed through a sewage facility.
 
Summary: The outstanding problems inmeeting environmental standards
 
associated with the wastewater system in the standard-method MIUS appear
 
to be, in order of priority, as follows.
 
1. Whether the MIUS will fit into other State, county, and agency
 
plans
 
2. The long leadtime for approval of an NPDES permit
 
3. The early establishment of responsibility for operation of the
 
wastewater system
 
4. The certification of a wastewater system operator in accordance
 
with State regulations
 
Solid waste.- The Maryland State Department of Health and Mental
 
Hygiene Regulation 43-LQ9 (Regulations Governing Planning Solid Waste
 
Management Facilities), effective January 1, 1971, requires all counties
 
to prepare a comprehensive overall county solid-waste-disposal-plan com­
plete with planned facilities and time schedules to meet requirements

for 10 years, commencing in 1973. These plans are reviewed and approved

by the Department of Health. Annual updating is required by the regula­
tions. Arrangements will have to be made with the county for the dispos­
al of the noncombustible residue from the incineration process.
 
The Federal Solid Waste Disposal Act (ref. 49) may offer some opportu­
nity for obtaining grants for the procurement and operation of the infcin­
erator plant. These grants will probably be subject to requirements and
 
limitations similar to those developed for water treatment.
 
There are no Federal regulations on the disposal of solid waste that
 
are applicable to the MIUS. The regulations proposed in references 50 and
 
,51 are applicable to incinerators of 45 359.2 kg/day (50 tons/day) capac­
ity. However, the suggested subsystems, operation methods, and reporting

requirements for these larger incinerators can and probably should be
 
adopted in any final specifications for the MIUS.
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The aforementioned proposed regulations cite the mixing-of sewage
 
sludge and other waste as nonrecommended practice and indicate that incin­
erators should be located in industrial areas. The question of odors and
 
toxic gases being emitted from the incinerator is still open and will re­
quire that operating data be obtained from an operating-or experimental
 
facility. The inability to forecast pollutant concentrations inthe imme­
diate vicinity of the MIUS has previously been cited inthe subsection of
 
this report entitled "Air Pollution."
 
BASELINE MIUS COSTS
 
Costs for the baseline MIUS were compiled on a subsystem basis with
 
'the use of Chicago; Illinois, or U.S. average costs as nearly as could be
 
determined. Chicago was used as an appropriate national median. The
 
costs include subcontractor profit and overhead but do not include general
 
contractor profit and overhead.
 
The cost analysis including operating and maintenance (O&M) costs of
 
the baseline MIUS for mid-1974 Chicago prices is presented intables 26 to
 
37. In this activity, costs for equipment located within the apartment

buildings have not have included, An estimate of the cost of 1.6 kilome­
ters (l statute mile) of offsite sewer outfall has been made; however,
 
this cost has not been included with the wastewater subsystem cost because
 
this parameter will vary with any specific site location. Treated waste­
water disposal is one cost element of both the community study and the
 
baseline MIUS,that is not included in the comparison2 An onsite potable­
water treatment plant has been costed; however, this cost has not been
 
used in the comparison with conventional utilities,. The community-study
 
conventional water supply system cost has been used for both the MIUS and
 
the conventional utilities. Electricity cost for the water system has
 
been based on the community-study conventional electrical power costs. No
 
adjustment has been made in the operating-crew requirements and electri­
cal power subsystem requirements because of deletion of the onsite water­
treatment equipment. A flat rate of $70/week has been assumed for offsite
 
disposal of ash, which amounts to about one dump-truck load per week.
 
Individual dwelling unit metering and billing costs were not considered
 
in this study. Administrative costs, property taxes, and other such real
 
costs were also not considered in the study.
 
A category of miscellaneous initial or capital-costs has been included
 
to cover the costs of common trenching, miscellaneous operation and main­
tenance tools, an initial spare-parts inventory, the initial loading of
 
fuel for the system, and a pneumatic system that services all the subsystems.
 
A composite (O&M) crew for the system has been assumed, and this operat­
ing cost has been separated from the other operating costs of the individual
 
subsystems. The O&M crew will do scheduled and unscheduled maintenance
 
except for major repair of engines, generators, switchgear, chillers, control
 
equipment, heat-recovery equipment, and other maintenance requiring special

skills and repair equipment. Cost estimates for these latter items are pro­
vided with each individual subsystem.
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The data in tables 26 to 37 include the initial cost and annual O&M
 
costs for the system. The maintenance costs have been largely based on
 
20-year average values and represent the costs required to keep the equip­
ment in good repair but do not include replacement, depreciation, or amorti­
zation values.
 
Electrical Power Subsystem
 
The baseline electrical power subsystem, for costing, consists of the
 
power generation equipment with heat recovery, the electrical distribution
 
hardware from the generation station to the individual buildings, and the
 
fuel storage and supply equipment. In addition to the major hardware com­
ponents of this subsystem, an estimate has been made for the plumbing compo­
nents, based on the system schematics and an illustration of a three-engine
 
total energy plant represented to be similar to this conceptual design.
 
The baseline annual electrical energy production has been determined
 
as 19 573 200 megajoules (5437 000 kilowatt-hours) and the fuel consump­
tion as 1552 cubic meters (410 000 gallons) of number 2 diesel fuel. The
 
annual maintenance cost for the powerplant has been based on average data
 
from nine small-baseload municipal powerplants reported inreference 57.
 
These data are included intable 28(e).
 
Maintenance costs for the electrical power distribution equipment
 
have been based on data from the Department of Housing and Urban Develop­
ment (HUD) low-cost-housing survey. In the community study conducted by
 
the JSC Urban Systems Project Office (USPO), a cost of 0.62 mill/MJ
 
(2.25 mills/kWh) was used for the distribution equipment O&M cost, the
 
basis of the 1970 Federal Power Commission Survey data for the East
 
Central Power Region (ref. 56). Inthe initial estimates for the base­
line MIUS, a value of 0.28 mill/MJ (1.0 mill/kWh) was arbitrarily assumed
 
for this cost. The maintenance and repair data from the HUD low-cost­
housing documentation (ref. 60) indicate that this cost may be high for
 
high-density, local-distribution equipment; the cost factors related to
 
this element of cost are provided in table 28(f). For the baseline MIUS,
 
the electrical distribution equipment initial cost is $63 000; at 2 per­
cent, the maintenance and repair cost would come to $1260/yr, or approxi­
mately 0.6 mill/MJ (0.23 mill/kWh). For purposes of this costing study,
 
this value will be used.
 
Operator cost for the subsystem has been included in the baseline
 
MIUS operating-crew costs, which are detailed in table 37(a).
 
Water Supply Subsystem
 
In the initial phases of the baseline MIUS study, it was assumed that
 
raw, untreated water would be purchased and treated onsite. This system
 
was costed, and details of this costing are included in tables 30(a) to
 
30(d). The costs of this subsystem compared to the costs of a complete
 
water supply system (which has been used for the cost of conventional utili­
ties) biased the comparison in a manner favorable to the MIUS. Because the
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purchase of untreated water is not typical, the costs of the onsite treat­
ment have not been used in the comparison to conventional costs. The costs
 
for a conventional water supply system, based on the community-study data,
 
have been used. The results of this costing are summarized in table 29.
 
The capital cost has been based on the peak requirements, and the O&M costs
 
have been based on average requirements. The average supply requirements
 
for the baseline MIUS re 335.4 m3/day (88 600 gal/day), and the peak re­
quirements are 420.6 ma/day (111 100 gal/day).
 
Operating personnel and electrical power requirements for the MIUS
 
were evaluated on the basis of the onsite treatment plant requirements
 
summarized in table 30(a). No adjustment has been made to- these parameters
 
because of deletion of the onsite treatment plant.
 
The specifications and the cost breakdown for the raw-water pumps used
 
(table 30(b)) are as follows.
 
Item Cost 
Single-stage horizontal 
centrifugal pump, 
$ 610 
0.4-m3 /min (100 gal/min), 
597.8-kN/m2 (200 foot) 
head pressure,
3.8-centimeter (1.5 inch) 
discharge (Ingersoll-
Rand) 
11.2-kilowatt (15 214 
horsepower), 377.0­
rad/sec (3600 rpm) 
pump motor 
(Westinghouse) 
Motor starter and circuit 193 
breaker 
Pad 40 
Pump and motor installation 225
 
(15 man-hours at $15/hr)
 
Total $1282
 
Wastewater Subsystem
 
The wastewater subsystem, for purposes of costing, consists of the
 
collection piping from the individual buildings to the processing equip­
ment, the processing equipment, and the firefighting equipment. A length
 
of 1.6 kilometers (1 statute mile) of 15.2-centimeter (6 inch) cast-iron
 
outfall piping has been costed, but this total has not been included in
 
the summary costs because this cost will vary with each specific site.
 
59
 
Although many of the component equipment costs have been based on vendor
 
quotes as free-on-board the factory, these costs will be taken as repre­
sentative of U.S. average delivered costs and specific site cost adjust­
ments will be made on the basis of these values. Operator labor has been
 
included with the system operating-crew costs. The average quantity of
 
wastewater processed per day has been determined as 334.6 cubic meters
 
(88 400 gallons). The peak daily processing requirement is 446.7 cubic
 
meters (118 000 gallons).
 
The baseline MIUS wastewater and firefighting-water subsystem cost
 
analysis is presented ihtables 31(a) to 31(c). Specifications and cost
 
breakdowns for major components are as follows.
 
1. Richardson's 15028-62 vertical nonclog sewage pump (ref. 52):
 
0.28-m3/min (75 gal/min) at 191.3-kN/m 2 (64 foot) head pressure; '0.38-m3/min
 
(100 gal/min) at 182.3-kN/m (61 foot) head pressure; 7.6-centimeter (3 inch)
 
discharge;,1.5-meter (5foot) depth; 3.7-kilowatt (,5 horsepower)
 
Item Cost 
Pump $ 805 
Weathertight float switch assembly 110 
76.2-centimeter (30 inch) sump cover 50 
Cast-iron sump (ref. 54) 460 
3.7-kilowatt (5 horsepower), 181.0-
rad/sec (1728 rpm), normal-thrust 
193 
vertical motor 
Starter and circuit breaker (material 135 
only) 
Pump and electrical installation, 150 
10 man-hours at $15/hr 
Total $1903 
2. Flow-equalization tank (ref. 53), 113 562-liter (30 000 gallon),
 
fuel-oil storage, coated
 
Item Cost
 
0.953-centimeter (0.375 inch) steel $5600
 
tank 2.4- by 7.6-meter (8 by 25
 
footd, exterior coated
 
Installation 1700
 
Excavation at $10.46/m 3 ($8/yd3) 1240
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Interior coating of neoprene, fiber 1200
 
lass reiforced, at $8.61/m 2
 
($0.80/ftc)
 
Fittings 100
 
Total $9840
 
3. Fuel-oil'storage tank (ref. 53), 75 708-liter'(20 000 gallon), coated
 
Item Cost
 
0.8938-centimeter (0:3125 inch) steel $3500
 
tank, coated
 
Installation 1250
 
Neoprene reinforced with 0.318- 400
 
centimeter (0.125 inch) fiberglass
 
at $8.61/m 2 ($0.80/ft2 )
 
Total $5150
 
4. Garver clarifier-reactor, 4.6-meter (15 foot) diameter, 0.26-m 3/min
(70 gal/min) flow rate (ref. 52)
 
Item Cost
 
Clarifier-reactor $11 600
 
Field weld, 77.7meters (255 feet) 900
 
(ref. 53)
 
Installation, 80 man-hours.at $20/hr 1 600
 
Total $14 100
 
5. Met-Pro integrated physical-chemical advanced,wastewater treat­
ment system: two 189.3-m 3/day (50 000 gal/day) units at $64 900 each;
 
one 94-.6-mD/day-(25 000 gal/day) unit at $52 800
 
Process Materials
 
Chemical clarification 125 000 mg/m3 (125 mg/llter)
 
alum, pH correction
 
,120 000 mg/m 3 (.120 mg/liter)
 
sodium hydroxide at 4.4€/kg
 
(2t/lb)
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Tertiary pumping 
Surge tank 
Carbon absorption 0.03 kg/m 3 (0.25 lb/1000 gal) 
activated carbon 
Filtration 
Disinfection 2000 mg/m 3 (2mg/liter) chlorine
 
6. Sludge pump
 
a. General specification: 0.11 m3/min (30 gal/min) at 44.8-kN/m 2
 
(15 foot) head pressure
 
b. Design assumption: general-purpose internal-gear rotary pump
 
suitable for handling moderately viscous liquids in the range of 0.3 to
 
1.0 N-sec/m2 (300 to 1000 centipoise); e.g., Society of Automotive Engineers
 
(SAE) 40 lubrication oil at 288.7 K (600 F), spar varnish at 277.6 to 285.9 K
 
(400 to 550 F), castor oil at 297.0 to 305.4 K (750 to 900 F), number 6
 
fuel oil at 313.7 K (1050 F)
 
c. Pump selecteo: Richardson's 15028-41 (ref. 52), 0.09,m3/min
 
(25 gal/min) at 137.9 kN/m (20 psi), 3.8-centimeter (1.5 inch) discharge,
 
1.5-kilowatt (2 horsepower), 23.O-rad/sec (220 rpm)
 
Item Cost
 
Pump (23.0 rad/sec (220 rpm)) $340
 
Motor, 1.5-kilowatt (2 horsepower), 103
 
close-coupled, 125.7-rad/sec
 
(1200 rpm)
 
Pulley, belt 10
 
Starter and circuit breaker 35
 
(material only)
 
Installation, 6 man-hours at $15/hr 90
 
Total $578
 
7. Garver clarifier-reactor, 2.7 meters (9feet) diameter by 4.6
 
meters (15 feet) high, 16.7-cubic-meter (4400 gallon) volume (ref. 52)
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,Item Cost 
Clarifier-reactor $ 8 100 
Field weld (ref. 53)' 500 
Installation 1 000. 
Subtotal $ 9 600 
Ventilation ' 600 
Total $10 200 
8. Richardson's vacuum rotary dryer 15019-2 (ref. 52) (Blaw-Knox'
 
Buflovak Div.)
 
Item Cost
 
Carbon steel Stainless steel
 
Vacuum rotary dryer, 2.3-square- $ 9 000 $14 000
 
meter (25 square foot)
 
Installation, 80 man-hours at 1,200 1 200
 
I
$15/hr 

Auxiliary at 50 percent 4 500 7 000
 
Totals $14 700 .$22 200
 
9. Firefighting-water pump
 
Item Cost
 
-Horizontal pump (Richardson's $2310
 
- 15028-2 (ref. 52)), 20.3-centi eter
 
(8 inch) discharge, 597.8-kN/m.
 
(200 foot) head pressure, 183.3­
rad/sec (1750 rpm)
 
Totally enclosed motor, (Richardson's 3494
 
15036-2 (ref. 52)), 149.2-kilowatt
 
(200 horsepower)
 
Reduced-yoltage starter and circuit 1910
 
breaker
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Pumpinstallation, 24 man-hours at 360
 
$15/hr
 
Electrical installation, 40 man-hours 600
 
at $15/hr
 
Total $8674
 
lQ. Wastewater subsystem annual operating costs, not including
 
electricity and labor
 
Item Unit cost Cost
 
Alum (125 000 mg/m 3 1.54/m 3 (5.5*/1000 gal) $1770
 
(125 mg/liter)): 16 057.2
 
kg/yr (17.7 tons/yr) at
 
$0.11/kg ($100/ton)
 
(ref. 61)
 
Sodium hydroxide (120 000 0.6€/m 3 (2.1¢/1000 gal) 688
 
mg/m 3 (120 mg/liter)):
 
15 603.6 kg/yr (17.2
 
tons/yr) at $0.04/kg
 
($40/ton) (USPO subsystem
 
engineering vendor quote)
 
Activated carbon (0.03 2.3/m 3 (8.8/1000 gal) 2835
 
kg/m J (0.25 Ib/lO00
 
gal)): 3674.1 kg/yr
 
(8100 lb/yr) at 77.2€/kg
 
(35€/lb) (ref. 62)
 
Chlorine (2000 mg/m3 (2mg/ 0.08/m 3 (0.3t/1000 gal) 

liter)): 258.5 kg/yr
 
(570 lb/yr) at 33.1*/kg
 
(15¢/lb) (ref. 58, price
 
range from 30.94/kg (14t/lb)
 
to 6.6t/kg (3*/Ib) in
 
725 748-kilogram (800 ton)
 
lots)
 
Total 4.4/m 3 (16.7t/1000 gal) $5379
 
Heating, Ventilation, and Air-Conditioning Subsystem
 
The baseline HVAC subsystem for costing consists of the mechanical
 
room equipment and the hot-water/chilled-water distribution piping. The
 
cost data contained herein are representative of the type of equipment
 
specified but do not necessarily represent the make and model'selected for
 
the application. The cost data were all standardized to 1974 dollars in
 
Chicago. The maintenance costs include all expendable items and labor
 
directly required to properly maintain the subsystem. The baseline cost
 
64
 
86 
information is summarized in table 32(a), and tables 32(b), and 32(c)

provide supporting detail for these estimates.
 
The thermal-storage tank (and wastewater holding tank) is located
 
under the east end of the MIUS building. The external tank dimensions
 
are approximately 20.4 by 13.7 by 4.9 meters (67 by 45 by 16 feet) (length

by width by depth), -and a partition divides the tank into two compartments

of approximately 757 082- and 454 249-liter (200 000 and 120 000 gallon)

capacities. Cost elements for the tank are provided in table 32(c). The
 
MIUS'building floor is to form the top of the tank, and this cost is not
 
included; however, the rental cost of forms for supporting pouring of this
 
portion of the MIUS building slab has been included in the cost. For pur­
poses of cost illustration, a proportional part of the total tank cost
 
has been assigned to the HVAC subsystem and to the wastewater subsystem.
 
on the basis of the volume required by each subsystem.
 
Solid-Waste Subsystem
 
The baseline MIUS costing was based largely on data compiled from ven­
dor telephone quotes. The solid-waste subsystem handles 2721.6 kilograms
 
(6000 pounds) of household wastes and 1814.4 kilograms (4000 pounds) of
 
sludge with a 20-percent solids content. The quantity of residual solid
 
waste is expected to be approximately 907.2 kg/day (lton/day) (0.3 to 0.6
 
cubic meter (10 to 20 cubic feet)). The offs-ite residualwaste-disposal
 
cost has been estimated at $70/week. The incinerator requires 4955.4 mega­
joules (4.7 x 106 Briti'sh thermal units) daily from fuel oil in addition
 
to that from the solid-waste. Fuel for the collection tractor was estimated
 
at 1.5 m3/yr (400 gal/yr). Table 33(a) summarizes the solid-waste subsystem
 
costs excluding labor and electrical power. Operator labor is included in
 
the system operating-crew costs. Table 33(b) provides the component costs
 
and an estimate of the maintenance materials and labor. Table 33(c) provides
 
an estimate of interconnect-installation plumbing.
 
Contrbl/Monitoring-Subsystem
 
The baseline control/monitoring subsystem consists of the central­
control room equipment and the sensors and transducers. The cost infor­
mation for this equipment and its maintenance (tables 34(a) and 34(b))
 
has been based on a combination of catalog data and vendor quotes.
 
Baseline MIUS Building Cost
 
The MIUS building has dimensions of approximately 19.8 by 50.3 meters,

6.1 meters high, (65 by 165 feet, 20 feet high), which include a'covered
 
s'ervice area. The enclosed floor area of the building is 827.3 square

meters (8905 -square feet) and includes a shop area and control room/office
 
area at the 3.0-meter (10 foot) level above.the shop.-A wall 18.3 by 15.2
 
meters, 3 meters high, (60-by 50 feet,10 feet high) extends above the 6.1­
meter (20 foot) roof of a portion of the building for concealment of the
 
cooling tower, the incinerator stack, and other roof equipment: Although.
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considerable detail has been provided on the design of this building, no
 
effort has been made to cost the specific design.
 
For the community study, MIUS housing was based-on warehouse and of­
fice building construction of good quality as described in the 1973 Dodge
 
Building Cost Data (ref. 59), and the same cost data~will be used for this
 
cost illustration. Table 35 reflects that description. Cost values given

in reference 59 have been escalated,by 10 percent to reflect mid-1974 costs.
 
Costs for this construction come to $179.65/m 2 ($16.69/ft2) (average value
 
not regionally related).
 
The baseline MIUS building cost will be taken as $148 800. Annual
 
maintenance cost for materials and labor is estimated at 1.5 percent of
 
the original cost, which is $2230/yr.
 
Trenching and Miscellaneous Costs
 
A category of miscellaneous costs has been assigned to cover the
 
initial and annual costs that cannot be assigned to a particular subsystem.
 
These costs, together with the MIUS building costs, would typically fall
 
into a general-plant category in an industrial installation cost-accounting

scheme. Although the estimates for these costs (table 36(a)) are believed
 
to be reasonable, a detailed assessment and accounting has not been made;
 
rather, the categories have been assigned and the estimates made to complete

the cost analysis. Each category is expected to vary with each specific

design and the plan and method of accounting for operation and maintenance.
 
Unit trenching costs in unclassified soil (table 36(b)), based on the
 
1973 Building Cost File (ref. 54) and escalated by 10 percent, are as follows.
 
Item Unit Cost 
Trenching by trencher with 0.9-meter $1.18/m3 ($O.90/yd3) 
(36 inch) bucket or smaller 
Backfill by small-tracked bulldozer - $0.52/m 3 ($0.40/yd3) 
95-percent compaction by sheepsfoot $1.44/m3 ($1.10/yd3) 
roller 
Trenching by 0.8-cubic-meter $2.64/m3 ($2.02/yd3 ) 
(1 cubic yard) capacity dragline 
Sand or bank run gravel $5.05/m3 ($3.86/yd3) 
The pneumatic system (table 36(c)) serves for engine start capability,

for pneumatic valve actuation for all subsystems, for an air supply for
 
water aeration, and for shop air for cleaning and mintenance. The system

consists basically of a service station 1379.0-kN/m (200 psi) unit with
 
an extra 227.1-liter (60 gallon receiver and' all tubing, regulators, and
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valves necessary to complete the system. An annual maintenance cost for
 
the system has been estimated, at 5 percent of the initial cost.
 
,No detailed assessment of the tools required for operating and per­
forming routine maintenance on the MIUS has been made. The list intable
 
36(d) is provided on the type of tools that must be considered, and the
 
total cost estimate has been partly based on the information obtained
 
during a survey of the operation and maintenance of total-energy plants.
 
No detailed assessment of the spare-parts inventory has been made,
 
and this inventory is an initial cost that must be considered. Preliminary
 
work on the baseline 'MIUSspecification indicated that the control equip­
ment would require the greatest outlay for spare parts. The estimate in
 
table 36(e) for an initial outlay for a spare-parts inventory is provided
 
for completeness of the MIUS cost analysis.-

Operating and Maintenance Crew
 
The size of the baseline MIUS operating crew is estimated at six full­
time employees. This crew includes one skilled employee who isresponsible
 
for operation of the system and supervision.of the O&M crew. Three semi­
skilled employees and two helpers provide two shifts of coverage fot oper­
ating and maintaining the system throughout the year. It has been assumed
 
in this estimate that essentially all maintenance work on the electrical
 
power equipment and the control system equipment would be provided by out­
side contract. It has further been assumed that approximately one-half
 
" of the maintenance labor for the water, wastewater, and firefighting equip­
ment, the HVAC equipment, and the solid-waste equipment would be provided
 
by the O&M crew and that the other one-half would be purchased as required.
 
- The MIUS O&M crew is not responsible for any of the equipment within 
the apartment buildings, including the plumbing, HVAC equipment, hot-water 
equipment, and other apartment building equipment. 
, Table 37(a) provides a summary estimate of the operating-crew costs.
 
Tables 37(b) and 37(c) provide some additional detail on this estimate.
 
Table 37(d) illustrates a possible duty-roster for a two-shift operation.
 
Although table 37(d) indicates that 2 employees are used on each of 2
 
shifts for most of the time, this 2-man/shift coverage will 'be reduced by
 
120 shifts/yr because of typical unproductive time. Additional reductions
 
in the two-man/shift coverage can be expected to result from unscheduled
 
maintenance operations.
 
Adjustment to the Washington, D.C., Area
 
The initial costing plan for the baseline MIUS was set up to be based
 
on Chicago area costs for three basic reasons: (1)the construction cost
 
indexes of both the 1973 Building Cost File, Central Edition (ref. 54), and
 
the 1973 Building Construction Cost Data (ref. 53) indicate that Chicago
 
costs are near median for the continental United States; (2)the 1973
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Building Costs File, Central Edition, includes costs for more compo­
nents of an MIUS than any of the other standard references; and (3)the
 
other major reference used for component costs, Process Plant Construction
 
Estimating and Engineering Standards (ref. 52), is represented to provide
 
U.S. average costs.
 
The baseline MIUS was costed from the referenced data sources to a
 
large extent; however, much of the costing information was based on vendor
 
quotes for specific equipment. In some cases, cost information from spe­
cific projects was used, if the data seemed appropriate. All historical
 
cost data were adjusted by the appropriate Department of Labor cost index
 
to reflect mid-1974 costs. For the standard references of 1973 cost in­
formation, it was assumed that the appropriate Department of Labor cost
 
index would change the same between December 1973 and June 1974 as it
 
changed between June 1973 and December 1973.
 
The variation with location in diesel fuel cost was assumed to be in
 
the same ratio as the variation in the price of gasoline across the coun­
try (excluding State taxes). The base price of diesel fuel was taken from
 
Platt's Oilgram (ref. 63) January 29th average terminal delivery price in
 
the Baltimore area. A 14/gal delivery charge was assumed. Itwas further
 
assumed that diesel oil prices would stabilize at this base for mid-1974.
 
System cost variations with location were assumed to vary with the
 
composite construction cost index given in reference 54. Costs for main­
tenance materials and labor (except fuel, purchased raw water, and offsite
 
solid-waste-disposal service) were also assumed to vary with this index.
 
Operating-personnel cost variations were assumed to be in the ratio of the
 
labor construction cost index given inreference 53.
 
Table 38 summarizes the cost variations. Table 39 illustrates the
 
cost of the baseline MIUS in the Washington, D.C., area.
 
Comparison with Costs of Conventional Utilities and Services
 
A comparison of MIUS capital and annual O&M costs has been made with
 
the conventional-utility-system costs, which were determined during the
 
study of a 110 000-population community (ref. 1) conducted in the summer
 
and fall of 1973. The costs for the community-study conventional system
 
are documented in reference 1 (appendix E). Briefly, the community-study
 
conventional utility systems were developed for a-community of 110 000
 
people over a period of 20 years. The community was located in the Wash­
ington, D.C., area. Electrical power costs were based on the replacement
 
capital and annual operating cost of the 1319-megawatt coal-burning Homer
 
City, Pennsylvania, plant with transmission, distribution, and general
 
plant facilities as typical for the ,East Central Power Region. Itwas
 
5During the-community study, oil,,, gas, nuclear-fuel and dual-fuel
 
plant costs were also considered. For this comparison study, capital cost
 
based on an oil-burning plant has been used.
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assumed that the community would pay for the, expansion of this system on
 
an as-required basis as the-community developed.
 
The community-study water supply was from a natural source located
 
24.1 kilometers (15 statute miles) from the community. The treatment plant
 
was located 	at the edge of the community, was installed in 15.142-m /day
 
4 000 000 gal/day) units, and had a total capacity of 105 99lN530 liters,
 
28 000 000 gallons) at the end of the community buildup period.
 
The wastewater plant for the conventional community was a tertiary
 
treatment plant installed in units of 7571-m3/day (2 000 000 gal/day)
 
capacity, with a total capacity of 52 995 765 liters (14 000 000 gallons)
 
at the end of the community development period.
 
The solid-waste system for the conventional community included typi-"
 
cal collection equipment, transport to an offsite incinerator installation,
 
incineration, and landfill of the residue.
 
Costs for all elements of the conventional community utility systems
 
and services were represented to be mid-1973 costs for the Washington,
 
D.C., area.
 
For comparison of the MIUS costs to the costs for conventional utili­
ties and services, a proportional part of the community-study conventional
 
- system costs for electrical power, water supply, wastewater, and solid 
waste was taken. These costs - capital, fuel, and other O&M costs were' 
adjusted to reflect the difference between mid-1973,and mid-1974 costs.
 
A design for conventional HVAC and hot-water equipment was costed separately.
 
The following loads-for conventional utilities located in the Washing­
ton, D.C., area were developed, together with the MIUS loads.
 
Electrical power 671.5. kilowatts'(5.882 x 106 kWh/yr)
 
Boiler fuel 	 587.-I kilowatts (17.561 x l09 Btu/yr)
 
Water supply 	 137 807.5 m3/yr (36.405 x 106 gal/yr)
 
Wastewater 	 122 363.1 m3/yr (32.325 x 106 gal/yr)
 
Solid waste 	 2.7 Mg/day (3.0 ton/day)
 
Two different comparisons are provided in tables 40 and 41. The
 
baseline MIUS costs are represented to beChicago costs. The' community­
study costs are represented to be Washington, D.C., area costs. Table
 
40 compares the baseline MIUS costs to the conventional-system costs withqut
 
adjustment of the community-study costs for electrical power, water supply,
 
wastewater, and solid waste to the Chicago cost base. Table 41 compares­
the baseline MIUS costs for Washington, D.C., to the conventional costs
 
for the Washington, D.C., area. Table 42 provides supporting information
 
for each of the conventional-system costs.
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Electrical Power.- The conventional electrical power costs were
 
based on a large oil-burning central station powerplant with north central
 
region transmission, distribution, and general plant facility costs. All
 
costs were based on the community-study data and were escalated from mid­
1973 costs to mid-1974 costs by assuming 35 percent labor and 65 percent
 
materials for the entire system. For tables 41 and 42, it was assumed that
 
fuel costs for the central powerplant were 80 percent of the cost of MIUS
 
fuel.
 
Water supply.- The conventional water supply system for the community
 
study consisted of a 105 991-m 3/day (28 000 000 gal/day) treatment plant
 
obtaining water from a natural source located 24.1 kilometers (15 statute
 
miles) from the community; community elevated storage; and community dis­
tribution. The 1973 capital cost for this system was $507.21/m J ($1.92/gal)
 
of capacity. Ithas been assumed that the conventional apartments would
 
buy a proportional part of this system (capital) on the basis of peak re­
quirements, with no adjustment for diversity. The 1973 costs were adjusted
 
to mid-1974 costs as illustrated in table 42(b). Itwas assumed that water
 
would be purchased on the basis of average requirements, with adjustments
 
to costs from 1973 to 1974. Intable 42(b), water system initial costs
 
were assumed to be 20 percent labor and 80 percent materials.
 
Wastewater.- The conventional wastewater system for the community con­
sisted of a 52 996-m 3/day (14 000 000 gal/day) waste treatment plant located
 
outside the community with a conventional gravity flow and lift station
 
collection system. The total initial cost of this system was $657.79/m3
 
($2.49/gal) of capacity. Ithas been assumed that the conventional apart­
ments would buy a proportional part of this system (capital) on the basis
 
of peak requirements, with no adjustment for diversity. Itwas assumed that
 
a proportional part of the O&M costs would be paid by the conventional
 
apartments, on the basis of average usage. In table 42(c), the wastewater
 
system costs were assumed to be 20 percent labor and 80 percent materials.
 
Hot water and HVAC.- Chicago costs for HVAC and hot-water equipment
 
are included in tabe M2(d). This system, specified for comparison to
 
the MIUS subsystem, is essentially the same as the MIUS subsystem except
 
that all electric compression chilllers are used and two 74.6-kilowatt
 
(100 horsepower) boilers provide for domestic hot water and winter space
 
heating.
 
In addition .to the maintenance costs given in table 42(d), it has been
 
estimated that an average 28 hr/week of operator labor and 84 hr/week of
 
helper labor will be required to operate and maintain the system (outside

the apartment buildings). By using the same labor rates, overtime quanti­
ties, and a 7.7-percent increase for vacation, holidays, and sick leave,
 
the labor costs for operating the conventional HVAC would be as follows.
 
Component 
Operator labor 
Helper labor 
Annual cost 
$ 8 900 
$18 000 
Total $26 900 
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Solid waste.- The costs for a conventional solid-waste-system are
 
presented in table 42(e) for comparison to the MIUS subsystem. The con-

Ventional apartments generate the same quantity of domestic Waste, not
 
including sewage sludge, as the baseline MIUS apartments.
 
Discounted Costs
 
To provide .an additional mode of cost comparison, discounted cash
 
values for the O&M cost for a 20-year period for the Washington, D.C.,

"MIUS and for conventional utilities have been evaluated. 
Table 43 pro­
vides a comparison of the MIUS cost and-the cost of conventional utili­
ties, escalated and discounted. Table 44 provides additional escalated
 
and discounted values on the assumption of a reduced-size crew for the
 
MIUS operation.
 
Grid Interconnect Costs
 
Itwas assumed inthe cost analysis of the ,baseline MIUS that the
 
installation would be independent of a conventional electrical power,grid.
 
This independence would cause a cost penalty to be imposed on all other
 
customersof the conventional system for transmission and distribution
 
facilities. Ifthe apartment complex were tied into the conventional grid

network for emergency or standby power, a charge would be made to help

defray the initial costs and the maintenance of these facilities.
 
The average cost of distribution equipment for conventional electrical
 
power systems was $175/kW, whereas the cost of the high-density-distribution
 
equipment for the MIUS was only $59.60/kW. As a result of a grid'intercon­
nect, the cost difference in the distribution systems,- $115.40/kW, or a
 
total of $121 500 should be added to the MIUS electrical subsystem costs.
 
BASELINE VARIATIONS
 
The effects on the MIUS system due to location (climate) and size
 
variations of the baseline are discussed inthis section. For the loca­
tion variations, the apartment complex was moved to Minneapolis as a
 
cold climate, to Houston as a hot and wet climate, and to Las Vegas as
 
a hot and 'dry climate. For the size variations, 300-unit and 1900-unit
 
apartment complexes were chosen as the appropriate size-range limits in­
dicated-by marketing studies. The Washington, D.C., climate was used for
 
the size variations.
 
Model Adjustments
 
The following ,changes were made to the facility model used for the
 
baseline.
 
71
 
I. Minneapolis - Devices for warming automobile engines were added
 
to the electrical load and assumed to require a total of 436 kilowatts
 
between 5 and 8 a.m. Double-glazed windows with a U-factor of 0.60 were
 
used as opposed to the use of single-pane glass with a U-factor of 1.06
 
in all other locations.
 
2. Washington, 300 units - The low-rise family apartment buildings
 
from the original 500-unit baseline complex were used. These buildings
 
are types 2 and 3 (figs. 6(b) and 6(c)) and actually total 288 units.
 
- 3. Washington, 1000 units - This number of units is simply double 
that of the baseline complex presented in the section entitled "Facility 
Model"; the actual number is 992 units. 
I No other changes from the baseline model were made other than the
 
appropriate weather data for Minneapolis, Houston, and Las Vegas.
 
Loads
 
Table 45 reflects peak loads based upon the variation models and
 
climate changes in comparison with those for the baseline model. To aid
 
in cost analyses of these variations, prime movers have been selected and
 
installed-air-conditioning capacity has been estimated, as follows.
 
Model Prime movers, Installed-air­
no.; kW rating conditioning 
type capacity, kW (tons) 
Washington 500-unit 3; 478 (Fairbanks-Morse
1; 400 (Caterpillar) 2219.1 (631) 
Minneapolis 500-unit 3; 478 (Fairbanks-Morse) 
'1; 400 (Caterpillar) 
1916.7 (545) 
Houston 500-unit 
-
3; 478 (Fairbanks-Morse)
1; 400 (Caterpillar) 
2212.1 (629) 
Las Vegas 500-unit 3; 478 (Fairbanks-Morse)
1; 400 (Caterpillar) -
2022.2 (575) 
Washington 300-unit 4; 400 (Caterpillar) 1325.8 (377) 
Washington 1000-unit 4; 956 (Fairbanks-Morse) 4438.2 (1262) 
Energy and Consumables Usage Analyses
 
Analyses of energy and consumables usage were-,conducted for each of
 
the variation points inthe same manner as for the baseline system. .
 
(See "Energy and Consumables Usage Analyses" under "Baseline MIUS Design.")
 
A summary of the data for the variation studies is presented in table 46.
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More detailed data for each of the variations is presented in the follow­
ing figures.
 
Minneapolis 500-unit complex - figures 35, 36(a) to 36(e), and 37
 
Houston 500-unit complex - figures 38, 39(a) to 39(e), and 40
 
Las Vegas 500-unit complex - figures 41, 42(a) to 42(e), and 43 
Washington 300-unit complex - figures 44, 45(a) to 45(e), and 46 
Washington 1000-unit complex - figures 47, 48(a) to 48(e), and 49
 
For each variation point, the data set ispresented in the following
 
order.
 
Annual summary and comparison to conventional
 
MIUS energy utilization flow chart -.annual
 
MIUS energy utilization flow chart - winter
 
MIUS energy utilization flow chart - summer
 
MIUS energy utilization flow chart - fall
 
Conventional energy utilization flow chart - annual
 
The data show that for all the variations inwhich Fairbanks-Morse
 
engines are used, the energy savings range from 29.2 to 31.9 percent for
 
the Houston 500-unit system and the Washington 1000-unit system, respec­
tively. The larger system in Washington reflects a slightly better com­
parison because the larger engine provides a slightly greater amount of
 
high-grade waste heat. Among the 500-unit systems, the energy'comparison
 
was slightly better for the colder climates because thermal storage pro­
vides space heating without cost to the MIUS, whereas the conventional
 
system requires additional fuel. In Minneapolis, on the average winter
 
day, the MIUS made use of all the waste heat available and even required
 
a boiler for a short time period. The relatively low savings of 22.8 per­
cent for the Washington 300-unit system are a reflection of the lower
 
efficiency of the 400-kilowatt Caterpillar engine.
 
Costs
 
Capital and annual-operating-cost estimates have been made for the
 
size and location variations discussed in the preceding paragraphs.
 
First, for the 1000-apartment-unit costing, a detailed assessment of
 
component costs was not generally made as was done for the baseline MIUS;
 
rather, the baseline MIUS costs were scaled according to typical varia­
tions in the cost of major subsystem components, with some assessment of
 
specific costs for particular components. Cost variations for the 1000­
apartment MIUS, from the Chicago or U.S. median to the Washington, D.C.,
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area, were made according to the indexes of table 38. Table 47 illustrates
 
the cost-results for the baseline system and the results for the Washington,
 
D.C., area. Table 48 compares the- ost of the 496-apartment MIUS in Wash­
ington, D.C., with the 992-apartment MIUS. Table 49 compares the cost of
 
the 992-apartment MIUS to the cost of conventional utilities. The costs
 
of conventional utilities were based on the information given in table 42.
 
Peak capacity requirements and total annual production quantities were
 
obtained from the ESOP. Table 50 illustrates the effects of escalation
 
and discounting of O&M costs over a 20-year period.
 
No assessment for the costs of a 300-apartment MIUS has been made.
 
The per-dwelling-unit capital and O&M costs for such an MIUS could be
 
expected to be somewhat higher than the costs for the baseline MIUS, and
 
the increased costs would not appear economically attractive when compared
 
to nominal conventional-system costs. Cost assessment for a 300-apartment­
unit MIUS would require some basic changes in design and/or hardware selec­
tion from the baseline MIUS concept. The baseline MIUS concept uses the
 
smallest Fairbanks-Morse engines available.
 
The costs of a 496-apartment MIUS located in Minneapolis, Minnesota,
 
Houston, Texas, and Las Vegas, Nevada, were computed from the baseline MIUS
 
costs. Each respective location required unique air-conditioning loads
 
and fuel quantities to compensate for the variations in climatic conditions.
 
The regional load variations used are shown intable 51. The capital costs
 
were computed by proportionately scaling the air-conditioning loads and
 
using a capital cost adjustment index (table 38) for each location. Indi­
vidual fuel consumption costs were computed on the basis of the quantity
 
required and the unit fuel cost in each region (table 38). Labor costs
 
were scaled directly by using the indexes for adjustment of the baseline
 
MIUS Chicago costs (table 38). Table 52 presents the results of this analy­
sis.- The annual maintenance costs include all annual costs not included
 
under the fuel or labor columns.
 
No consideration has been given in the costing to conventional elec­
trical power grid interconnections as discussed in the subsection entitled
 
"Grid Interconnect Costs."
 
CONCLUDING REMARKS
 
The conceptual design study reported herein indicated that an MIUS
 
would be cost competitive with conventional utilities and would require

less fossil fuel. For the 496 apartments, with a planned 100-percent
 
occupancy of 1200 residents, the initial outlay inmid-1974 dollars was
 
estimated to be $3540/apartment, with an average monthly utility charge
 
for operations and maintenance of $46.60/apartment. Annual fossil-fuel
 
energy savings, relative to estimated conventional system energy outlays,
 
were 30 percent. Water savings were estimated at approximately 11 per­
cent, and the quantity of solid waste requiring offsite disposal was es­
timated as 80 percent less than that for the conventional case.
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The investigation of design and operating variations for three alter­
nate climate conditions (Las Vegas, Houston, and Minneapolis) indicated' 
no great difference in energy savings. Variations incosts from those 
for Washington, D.C., were less-than 10 percent. An investigation of ­
size-variation effects was not conducted insufficient depth to permit
 
reliable conclusions.
 
Lyndon B. Johnson Space Center
 
National Aeronautics and-Space Administration
 
Houston, Texas, August 1,'1977
 
386-01-00-00-72
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APPENDIX
 
OTHER HEATING, VENTILATION, AND AIR-CONDITIONING CONSIDERATIONS
 
By James 0. Rippey
 
During the course of this study, several modifications or supplements
 
to the heating, ventilation, and air-conditioning system were investigated

to determine the effect on the baseline performance. These considerations
 
include determining the effect of adjusting indoor thermostat settings for
 
energy conservation, using solar collectors for supplying domestic-hot­
water heating, and incorporating evaporative cooling to assist conventional
 
cooling in applicable climates.
 
Effect of Seasonal Variation of Indoor Temperature Settings
 
for Energy Conservation
 
Recent energy conservation measures include the adjustment of thermo­
stat settings to 293.2 K (680 F) during heating periods and to 298.7 K
 (780 F) during cooling periods. A study was made, using the 500-unit
 
apartment complex inWashington, D.C., to determine the effect of these
 
changes from the 296.5-K (740 F) year-round setting used in the baseline
 
study.
 
Figure 50 shows the hourly effect for the average day and the design
 
day during the winter and summer seasons for the aforementioned tempera­
ture settings. The peak design space-heating load was reduced 15.4 percent

(from 949.8 to 803.6 kilowatts (3 243 130 to 2 743 910 Btu/hr)), whereas
 
the average winter day's heating was reduced from 8325.3 to 4577.1 kilowatts
 (28 426 000 to 15 628 000 Btu/hr) for the 24-hour period, a 45-percent
 
reduction. The peak design cooling load was reduced 8.9 percent (from

1906.1 to 1737.3 kilowatts (542 to 494 tons)), and the average daily totals
 
were reduced from 32 073.2 to 24 529.7 kilowatts (9120 to 6975 tons), a
 
24-percent reduction.
 
Reductions in peak hourly loads produce direct reductions in the in­
stalled capacity of heating and cooling equipment. The reductions inwin­ter daily space-heating totals indicate substantial heating-fuel savings,

but the totals are moderated by the domestic-hot-water energy requirements

and by the smaller spring, summer, and fall requitements. Similarly, summer
 
daily cooling totals and the differences attributed to the raised thermo­
stat settings are moderated during the fall, winter, and spring. This is
 
indicated in table 53, which shows the seasonal and annual energy require­
ments for all the utilities furnished to the complex. The annual energy

requirements for the conventional utility system are reduced to 2.6 percent

because of the revised thermostat settings. The MIUS annual energy savings
 
are reduced 1.6 percent; this result indicates a lesser sensitivity of the
 
MIUS to thermostat setting because of the use of prime-mover and incinerator
 
heat energy.
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SOLAR COLLECTION
 
An investigation into the adaptability of currently available sblar
 
flat-plate collectors for the baseline study was performed. Several
 
assumptions were made to accomplish this study, as follows. ­
1. The collectors would be used only to supply domestic hot water,
 
and thereby more high-grade waste energy-for space heating and cool-ing
 
would be allowed.
 
2. A storage system would'be in conjunction with the collector
 
system.
 
3. Collectors would be oriented in a year-round fixed position and
 
mounted on building rooftops only.
 
4. Domestic-hot-water levels above 333.2 K (1400 F) can be main­
tained throughout the average collectionoperiod.
 
5. A simple flat-plate efficiency of 50 percent is reasonable
 
(ref. 64, p. 37, fig. 5).
 
6. Distribution and storage losses were not considered.
 
Climatic tables of mean, daily, usable solar radiation data, direct and
 
diffuse, measured on a horizontal surface (ref. 65, p. 69), were corrected
 
for direction and tilt angle of the collectors. The following table shows
 
the building domestic-hot-water requirements and corresponding ,roof areas,
 
Building Roof area Energy requirement Quantity
 
nitypem2 (ft2) for domestic hot water of
 
(288.7 to 388.7 K buildings

(600 to 1500 F)),
 
... kW (Btu/da)... 
1 945.1 (10 173) 22.6 (1 849 085) 3
 
2 623.4 (6 710) 16.7 (1368 413) 8
 
3 550.0 (5 920) 15.0 (1 227 216) 8
 
4 764.1 (8 225) 63-5- (5204 777)
 
The total domestic-hot-water energy requirement for all buildings was 384.4
 
kilowatts (31.5 x 106 Btu/day).
 
The collectors were mounted facing south and initially tilted-at 400,
 
the approximate latitude of the site. Monthly heat gains were calculated,
 
and itwas apparent that the minimum performance would be in December.
 
As. a result, the heat gains were recalculated for the collectors sloped to
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600, approximately the latitude plus the inclination of the Earth's axis
 
to the orbit plane (23.40), to optimize the collectors for the winter pe­
riod. The heat-gain effects are shown in figure 51(a) for the two collector
 
angles. By using the design-month heat gain, it was then possible to cal­
culate the collector area necessary to meet the domestic-hot-water demand
 
for each building. This result is shown in table 54, and the collector
 
output is plotted for the high-rise apartment building in figure 51(b).
 
It is apparent that solar collectors can adequately be utilized to
 
supply the daily domestic-hot-water demands for each of the buildings on
 
a year-round basis. Sufficient storage would be necessary as a function
 
of probable consecutive cloudy/overcast days, but redundancy could be
 
supplied by the hot-water distribution loop. The desirability of the in­
corporation of solar collectors in an MIUS design is a function of the
 
year-round excess heat levels provided by other equipment, as well as the
 
heat quality.
 
Incorporation of solar collectors in the baseline design indicates
 
the following advantages.
 
1. Although an average winter day has an excess of heat energy from
 
the prime movers and the incinerator, the design winter day with no clouds
 
has a deficiency of 145.2 kilowatts (11.9 x 100 Btu/day),,an amount that
 
could be made up with thermal stgrage. Ifthe domestic-hot-water require­
ment (384.4 kilowatts (31.5 x 100 Btu/day)) were furnished by solar collec­
tors, there would be an excess of available energy. The trade-off between
 
storage size and collector area requires an in-depth study and again re­
quires cool-storage considerations.
 
2. The average summer day uses a total of 9523.5 kilowatts (2708

tons) of absorption cooling and a total of 10 131.9 kilowatts (2881 tons)

of compression cooling. Using the high-grade energy normally provided for
 
the domestic hot water would make possi'ble an additional 1994.0 kilowatts
 
(567 tons) of absorption cooling, a 20-percent reduction in the energy

consumption attributed to the summer compression cooling, and a 2.7-percent

reduction in the total summer electrical consumption.
 
Extrapolation to other locations where more heating or more cooling

is required indicates that incorporation of flat-plate 'ollectors into the
 
MIUS design is a very desirable contribution to energy savings.
 
EVAPORATIVE COOLING
 
An investigation was performed to determine the supplemental effects
 
of evaporative cooling in conjunction with the more conventional compres­
sion cooling. Evaporative cooling is an attractive consideration in hot
 
and dry climates because the energy consumption compared to that of com­
pression cooling is very small. Weather data revealed the major city with
 
the most representative environment of the hot and dry extremes to be Las
 
Vegas, Nevada. Figure 52 is a psychrometric chart for the area showing

average-seasonal conditions based on eight 3-hour periods. Also shown
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is the summer design point (the hourly maximum that is two standard de­
viations above the mean day's peak), and the selected ind6or design point

(296.5 K (740 F), 50 percent relative humidity) with respect to the ASHRAE
 
comfort zone.
 
Evaporative cooling was effected by reducing the average-summer data
 
points along the constant wet-bulb temperature diagonals to either a
 
296.5-K-(740 F) dry-bulb temperature or a 285.4-K (540 F) dewpoint temper­
ature, whichever was reached first. This procedure would provide the ef­
fect of a controlled evaporative cooler in the outside air ventilation
 
intake. Although this system does not lower the internal energy (enthalpy),

it does produce a significant proportion to the desired indoor conditions
 
with a minimum capital cost.
 
With use of the revised temperature and humidtty conditions, the
 
energy to lower the hourly temperatures still above 296.5 K (740 F)to the
 
indoor design temperatures was calculated for sensible cooling. The to­
tals were compared with total sensible'cooling energy from the priginal
 
average-summer conditions. These values in kilowatts-(and in tons) of cool-i
 
ing for the baselihe apartment complex ventilation load are shown infigure
 
53. The daily total for the cooling load without the ventilation load is
 
20 594.4-kilowatts (5 856 tons). Sensible cooling only of the ventilation
 
intake would add 4353.8 kilowatts (1 238 tons), whereas sensible cooling
 
after evaporative precooling would add 1610.7 kilowatts-(458 tons), a 37­
percent reduction in ventilation load and an 11-percent reduction in the
 
total average-summer cooling load. However, this simple, open-system evap­
orative cooler isnot the best solution. It is evident that an enclosed
 
evaporative system that is used to precool the incoming air before a meas­
ured amount of humidity is added could feasibly eliminate the entire aver­
age-summer ventilation load, inwhich case the total cooling load would
 
be reduced by 17.5 percent.
 
In the MIUS application, the compression-air-conditioning electrical
 
demand is 16 percent of the total electrical demand for the summer. There­
fore, the summertime reduction of electrical energy consumption due to
 
the open evaporative cooling system in the illustrated case is6 percent

and could be as much as 16 percent with the enclosed evaporative system.

The average-summer conditions represent the only period of the year in
 
which evaporative cooling would have a significant effect, and the savings ­
based on annual electrical consumption are approximately 3 percent and 
4.7 percent, respectively. These potential savings suggest incorporation
 
of evaporative precooling in applicable dlimates.
 
79
 
REFERENCES
 
1. Fulbright, Ben E.: MIUS Community Conceptual Design Study.
 
NASA TM X-58174, 1976.
 
2. Uniform Building Code. Internat. Conf. Build. Officials (Whittier,
 
Calif.), 1970.
 
3. Drinking Water Standards. Pub. Health Service Publ. No. 956, U.S.
 
Government Printing Office, 1962.
 
4. Stallings, R. D.; Rochelle, W. C.; and Ferden, F. L.: Energy Systems
 
Optimization Program (ESOP) Users Guide, Update 4 (Vol. I and
 
II); Energy Systems Optimization Program (ESOP) Users Guide,
 
Update 4, Economic Data Base (Vol. III). Rep. no. LEC 5041,
 
Lockheed Electronics, Inc. (Aerospace Systems Division), 1974
 
(Vol. I and II)and 1975 (Vol. III).
 
5. Handbook of Fundamentals. ASHRAE (New York, N.Y.), 1972.
 
6. Local Climatological Data. Annual Summary With Comparative Data.
 
Washington, D.C., National Airport. U.S. Department of Commerce,
 
National Oceanic and Atmospheric Administration Environmental
 
Data Service, National Climatic Center, Federal Building, Asheville,
 
N.C., 1973.
 
7. Black, R. J.; Muhich, A. J.; et al.: The National Solid Wastes
 
Survey; an Interim Report. U.S. Department of Health, Education,
 
and Welfare (Cincinnati, Ohio), 1968.
 
8. Solid Waste Management in Residential Complexes. Greenleaf/Telesca
 
(HEW Contr. CPE 70-136), 1971. (Available from GPO as stock
 
no. 5502-0060.)
 
9. De Marco, Jack; Keller, Daniel J.; Lockman, Jerold; and Newton,
 
James L.: Incinerator Guidelines - 1969. U.S. Dept. of Health,
 
Education, and Welfare, Bureau of Solid Waste Management (Cincinnati,
 
Ohio), 1969.
 
10. 	Dunn, D. F.'; and Larson, T. E.: Relationship of Domestic Water
 
Use to Assessed Valuation, With Selected Demographic and Socioeconomic
 
Variables. 3. American Water Works Assoc., vol. 55, no. 4, Apr.
 
1963, pp. 441-450.
 
11. 	Larson, B. 0.; and Hudson, H. E., Jr.: Residential Water Use and
 
Family Income. J. American Water Works Assoc., vol. 43, no. 8, Aug.
 
1951, pp. 603-611.
 
12. Heukelekian, H.; and Balmat, J. L.: Chemical Composition of Particulate
 
Fractions of Domestic Sewage. Sewage Indus. Wastes, vol. 31,
 
no. 4, Apr. 1959, pp. 413-423.
 
80
 
13. McCallum, Gordon E.: Advanced Waste Treatment and Water Reuse.
 
J. Water Pollution Control Federation, vol. 35, no. I-,Jan. 1963,
 
pp. 1-10.
 
14. 	Clark; Curtis M.; 'and Watson, K.,5.;: Garbage Grinders Add Only
 
30% to the BOD and Suspended Solids Loading of Domestic Sewage
 
but Practically Nothing to the Total Sewage Volume. American
 
City, vol. 77, no. 6, June 1962, pp. 102-105.
 
15. Watson, K. S.; and Clark, C. M.: What Ground Garbage Does to a
 
Sewerage System. American City, vol. 76, no. 7, July 1961,
 
pp. 108-111.
 
16. Manual of Septic-Tank Practice. U.S. Public Health Service'Pub.
 
no. 526, U.S. Dept. of Health, Education, and Welfare (Rockville,'
 
Md.), 1967.
 
17. Watson, K. S.; Farrell, R. P.; and Anderson, J. S.: The Contribution
 
From the Individual Home to-the Sewer System. J. Water Pollution
 
Control Federation, vol. 39, no.- 12, Dec. 1967, pp. 2039-2054.
 
18. 	Clark, B. D.: Houseboat Waste Characteristics and Treatment.
 
NTIS publication PB 208 438, Apr. 1968.
 
19. 	Clark, B. D.: Houseboat Wastes: Methods for Collection and Treatment.
 
NTIS publication PB 208 439, June 1967.
 
20. 	Linaweaver,-F. P., Jr.; Geyer, John C.; and Wolff, Jerome B.:
 
Residential Water Use Research Project. Final and Summary Report
 
on the Residential Water Use Research Project. Johns Hopkins
 
University, June 1966.
 
21. 	Metcalf and Eddy, Inc.: Wastewater Engineering: Collection,
 
Treatment, Disposal. McGraw-Hill Book Co., Inc., 1972.
 
22. 	Steel, Ernest William: Water Supply and Sewerage. McGraw-Hill
 
Book Co., Inc., 1960.
 
23. Fair, Gordon Maskew;,Geyer, John Charles; and 'Okun- Daniel Alex-a6der:
 
Water and Waste Water Engineering. Vols. I and II.-Jqhn Wiley
 
and Sons, 1968.
 
24. Bailey, James R.; Benoit, Richard J.; et al.: A Study of Flow
 
Reduction and Treatment of Wastewater in Households. Water Pollution
 
Control Research Series 11050 FKE, Dec, 1969.
 
25. 	Murawczyk, Carlos: Water Recovery and Solid Waste Processing
 
for Aerospace and Domestic Applications. NASA CR-128839, 1973.
 
26. 	Goldstein, Steven; and Moberg, Walter J., Jr.: Technical Manual
 
on Wastewater Treatment Systems for 'Rural Communities. The Mitre
 
Corp. Rep. MTR-6233, Aug. 1972.
 
81
 
27. 	Haney, Paul D.; and Hamann, Carl L.: Dual Water Systems. J.
 
American Water Works Assoc., vol. 57, no. 9, Sept. 1965,
 
pp. 1073-1098.
 
28. Wolff, J. B.: Peak Demands in Residential Areas. J.American
 
Water Works Assoc., vol. 53, no. 10, Oct. 1961, pp. 1251-1260.
 
29. Watson, K. S.: Water Requirements of Dishwashers and Food Waste
 
Disposers. J. American Water Works Assoc., vol. 55, no. 5, May

1963, 	pp. 555-559.
 
30. Cooling Towers. Model "F"Series, Forced Draft, 19 Models Ranging
 
From 25 to 1000 Tons. Binks Bulletin 481R-l, Binks Manufacturing

Co., Cooling Equipment Division (Franklin Park, Ill.), 1972.
 
31. 	Consumat Systems, Inc., Combustion Division, Richmond, Va. Incinerator
 
Systems (Solid, Liquid, Sludge), Waste Handling and Ash Removal,
 
Heat Recovery Systems, and Open Pit Burners. Consumat Catalog
 
No. 3-674, May 1974.
 
32. 	Pringle, L. Marion, Jr.: Technology Evaluation of Control/Monitorihg
 
Systems for MIUS Application. NASA TM X-58135, 1974.
 
33. The Clean Air Act. Public Law 89-272.
 
34. The Federal Water Pollution Control Act of 1972. Public Law 92-500.
 
35. Code of Federal Regulations, title 40, part 51.
 
36. Code of Federal Regulations, title 40, part 52.
 
37. Code of Federal Regulations, title 40, 100 series.
 
38. Code of Federal Regulations, title 40, parts 126 and 130.
 
39. Code of Federal Regulations, title 40, parts 124 and 125.
 
40. Code of Federal Regulations, title 40, part 81.
 
41. Federal Regulations, title 36, part 22421, Nov. 25, 1971, section 81.12.
 
42. 	Federal Regulations, title 36, part 22398, Nov. 25, 1971, as amended
 
through title 38, part 27287, Oct. 2, 1973.
 
43. Code of Federal Regulations, title 40, part 502.
 
44. Federal Regulations, title 36, part 22384, Nov. 25, 1971, as amended
 
by title 38, part 25678, Sept. 14, 1973.
 
45. 	Larsen, Ralph I.: A Mathematical Model for Relating Air Quality
 
Measurements to Air Quality Standards. Rep. no. AP-89, U.S.
 
Environmental Protection Agency, Nov. 1971.
 
82
 
46. Federal Regulations, title 38, part 20752, Aug. 2, 1973.
 
47. Code of Federal Regulations, title 40, part 50, appendix F.
 
48. Federal Regulations, title 38, part 15180, June 8, 1973.
 
49. The Federal Solid Waste Disposal Act. Title II,Public Law 89-272 
- 89th Congress, S 306, Oct. 20, 1965 - and Public Law 91-512 
- 91st Congress, HR 11833, Oct. 26, 1970. 
50'. Federal Regulations, title 38, part 10544.
 
51. Code of Federal Regulations, title 40, parts 240 and 241.
 
52. Process Plant Construction Estimating and Engineering Standards.
 
Richardson Engineering Services, Inc., Downey, Calif., 1973.
 
53. Building Construction Cost Data - 1973. Robert Means Co. (Duxbury,
 
Mass.), 1973.
 
54. 1973 Building Cost File, Central Edition. Construction Pubishing
 
Co. (New York, N.Y.), 1973.
 
55. 	Handbook of Labor Statistics. U.S. Bureau of Labor Statistics
 
Bulletin 1735, U.S. Government Printing Office, 1972. ,
 
56. The 1970 National Power Survey of the Federal Power Commission.
 
U.S. Government Printing Office, 1971.
 
57. 	1972 Report on Diesel and Gas Engines Power Costs. The American
 
Society of Mechanical Engineers, 1972i
 
58. 	Estimating Costs and Manpower Requirements for Conventional Wastewater
 
Treatment Facilities. Rep. no. 17090 DAN, Environmental Protection
 
Agency, Oct. 1971.
 
59. Dodge, F. W.: Building Cost Calculator and Valuation Guide.
 
Tenth ed., April to June 1973, McGraw-Hill Book Co., Inc., 1973.
 
60. Kramer, B. M., Jr.: Selection of Utilities, Part III and IV (Combined).
 
Initial Costs; Annual Expenses for Replacement, Maintenance, and
 
Repairs; and the Annual Expense Factor of Facilities and Equipment.
 
HUD Bulletin LR-11, Apr. 1972.
 
61. Pilot-Demonstration Project for Industrial Reuse of Renovated
 
Municipal Wastewater. Rep. no. 670/2-73-064, Environmental Protec­
tion Agency, Aug. 1973.
 
62. 	Process DesignManudl for Carbon Absorption. Environmental Protection
 
Agency Report, Oct. 1971.
 
63. Platt's Oilgram. McGraw-Hill Book Co., Inc., Jan. 29, 1974.
 
83
 
64. Yellott, John I,: Utilization of Sun and Sky Radiation for Heating
 
and Cooling of Buildings. ASHRAE Heating, Refrigerating and
 
Air-Conditioning Journal, vol. l , no. 12, 1973, pp. 31-42.
 
65. 	 Department of Commerce: June 1968 Climatic Atlas of the United
 
States.
 
84
 
TABLE I.-SITE DESCRIPTION
 
Unit count .... ... ... ... ... .. .... 496
 
Total area, km2 (acres)............... 0.05 (11.18)
 
Densities
 
Units/km2 units/acre) . ........... ...I.10'946.8 (44.3)
 
Persons/km (person/acre) . ...... ". 26 316.7 (106.5)
 
Parking

Car space count ........... 740
 
Spaces/unit . ... ... ..... .. 1.5
. 5... 

Irrigated green space, m2 "(ft 2)... .... ..... 8832.3 (95 070)
 
Pool count ........... ................ 2
 
Pool volume
 
Pool number i,,m3 (ft ... 
3).................  621.0 (21 930)

Pbol number 2, m3 (ft3 ). . ............... 175.6 (6200)
 
TABLE 2.- BUILDING VOLUMES
 
Building type No. Conditioned volume in
 
of bdildings -each building, m3 (ft3)
 
Low-rise; singles 3 7 777.4 (274 657)
 
Low-rise; family, 8 5 130.2 (181 170)
 
Low-rise; family 8 4 526.2 (159 840)
 
High-rise; singles 1 24 338.7 (859 512)
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TABLE 3.- UNIT DESCRIPTION FOR 496-UNIT COMPLEX
 
Unit type No. of Building type Apartment type! No. of Area,
 
units no. of bedrooms people/ m2 (ft2)
 
unit
 
A 36 Low-rise; singles Efficiency 1 40.6 (437)

B 36 Low-rise; singles 1 l.5 69.7 (750)
 
C 36 Low-rise; singles 2 2 92.9 (1000)
 
D 120 Low-rise; family 1 2 74.3 (800)

E 120 Low-rise; family 2 3.5 92.9 (1000)
 
F 48 Low-rise; family 3 4.5 116.1 (1250)
 
G 20 High-rise; singles Efficiency 1 41.8 (450)

H 40 High-rise; singles 1 1.5 65.0 (700)
 
J 10 High-rise; singles 1 1.5 69.7 (750)
 
K 30 High-rise; singles 2 2 92.9 (1O00)
 
TABLE 4.- APARTMENT VERTICAL DIMENSIONS
 
(From ref. 2)
 
(a)Low-rise
 
Floors, no . 3
 
Floor-to-floon height, m (ft)..... ... . . .- 2.7 (9.0)
 
floor-to-ceiling height, m (ft)
 
Living units ..... ................- 2.4 (8.O)
 
Corridors .. ... 2.1 (7.0)
 
(b)Iigh-rise
 
Floors, no. .I..... ... ... ... .... 11
 
Floor-to'floor height, m (ft)

First floor ....... .............. ... 3.7 (12.0)
 
Each remaining floor . . .... ........... 2.6 (8.5)
 
Floor-to-ceiling height, m (ft)

First floor ........ ............ ... 2.9 (9.5)
 
Each remaining floor .......... ....... 2.4 (8.0)
 
Corridors ... .... ......... ...... 2.1 (7.0)
 
TABLE 5.- BUILDING MATERIALS DESCRIPTION
 
Glazing, m2 (ft2),
 
50-percent operable glass/unit .... ........ ... 3.9 (42)
 
100-percent operable glass/bedroom .... ........ .1.1 (12)
 
U-factors (heat-transfer coefficients)
 
Walls ... ..... ...... ............... 0.07
 
Roof ....... ... ..................... 0.05
 
Glazing .... ...................... .1.06
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TABLE 6.- EQUIPMENT
 
(a)Kitchen equipment
 
Description 

Cooking range with 

vent hood
 
Oven 

Refrigerator-freezer
 
Dishwasher 

Disposal unit 

(b)Laundry equipment
 
Building type Description 

Low-rise Washer 

Double-load-

capacity dryer
 
High-rise Washer 

Double-load-

capacity dryer
 
No./unit
 
1
 
1
 
1
 
1
 
Total no.
 
56
 
28
 
14
 
7
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TABLE 7.- DAILY ELECTRICAL PROFILE INPUT TO THE ESOP
 
FOR A 496-UNIT APARTMENT COMPLEX
 
Time of day Electrical demand, kW
 
Domestica Auxiliaryb
 
(for 2a summer day)
 
12 p.m. 510 120
 
1 a.m. 435 100
 
2 a.m -392 97
 
3 a.m. 318 90
 
4 a.m. 318 88
 
5 a.m. 318 84
 
6 a.m. 318 88
 
7 a.m. 371 93
 
8 a.m. 445 97
 
9 a.m. 414 98
 
10 a.m. 382 100
 
11 a.m.' 382 108
 
12 m. 382 112
 
1 p.m. 382 115
 
2 p.m. 382 119
 
3 p.m. 382 124
 
4 p.m. 382 130
 
5 p.m. 465 135
 
6 p.m. 615 140
 
7 p.m. 742 144
 
,8p.m. 844 150
 
9 p.m. 844- 150
 
10 p.m. 844 150
 
11 p.m. 685 140
 
aDomestic electrical load includes range, refrigerator, dishwasher,
 
disposal, lighting (outdoor and hallway.), small appliances, and air­
handler motor loads.
 
bDoes not include chiller power. 
Chiller power is developed in
 
the ESOP;
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TABLE 8.- TOTAL DOMESTIC ELECTRICAL DEMAND
 
ACCORDING TO BUILDING TYPE
 
(Washington,, D.C.;,2o summer; no cloud cover)
 
Time of day Total-electrical demands, kW
 
Bldg. type 1 Bldg. type 2 Bldg. type 3 Bldg. type 4
 
12 p.m. 67.6 

1 a.m. 57.7 

2 a.m. 52.0 

3 a.m. 42.2 

4 a.m. 42.2 

5 a.m. 42.2 

6 a.m. 42.2 

7 a.m. 49.2 

8 a.m. 59.0 

9 a.m. 54.9 

10 a.m. 50.6 

11 a.m. 50.6 

12 m. -50.6 

1 P.m. 50.6 

2 p.m. 50.6 

3 p.m. 50.6 

4 p.m. 50.6 

5 P.m. 61.6 

6 p.m. 81.5 

7 p.m. 98.4 

8 p.m. 112.0 

9 P.m. 112.0 

10 P.m. 112.0 

11 P.m. 90.8 

201 

171 

154 

125 

125 

125 

125 

146 

175 

163 

150--

i50 

150 

150 

150 

150 

150 

183 

242 

292 

332 

332 

332 

270 

174 68.0
 
148 58.0
 
133 52.3
 
108 42.4
 
108 42.4
 
108 42.4
 
108 42.4
 
126 49.5
 
151 59.4
 
141 55.2
 
130 51.0
 
130 51.0
 
130 51.0
 
130 51.0
 
130 51.0
 
130 51.0
 
130 51.0
 
158 62.0
 
209 82.0
 
252 99.0
 
287 112.6
 
287 112.6'
 
287 112.6
 
233 91.4
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TABLE 9.- AVERAGE DAILY DOMESTIC WATER DEMANDS BY BIJLDING TYPE
 
r 
Type of Quantity of water demand, m3/day (gal/day)
 
water demand
 
Building Building Building 

type 1 type 2 type 3 

Daily hot water 28.0 (7 388) 55.2 (14 75) 49.5 (13 071) 

Kitchen 7.5 (1 976) 11.8 (3 110) 11.2 (2 959) 

Laundry 10.3 (2 727) 13.8 (3 636) 13.8 (3 636) 

Bath 10.2 (2 685) 29.6 (7 829) 24.5 (6476) 

Daily cold water 24.0 (6 329) 64.0 (16 913) 53.8 (14 217) 

Kitchen .9 (238) 2.4 (634) 2.0 (533) 

Laundry 4.0 (1 053) 5.3 (1 404) 5.3 (1 404) 

Bath 4.4 (1 150) 12.7 (3 355) 10.5 (2 776) " 

Toilet 14.7 (3 888) 43.6 (11 520) 36.0 (9 504) 

Daily total water 52.0 (13 717) ' 119.2 (31 488) 103.3 (27 288) 
Kitchen 8.4 (2 Z14) 14.2 (3 744) 13.2 (3492)
Laundry 14.3 (3 780) 19.1 (5040) 19.1 (5040) 
Bath 14.5(3 835) 42.3 (11 184) -35.0 (9 252) 
Toilet 14.7 (3 888) 43.6-(Il 520) 36.0 (9 504) 
Building
 
type 4
 
26.2 (6 930)
 
7.0 (1 839)
 
9.6 (2 525)
 
9.7 (2 566)
 
22.8 	 (6 021)
 
.9 (226)
 
3.7 (975)
 
4.2 (1 100)
 
14.1 (3 720)
 
49.0 (12 951).
 
7.8 (2 065)

13.2 (3 500)
 
13.9 (3 666)
 
14.1 (3 720)
 
TABLE 10.- 496-UNIT DESIGN CASE
 
ELECTRICAL LOADS PROFILE
 
(Washington, D.C.;, with thermal storage; summer 2o) 
Time of day Electrical demand, kW
 
12 p.m. 630
 
1 a.m. 535
 
2 a.m, 489
 
3 a.m. 408
 
4 a.m. 406
 
5 a.m. 402
 
6 a.m. 406
 
7 a.m. 464
 
8 a.m. 541
 
9 a.m. 512
 
10 a.m. 482
 
11 a.m. 490
 
12 m. 494
 
1 p.m. 497
 
2 p.m. 501
 
3 p.m. 506
 
4 p.m. 512
 
5 p.m. 600
 
6 p.m. 755
 
7 p.m. 886
 
8 p.m. 994
 
9 p.m. 994
 
10 p.m. 994
 
11 p.m. 825
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TABLE 11 - SPECIFICATIONS FOR FAIRBANKS-MORSE DIESEL GENERATOR 
(Model 3808 1/8, 4 cylinders; 478 kW (rated) at 75.4 rad/sec (720 rpm)) 
Load, 
kW 
Portiob of, 
full load, percent 
Specific fuel 
consumption J/J 
(Btu/kWh5 
, 
-Wtr3ce 
(394.3 K (250o F)) 
Heat recovered hourly, 
MJ (Btu) 
Exhaust 
(394.3 K (2500 F)) 
Lube oili 
(358.2 K (1850 F)) 
Electrical conversion 
efficiency, 
percent 
- Thermal 
efficiency, 
percent 
120 
239 
359 
478 
525 
25 
50 
75 
100 
110 
4.1 (13-924) 
32 (10921) 
3.0(10 239) 
3.0 (10 239) 
3 0 (10 375) 
168.70 (0.16xi06) 
231 96(22 
316.31 (.30) 
421.74 (40) 
485.00 (.46) 
94.89 (o.09xlO6) 
295.22 28) 
537.72 .51) 
854.02 (.81) 
1001 63 (.95) 
295 22 (O.28x1O6 ). 
411 20 (.39) 
611.52(58) 
759 13 (.72) 
854.02 (.81) 
24 
\31 
33 
33.4 
33 
55 
65 
71 
73 
74 
TABLE 12.- POWER GENERATION EQUIPMENT LIST 
Item Quantity 
Diesel generator, model 38D 1/8, rated at 478 kW, 75.4 rad/sec (720 rpim) 
Diesel generator, model D379B1, rated at 400 kW, 125.7 rad/sec (1200 rpm) 
Vapor-phase heat-recovery unit, model VP-4860 
Condensate tank I1 
Airblast heat exchanger (for lube-oil heat-recovery bypass) -
Heat exchanger (for lube-oil heat recovery) 
Prime-mover oil-cooler heat exchanger 
Prime-mover water-jacket ci rcul ating pump 
Condensate pump, 0.25 kW (0.33 hp) 
3 
1 
Z 
I 
3 
3 
2 
TABLE 13.- UVAC MAJOR 
Item Desin requirement 
Chillers
 
Absorption, kW (tons) ..... ...... 776.9 (220.9) 
CoWression, kW (tons) . . . . ..1406.7 (400) 
Cooling tower, m3/min (gal/min) 7.07 (1867) 
Boiler/incinerator burner ......... None required 
Thermal-storage tank, 03 (ft 3) . . . . 124.j (25 59o) 
Rference 30.-

EQUIPMENT SELECTION
 
Size of unit 

777.2 (2211
7.3A (200) 
a7.16 (1892) 

Not applicable 

728.9 (25 740) 

Selection 
No. of units 

1 
2 
1 

Not applicable 

I 

Type of unit 
4-cell a
 
Not applicable
 
Rectangular,
 
concrete,
 
underground
 
TABLE 14.- SOLID-WASTE SUBSYSTEM.COMPONENTS
 
Item Quantity
 
Small tractor for transporting carts to incinerator I 
Consunat loader, model t.375D, for incinerator loadinga
Consumat incinerator, model C-225 
1 
I 
Automatic ash-removal system I 
Heat-recovery boiler I 
Oil burner 3 
Flaie sensor 3 
Loader fire-control fog system 
Storage container for ashes, 7645 liters (10 y03) 
I 
I 
Wheeled collection cart 48 
Gravity-chute charging,station 76 
Gravity chute 23 
Sludge holding tank 
Auger 
-
aReferenee 31. 
TABLE 15.- WASTEWATER TREATMENT PLANT
 
EFFLUENT-QUALITY REQUIREMENTS-
Charasteristic Requisite
 
effluent quality
 
Turbidity, Jackson turbidity units ....... <1
 
-_ Alkalinity (calcium carbonate), p/m ... ...... _ <245
 
Hardness (calcium carbonate), p/m . . . . <200 
Hydrogen-ion concentration, pH . . . I . . 6.9 to 7.1 
Biological oxygen demand, p/m ...... ....... <5
 
Chemical oxygen demand, p/m...... .......... <15
 
Total nitrogen, p/m ........ .............. <3
 
Sulfates, p/m ... ............... . ... <15
 
Chlorides, p/m........ <55
 
Phosphates, p/m ............ <1
 
Total solids, p/m ....... ............... <1000
 
Coliform, most probable no.a ......... .<2
 
aReference 22, page 211.
 
TABLE 16.- POWER DISTRIBUTION EQUIPMENT LIST
 
Item Quantity 
600-kVA switchgear at 460 V (rms), 3-phase 4
 
1700-kVA transformer at 460 V (rms), 3-phase 1 
1700-kVA switchgear at 4160 V-(rms), 3-phase I 
250-kVA switchgear at 4160 V.(rms), 3-phase 1 
240-kVA switchgear at 4160 V (rms). 3-phas6 2 
200-VA switchgear at 4160 V (rms), 3-phase 1 
1504VA swltchgear at 4160 V (rms), 3-phase 1 
80-kVA transformer at 4160/240/120 V (rms), 1-phase 9 
70-kVA transformer at 4160/240/120 V (rms), 1-phase 3
 
.5O-kVA transformer at 4160/240/120 V (rms), 1-phase 3
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TABLE 17.- INSTRUMENTATION AND CONTROL REQUIREMENTS
 
Subsystem No. of control valves No. of monitor points, 
or functional area bilevel and 
analogs 
2-way 3-way 2-way 3-way 
throttle throttle solenoid solenoid 
Prime movers, 
generator, and heat 
recovery 11 0 1 0 123 
Incinerator hpat 
recovery 
Fire-fighting-water 
1 0 1 0 8 
storage tank 0 0 0 0 20 
Water distribution, 
boiler makeup 0 0 8 0 24 
HVAC - 3 chillers and 
thermal storage 1 2 0 3 58 
Steam/condensate 
distribution 9 0 0 0 15 
HVAC - hot-water thermal 
storage and domestic hot 
water 0 3 0 3 12 
Water and 
liquid-waste 
treatment 0 0 2 2 51 
Totals 22 5 12 8 311 
TABLE18- DISTRIBUTIONOF CONTROLVALVES 
Functional area 
Priam sove 
IcInerator 
Flreflghting-water storage
Water dlstribution 
WC- chillers 
Stecondesosate 
dlstrlbtl on 
MAC - hot water 
Water ad liqui6-waste 
No of 2-way throttle valves of size -
13to25co 51c 736. 102O 152 (05 tolI in) (2 In) (In) (4 In) (6in) 
0 11 0 0 0 
0 0 0 0 1 
0 0 0 0 0 
0 0 0 0 0 
0 0 0 0. 0 
0 0 0 0 5 
0 0 0 0 0 
0 0 1 0 
203oa (8in) 
0 
0 
0 
0 
1 
0 
0 
0 
No of 3-wna4throttle valves of size -
76. 10.2es IS2 c 203ai 30 Sa (3in) (4 In (6in) (8in (12 in) 
0 0 0 0 0 
0 0 0 0 0 
0 a a a 0 
0' 0 0 -0 
0 0 0 5 0 
0 0 0 0 0 
0 0 0 6 0 
1 0 0 0 0 
No of 2-way 
solenoidvalvesofsle -
13 2Sn Sloa (0 6in) (1 In.) (2 n) 
0 0 
0 0 
0 0 0 
0 0 8 
0 0 0 
0 0 0 
0 0 a0 
0 - 0 1 
No 'of 3-w7y
solenoidvalvesof size -
13o3San 5n1 (0Sin) (1 in) (2 in.) 
0 0 0 
0 & 0 
0 0 0 
0 0 0 
0 0 0 
0 0 
0 0 0 
0 00 
Totals 0 11 1 0 11 1 1 0 0 11 0 0 0 11 0 0 0 
to 
TABLE 19.- FEDERAL REGULATIONS CONCERNING ATTAINMENT OF
 
NATIONAL AIR QUALITY STANDARDS
 
(a)Pollutant priorities
 
Air Quality Standards-attainment priority assigned to -

Control Region
 
Particulate Sulfur Nitrogen Carbon Photochenmical
 
matter oxides oxides monoxide oxidants
 
National Capital I I I I I
 
Interstate
 
(b)Achievement dates
 
Air Quality Standards-attainment achievement date assigned to -

Control Region
 
Particulate Sulfur Nitrogen Carbon Photochemical
 
matter oxides oxides monoxide oxidants
 
Primary Secondary Primary Secondary Primary Secondary 
fttional Cpital 'aJune 1975 aJune 1-975 June 1975 'June 1975 aJune 1975 aune 1975 bMay 31, 1977 bMay 31. 1977 
Interstate 
aPrescribed by the Admnistrator because the plan did not provide a specific date or the date provided was not acceptable. 
bTransportation or land use control strategy to be submitted no later than April 15, 1973. 
-- 
-- 
Pollutant 

Sulfur oxides
 
Annual arithmetic mean 

24-hr max. 

3-hr max. 

Particulate matter
 
Annual geometric mean 

24-hr max. 

Carbon monoxide
 
1-hr max. 

8-hr max. 

Nitrogen dioxide 
Annual arithmetic mean 
Photochemical oxidants
 
1-hr max. 

TABLE 20.- POLLUTION PRIORITY LEVELS
 
Concehtration, g/m3 (p/m by volume)a
 
Priority I 

>100 (0.04) 

>455 (.17) 

>95 

>325 

55 

214 

:110 

195 

(48 

(8 

(.06) 

(.10) 

Priority II 

60 to 100 (0.02 to 0.04) 

260 to 455 (0.10 to 0.17) 

1300 (0.50) 

60 to 95 

150 to 325 

Priority III'
 
<60 (0.02)
 
<260 (.10)
 
<1300 (.50)
 
<60
 
<150
 
<55 (48
 
<14 (8
 
<110 (.06)
 
<195 (.10)
 
aParagraphs 51.3 '(a) (1)(6)and 51.3 (b)i of reference 35: 
 "Ambient
 
concentration limits expressed as micrograms per cubic meter and parts ppr million
 
by volume (p/m in parentheses)."
 
TABLE 21.- NATIONAL AIR QUALITY STANDARDS
 
Pollutant 

Sulfur oxides (sulfur dioxide)
 
Annual arithmetic mean 

24-hr max. (l/yr) 

3-hr max. (l/yr) 

Particulates
 
Annual geometric mean 

24-hr max. (1/yr) 

Carbon monoxide
 
8-hr max. (1/yr) 

1-hr max. (I/yr) 

'Photochemical oxidants
 
1-hr max. (1/yr) 

Hydrocarbons
 
3-hr max. (6to 9 a.m.) 

(1/yr)
 
Nitrogen dioxide
 
Annual arithmetic mean. 

Standard, pg/m3 (p/m)
 
Primary Secondary
 
80 (0.03) 
-­
365 (.14) -­
-- 1300 (0.5) 
75 60
 
260 150
 
10 (9) 10 (9)
 
40 (35) 40 (35)
 
160 (.08) 160 (.08)
 
160 (.24) 160 (.24)
 
100 (.05) 100 (.05)
 
100
 
--
--
-- 
TABLE 22.- EXISTING POLLUTION LEVELS COWARED TO AIR QUALITY STANDARDS
 
Pollutant 

Sulfur oxides
 
Annual arithmetic mean 

24-hr max. (l/yr) 

3-hr max. (1/yr) 

Particulates
 
Annual geometric mean 

24-hr max. (l/yr) 

Carbon monoxide
 
8-hr max. (l/yr) 

1-hr max. (1/yr) 

Photochemical oxidants
 
1-hr max. (1/yr) 

Hydrocarbons
 
3-hr max. 

Nitrogen oxides
 
Annual arithmetic mean 

aEstimated by author.
 
Existing pollution 

level, p/m 

(pg/m3)
 
0.05 

.23 

.46 

(104) 

a(360 ) 

25 

44 

.24 

.4 

.07 

Ratio existing level 

to primary standard 

1.67 

1.64 

1.38 

1.38 

2.78 

1.26 

3.0 

1.67 

1.40 

Ratio existing level
 
to secondary standard
 
0.92
 
1.73
 
2.40
 
2.78
 
1.26
 
3.0
 
1.67
 
1.40
 
TABLE 23.- COMPILATION OF CONTROL STRATEGY EFFECTS FOR THE MARYLAND PORTION OF
 
THE NATIONAL CAPITAL INTERSTATE REGION ON MAY 31, 1977
 
Emission and recuction categories Carbon monoxide Hydrocarbons
 
Mg (ton) Percent Mg (ton) Percent
 
per of total per of total
 
peak reduction peak reduction
 
period required period required
 
Stationary source emissions without 70.8 (78) -- 13.0 (14.3) -­
control strategy 
Expected reduction from:
 
Dry-cleaning-vapor recovery 0 0 1.0 (1.1) 8.7
 
Gasoline-handling-vapor recovery 0 0 4.5 (5.0) 39.4
 
Other stationary source rule 0 0 0 0
 
strengthening
 
Stationary emissions remaining 70.8 (78) -- 7.5 (8.2) --
Mobile emissions from highway 449.1 (495) -- 17.5 (19.3) -­
light- and heavy-duty vehicles 
without control strategy 
Ex ected reduction from:
 
Vehicle inspection and maintenance 23.6 (26) 28.0 1.4 (1.5) 11.8
 
Vacuum spark advance disconnect 2.7 (3) 3.2 .4 (.4) 3.1
 
retrofit before 1968 cars
 
Catalytic retrofit of fleet 4.5 (5) 5.4 .2 (.2) 1.6
 
light-duty vehicles 
Mass transit improvements 19.1 (21) 22.6 2.4 (2.7) 21.3 
Heavy-duty-vehicle peak-hour 24.5 27 29.0 .9 1.0 7.9 
delivery ban
 
Aircraft model program 10.0 (11.0) 11.8 .7 (.8) 6.3
 
Mobile emissions remaining 364.7 (402) -- 11.5 (12.7) --
Total emissions without strategy 519.9 (573) -- 30.5 (33.6) --
Total reductions 84.4 (93) 100.0 11.5 (12.7) 100.1
 
Total emissions remaming 435.5 (480) -- 19.0 (20.9) -­
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TABLE 24.- CARBON MONOXIDE AND HYDROCARBON EMISSIONS FROM THE MIUS USING DIESEL FUEL
 
(a)Min4mum, average, and maximum
 
Season Carbon monoxide emissions, g/hr Hydrocarbon emissions, g/r
 
Min. Av. Max. Min. Av. Max.
 
Spring 342 465 706 120 164 250 
Summer, av. - 333 492 706 118 174 250 
Summer, 2a , 508 590 706 179 208 250 
Fall 343 466' 706 121 164 250 
Winter 330 449 706 116 159 250 
(b)Additional data
 
Time Days/time Carbon m6noxide emissions Hydrocarbon emissions
 
period period _.
 
g/hr g/time perioda (tons/tume period)b g/hr g/time perioda (tons/time period)b
 
N't
 
Spring 92 465 1 026 720 (1.13) 164 362 112 (0.40)
 
Summer 92 492 1 086 336 (1.20) 174 384 192 (0.42)
 
Fall 91 466 1 017 744 (1.12) 164 35 176 (0.40)
 
Winter 90 449 969 840 (1.07) 159 343 440 (0.38)
 
Whole year 365 -- 4 100 640 (4.52) -- 1[447 920 (1.60)
 
aGrams per hour times hours per day times days per time period.
 
bGrams per time period divided by grams per ton.
 
Total, 

Mg/yr (ton/yr) 

117 050.4 (129 026) 

TABLE 25.- PROJECTED ANNUAL EMISSIONS FOR THE ENTIRE MARYLAND-AREA 
AND THE FRACTIONAL PART DUE TO THE MIUS 
Carbon monoxide 
MIUS 
contribution, 
Mg/yr (ton/yr) 
4.10 (4.52) 
Fractional part 
due to the MIUS, 
percent 
0.0035 
Total, 
Mg/yr (ton/yr)a 
5092.0 (5613) 
Hydrocarbons 
MIUS 
contribution, 
Mg/yr (ton/yr) 
1.45 (1.60) 
Fractional part 
due to the MIUS, 
percent 
0.0285 
aEstimated from ratio of total hydrocarbon emission (peak period) to total carbon monoxide emission (peak period);
 
20.91480 = 0.0435.
 
C) 
Item 

Electrical power 

Water supply 

Wastewater and 

firefighting water
 
HVAC 

Solid waste 

Controls 

MIUS housing

Miscellaneous costs 

System operating crew 

System totals 

TABLE 26.- BASELINE MIUS CAPITAL AND ANNUAL O&M COST SUMMARY
 
(1974 dollars) 
Capital cost Annual Annual 
operating cost maintenance cost 
$ 396 710 $108 600 $23 100 
223 300 2 950 1 490 
434 700 5 400 20 120 
238 260 -- 7 760 
108100 6 860 5 300 
144 860 -- 18 250 
148 800 -- 2 230 
58 600 550 
-- 75 100 --
$1 753 330 $198 910 $78 800 
Remarks
 
Total - no cost for electricity
 
to subsystems

Conventional water system
 
Excluding outfall
 
Excluding apartment
 
building equipment

Including offsite
 
disposal costs 
Contract maintenance
 
Direct wages and
 
payroll taxes
 
46.60 
,TABLE 27.- BASELINE MIUS UNIT-COST SUMMARY
 
(1974 dollars)
 
Item Cost
 
Initial cost per apartment $3540.00
 
Average~total ,monthlyutility cost per apartment 

Average monthly utility component cost per apartment

Electrical power and HVAC (including all operating 39.53'
 
personnel, housing, and control costs)

Water .75
 
Wastewater'and firefighting water 4.28
 
Sol-id waste 2.04
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TABLE 28.- BASELINE MIUS ELECTRICAL POWER SUBSYSTEM COST ANALYSIS
 
(a)Cost summary - 1974 dollars
 
Item Initial costa
 
Electrical subsystem
 
1434 kW with heat recovery at $195/kW $279 640
 
400 kW without heat recovery at $99/kW 39 720
 
Distribution at $34/kW 62 930
 
Fuel supply at $8/kW 14 420
 
Total subsystem capital at $216/kW $396 710
 
Annual operating cost (no operator labor)

Fuel, at $67.36/m3 (25.5*/gal) or 5.35 mills/MI $104 500
 
(19.25 mills/kWh)
 
Lubrication oil at 0.21 mill/Mi (0.75 mill/kWh) 4 080
 
Annual maintenance cost (including labor)
 
Engine repair and other generation plant $ 21 800
 
at 1.12 mills/Mi (4.02 mills/kWh)
 
Distribution at 0.06 mill/MI (0.23mill/kWh) 1 260
 
Fuel system at 0.003 mjll/W (0.01 mill/kWh) 70
 
Total subsystem O&M (exluding operators) $131 710
 
at 6.74 mills/Mi (24.26 mills/kWh)
 
aTo nearest $10.
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TABLE 28.- Continued
 
(b) Component costs - 1974 dollars
 
Component Costb
 
Generation
 
3 Fairbanks-Morse D38D 1/8 engine-generator sets, including $217 290
 
engines, internal lube-oil heat exchangers, engine accessories,
 
installation, generators, terminal lugs and cables, and external
 
lube-oll equipment, at $72 430 eachc 
3 exhaust silencer heat-recovery units at'$6750 eachd 20,250
1 lube-oil-to-water heat exchangere 
-. -12001 airblast heat exchangerd 2 000 
1 condensate tank (and pump)e 1 200 
1 3-engine mechanical hardware equipment and installationf 37 700 
1 D379B-Caterpillar 400-kW engine-generatorg 39 720 1J 
Subtotal generation' $319 360
 
Fuel
 
2 75 708.2-liter (20 000 gal) underground fuel storage tanksh $11 120
 
1 378.5-liter (100 gal) day tank 300 
4 0.25-kW (0.33-hp) fuel pumps plus plumbing installed 3 000 
Subtotal fuel 
 $ 14 420
 
Electrical distributioni 
1 1700-kVA transformer, 3-phase, 460/41601V $ 12 500 4 600-kVA switchgear units, 460 V, at $3300 each 13 200'
 
1 1700-kVA swltchgear unit, 4160 V 3 700
 
1 250-kVA switchgear unit, 4160 V 2 300
 
2 240-kVA switchgear units, 4160 V, at $2300 each 4 600
 
1 ,200-kVA switchgear unit, 4160 V 2 300
 
1 150-kVA switchgear unit, 4160 V 2 100
 
9 80-kVA transformers at $1300 each 
 11 700
 
3 70-kVA transformers at $1220 each 
 3 660
 
3 50-kVA transformers at $1080 each 
 3 240
 
2094 m (6870 ft) AWG no. 8 underground at 98.44/mj30*/ft) '2060" 
,759m (2490 ft) AWG no. 10 underground at 67.9/m (20.7*/ft) 515 
146 m (480 ft) AWG no. 12 underground at 55.4/m (16.9/ft) 80. 
991 m (3250 ft) AWG no. 8 neutral at 98.4*/m (30/ft) 975 
Subtotal distrlbutlon 

-$62 930
 
Total electrical subsysten $396 710
 
bTo nearest $5.
 
cAll equipment except the engines isbased on the Jersey City total energy installation
 
escalated to mid-1974. See table 28(c).
 
dBased on the Jersey City total energy installation escalated to mid-1974.
 
eBased on reference 52.
 
fComponent parts estimated from installation sketch and costed from reference 52.
 
See table 28(d).
 
gBased on Jersey City installation, adjdsted for size, and escalated to mid-1974.
 
See table '28(c).
 
'hBased on means (ref. 53) and adjusted for Chicago area and mid-1974 estimate.
 
ITransformers,,and swltchgear based on reference 52; wire and installation based on building

cost file (ref. 54) and current nonferrous metals index (ref. 55).
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TABLE 28.- Continued
 
(c) Engine accessory and generator cost basis
 
Engine-generator material and 

installationi contract item 

Caterpillar D398 engine 

Freight 

Start-stop kit 

Wiring harness 

Lube-oil control 

Mounting rails 

Lube pump 

Smoke eliminator 

Voltage regulator (335) 

Series booster (195) 

Fuel and oil pressure regulators 

Air-pressure regulator 

Overspeed alarm (89) 

Temperature alarm 

Fuel filter 

Lube-oil filters (5 each) 

Lube-oil fill 

First oil change 

Governor-

Temperature sensor ports 

600-kW generator 

Electric lug set 

Electric cable 3/0, 304.8 m 

(1000 ft)., $1.85/m ($0,565/ft)
 
Direct labor 

Service labor 

Load bankTravel 

Bonds, warranty, 
 and manuals 
Totals 
Cost, Cost,
 
Dec. 1970 dollars mid-1974 dollars
 
$26-032 $26 772 $30 250
 
7401
 
1 303
 
114 
338
 
142
 
154
 
71
 
NCk
 
NC
 
200 4 196 4 740
 
109 
NC
 
40
 
8
 
11
 
71
 
71
 
1 215
 
349
 
7 	968)

200' 8 733 9 340
 
565
 
1029 
6 062w 
1 755) 12 855 15 350 
259
 
3 	750) 
$52 556 $59 680 
JBased on the Jersey City Summit'Apartments total-energy installation 
(ref. 56). 
kNC = no cost.
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TABLE 28.- Continued
 
(d)Engine-heat-recovery installation hardwarel'
 
Item 

Per engine
 
2 	20.3-cm (8in.) flex joints, 

10.2-cm (4 in.) travel, flanged,­
at $379 each
 
2 20. -cm (8 in.) schedule 40 elbows 

at $199 each
 
2 20.3-cm (8 in.) 68.0-kg (150 ib)flanges 

at $157 each
 
1 20.3,cm (8 in.) custom wye section (estimated) 

3.0 m (10 ft) of 20.3-cm (8in.,) schedule 40 

pipe spools at $77.62/m ($23.66/ft)
 
15.2-cm (6 in.-) flex joint, 102-cm (4in.) 

travel, flanged
 
1 15.2-cn (6 in.) flex joint, 5.1-cm (2in.) 

travel
 
1.5 	m (5ft) of 15.2-cm (6in.) schedule 40 pipe 

spools at $61.45/m ($18.73/ft)
 
6 15.2-cm (6in.) flanges at $80 each (not 

including valve flanges)
 
3 15.2-an (6in.) elbows at $149 each 

3 5.1-cm (2in.) isolation valves (threaded) 

at $96 each 

3 5.1-cm (2 in.) control valves with mating

flanges and controller at $722 each
 
1 15.2-cm (6 in.) check valve (flanged with 

mating flanges)

1 	15.2-cm (6in.) isolation valve ,(flanged 

with mating flanges)
 
1 	3.8-cm (1.5 in.,) blowdown valve (threaded) 

8.5-m (28 ft) equivalent of 20.3-cm (8in.) 

328-cm (J.5 in.) thick single-layer insulation
 
at $15.26/m ($4.65/ft)
 
13.7-m (45 ft) equivalent of 15.2-cm (6-n.) 

3.8-cm (1.5 in.) thick single-layer insulation
 
at 	$12.96/n ($3.95/ft)
 
13.7-m,(45 ft) equivalent of 5.-l-cm (2 in.) 

3.8-cm (1.5 in.) thick single-layer insulation
 
at $9.02/m ($2.75/it)
 
Total, each engine 

IBased on reference 52; no profit.
 
Installed -Annual
 
cost maintenance
 
materialm
 
Percent Cost
 
$758 5 $38
 
398 	 .5 2
 
314 	 .5 2
 
500 	 .5 2
 
237 .5 1
 
344 5 17
 
255 5 13
 
94 	 .5 2
 
480 	 .5 2
 
447 .5 2
 
Z88 3 9
 
1
 
2166 10 217
 
578 3 17
 
622 3 19
 
'51 3 l
 
130 	 .5 1
 
178 	 .51
 
124 	 .5, 1
 
$7964 	 $347
 
mThis column isfor illustration only; valve, h~at-recovery, andplumbing maintenance is
 
assumed to be included with the powerplant maintenance costs taken from the American Society
 
of Mechanical Engineers (ASME) data - referedce table 28(e).
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TABLE 28.- Continued 
(d)Continued 
Item Installed 
cost 
Annual 
malntenanci 
material 
Percent Cost 
Common to 3-engine installation 
9.1 m (30 ft) of 20.3-cm (8 in.) schedule 40 

stack pipe at $77.62/m ($23.66/ft)
 
21.3 m (70 ft) of 15.2-cm (6 in.) schedule 40 

pipe spools at $61.45/m ($18.73/ft)
 
61.0 m (200 ft) of 5.1-cm (2 in.) schedule 40 

pipe spools at $23.46/m ($7.15/ft)
 
12.2 m (40 ft) of 3.8-cm (1.5 in.) schedule 40 

pipe at $9.38/m ($2.86/ft)
 
42.7 m (140.ft) of 2.5-cm (1 in.) schedule 40 

pipe at $7.41/m ($2.26/ft)
 
3 20.3-cm (8 in.) flanges at $99 each 

1 15.2-cm (6 in.) gate valve (with mating flanges) 

1 15.2-cm (6 in.) back-pressure regulator (local 

control)
 
1 reducer (15.2 cm to 5.1 cm (6 in. to 2 in.)) 

4 15.2-cm (6 in.) T's at $229 each 

13 15.2-cm (6 in.) elbows at $149 each 

2 7.6-cm (3 in.) isolation valves (threaded) at 

$125 each
 
3 7.6-cm (3 in.) flanges (all 7.6-cm (3 in.) pipe 

costed with the water subsystem) at $40 each
 
6 5.1-cm (2 in.) isolation valves (threaded) 

at $96 each
 
1 5.1-cm (2 in.) throttle valve with controller 

and mating flanges
 
$ 710 0.5 $ 4
 
1 310 ,5 7
 
1 430 .5 7
 
114 .5 1
 
316 .5 2
 
297 .5 1
 
622 3 19
 
1 699 10 170
 
107 .5 1
 
916 .5 5
 
1 940 ,5 10
 
250 3 8
 
120 .5 1
 
576 3 17
 
722 10 72
 
mThis column is for illustration only; valve, heat-recovery, and plumbing maintenance
 
is assumed to be included with the powerplant maintenance costs taken from the ASME data ­
reference table 28(e).
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TABLE 28.- Continued
 
(d)Concluded
 
Item 

Common to 3-engine installation
 
13 5.1-cm (2 in.) T's at $81 each 

15 5.1-cm (2 in.) schedule 40 elbows at $52 each 

5 2.5-cm (1'in.) isolation valves (threaded) 

at $39 each,
 
9.1 	m (30 ft) of 2.5-cm (1 in.) steam-clean hose 

with nozzlb
 
9.1 Im (301ft) of 20.3-cm (8 in.) 3.8-cm (1.5 in.) 

thick insulation at $15.26/m ($4.65/ft)

42.1-m (-138 ft) equivalent of 15.2-cm (6 in.) 3.8-cm 

(1.5 in.) thick insulation at $12.96/m ($3.95/ft)
 
103.9-m 	(341 ft) equivalent of 5.1-cm (2 in.) 2.5-cm 

(1in.) thick insulation at $7.05/m ($2.15/ftj
 
Subtotal - common to 3-engine installation 

3 engines at $7964 each 

Totals 

Installed Annual
 
cost maintenance
 
materialm
 
Percent Cost
 
$ 1 153 .5 $ 6
 
780 .5, 4
 
195 .5 1
 
120 5 6
 
140 .5 1
 
545 .5 3
 
735 .5 4
 
$14'797 $ 350
 
23,892 1041
 
n$38 700 n$1400'
 
mThis column is for illustration only; valve, heat-recovery, and,pIumbing maintenance
 
is assumed to be included with the powerplant maintenance costs taken from the ASME data ­
reference table 28(e).
 
nrtnearest $100.
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TABLE 28.- Continued
C 
(e)Operating and maintenance cost basis0
 
Plant No. of Power, - Energy Run Cost, mnlls/MJ (mils/kWh) 
no. engines kW consumption, MJ (kWh) factor 
Lubrication Operators Engine Engine

and supervision repair repair, supplies,

and miscellaneous
 
316 4 5750 44 353 440 (12 320 400) 69.8 0.05 (0.18) 1.18 (4.24) 0 70 (2.51) 0.73 (264) 
104 4 4940 31 928 040 (8868 900) 57.8 .13 .46) 1.44 5.18 .27 (.97)
166 4 3901 31 674 600 (8798 500) 67.2 .07 (-27) .66 (2.36) -- 1 13 (4.06)
1411 4 3600 24 429 960 (6786 100) 58.2 01 ( 1.06 (3.82) 1.41 (5.09 1.46 (5.25) 
1412 4 2361 12 692 556 (3525 710) 83.7 .09 (:33 2 22 7.98) .27 (.96) .47 (1.69) 
148 5 3413 28 838 592 (8 010 720) 69.3 .11 (.39) 1.20 (431) -- 2 25 (8.10)
411 5 4563 29 314 980 (8 143 050) 68.0 .09 (.31) 1.03 (3.71) .11 (.40) .27 (.98) 
190 5 3792 26 506 080 (7362 0) 66.3 .09 (32 1.49 (5 0 136 (4.91) 
136 5 4996 41 168 880 (11 435 800) 7 4 .11 (8) 80 (2.88) -- .11 (.40) 
- - -. 08 (.30) P1.23 (443) -- P 89 (3.22) 
SSmall-baseload municipal powerplant operating data (1970) from the 1972 ASME report on diesel: and gasoline-engine power costs (ref. 57).
 
P1970 average. Mid-1974 estimates: lube oil, 1970 value times 2.5; other, 1970 value times 1.25.
 
TABLE 28 - Concluded
 
(f)Maintenance cost factors
 
Distribution area Maintenance and repair,
 
annual percent of initial cost
 
Substation (outdoor) 2.02
 
Substation (indoor) 1.57
 
Underground wiring 1.67
 
Interior wiring 2.46
 
TABLE 29.- CONVENTIONAL WATER SUPPLY COSTSa
 
(1974 dollars)
 
Item Initial cost
 
Water supply
 
420.5 m-J/day (111 077 gal/day) peak capacity at $223 300
 
'$530.99/m3 ($2.01/gal)b
 
Annual operating cost
 
Chemicals at 0.78¢/m3 (2.95t/1000 gal) $ 950
 
Electricityc at 0.96/m 3 (3.62*/1000 gal) 1 160
 
Labor and miscellaneous at 0.68/m 3 (2.57t/1000 gal) 830'
 
Subtotal at 2.414/m 3 (9.14t/1000 gal) $2 950
 
Annual maintenance materials and labor at 1.22/m 3 $1 490
 
(4.60t/1000 gal)
 
Total annual O&M cost at.3.63¢/m 3 (13.74t/1000 gal) $4 440
 
aBased on the community study for'the Washington, b.C., area.
 
bA'proportional part df a.105 991-m 3/day (28 000 000 gal/day) system.
 
CElectrical power cost based on the community study conventional fuel-oil
 
powerpant.
 
TABLE 30.- BASELINE MIUS WATER SUPPLY SUBSYSTEM COST ANALYSIS
 
(a)Cost summary - 1974 dollars
 
Item Initial cost
 
Water supply subsystem" 
Supply pumps, packaged Waterboy, chlorinator, $41 100 
and storage tank 
Distribution (no trenching) 7 100 
Total subsystem capital at $0.12/liter ($0.45/gal) capacity $48 200
 
Annual operating cost (no operators or electricity)

Purchase raw water at 2.6t/ 3 (10.O*/1000 gal) $3 230
 
Chlorine at 0.2€/m3 (0.6t/1000 gal) 170
 
Alum at 1.2t/0n 1 480
3 (4.6t/1000 gal) 

Polyelectrolyte at 0.2/m 3 (0.6¢/1000 gal) 170
 
Annual maintenance materials and labora at 1.5t/ 3 1 880
 
(5.70/1000 gal)
 
Total subsystem O&M (excluding electricity and operators) $6 930
 
at 5.7*/m 3 (21.5€/I000 gal)
 
aApproximately one-half the maintenance labor is provided by the operating crew.
 
I" TABLE 30.- Continued
 
(b)Component costs - 1974 dollars
 
Item Initial Maintenance
 
, costb materials
 
Percent Cost
 
2 raw-water pumps, 0.3-m3/min $ 2 560 -3.2 $ 82
 
(78 gal/min), 343.7-kN/m2 (115 ft)
 
head pressurec
 
Packaged treatment plant - 23 100 5 1155
 
Waterboy model WB-733,
 
0-4-m3/min (100 gal/min)d -

Chlorinatore 1 300 5 65
 
Distribution (no trenching)
 
73.2 m (240 ft)'of 7.6-cm- 1 000 .5 5
 
(3 in.) schedule 40 poly­
vinyl chloride (PVC) pipe
 
at $13.71/m ($4. 18/ft)f
 
780.3 m (2560 ft) of 5.1-cm 6 100 .5 30
 
(2 in.), schedule 40 PVC
 
pipe at $7.81/m ($2.38/ft)
 
113 562-liter (30 000 gal) under- 8 640 .5 43
 
ground steel tankg
 
2 pressure boost pumps (same 2 560 3.2 82
 
as raw-water pumps)
 
Interconnect'plumbing (table 30(c)) 5 000 1.8 88
 
Total capital $50 260
 
Annual maintenance $1550
 
materials
 
(Annual maintenance labor) ($ 70)
 
bTo nearest $10.
 
cRichardson's 15028-2 pump (ref. 52), based on Ingersoll-Rand single-stage horizontal
 
centrifugal pump at $1282 each.
 
dVendor quote of $21 000 based on September 1972 ,prices'escalated to mid-1974 by
 
10 percent.
 
eBased on reference 52.
 
'f,l973 Building Cost File (ref. 54) escalated by 10 percent'to mid-1974,
 
gBased on Means (ref. ,53) 0.953-centimeter, 2.4- by 7.6-meter (8by 25,foot)­
underground steel,;, tank exterior coating, excavation, ,and fittings included.
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TABLE 30.- Continued I
 
(c)Interconnect plumbing - 1974 dollars
 
Item Initial, Annual 
cost maintenance
 
materials
 
Percent Cost
 
30.5 m (100 ft) of 7.6-cm (3 in.) $1097 0.5 $ 5
 
schedule 40 pipe spools (no detailed
 
evaluation) at $35.99/m ($10.97/ft)
 
15.2 m (50 ft) of 5.1-cm (2in.) 358 .5 2
 
schedule 40 pipe spools (no detailed
 
evaluation) at $23.46/m ($7.15/ft) 
4 7.6-cm (3 in.) flanges at $40 each 160 .5 1 
4 7.6-cm (3in.) elbows at $72 each 288 .5 1 
5 7.6-cm (3in.) T's at $111 each . 555 .5 3 
8 7.6-cm (3 in.) isolation valves (threaded) 1000 3 30 
at $125 each 
1 5.1-cm (2 in.) nipple (to 7.6-cm (3 in.) 55 .5 1
 
pipe) at $55
 
2 5.1-cm (2 in.) elbows at $51 each 102 .5 1
 
1 5.1-cm (2 in.) T at $81 81 .5 1
 
7 5.1-cm (2 in.) isolation valves (threaded) 672 3 20
 
at $96 each
 
2 5.1-cm (2 in.) check valves at $127 each 254 3 8
 
1 7.6-cm {3 in.) solenoid valve at $280 280 5 14
 
Total interconnect plumbing $4902
 
Total annual maintenance material $87 
TABLE 30.- Concluded
 
(d)Annual operating cost (excluding labor and electricity) - 1974 dollars 
Item Enst 
Purchased raw water at h2.6t/m 3 (lt/1000 gal) $3230 
Chlorine (based on 4 mg/liter) at 133.1*/kg (15/lb, (471.6 kg (1040 ib))$ 14805 
Alum, 100 p/m, 13 426.3 kg (14.8 tons) at $0.11/kg ($100/ton) 
Polyelectrolyte, 1 p/m, 131.5 kg (290 lb) at $1.30/kg ($0.59/Ib) $ 171 
hThis amount does not represent a U.S. average or a value for any specific site.
 
Purchase of raw water is not believed to be a typical method of operation for small
 
treatment plant installations. In 1970, the City of Houston sold Texas City untreated
 
surface water at I.1*/m 3 (4t/1000 gal), which was possibly below cost.
 
iBased on reference 58.
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TABLE 31.-,BASELINE MIUS WASTEWATER AND
 
FIREFIGHTING-WATER SUBSYSTEM COST ANALYSIS
 
(a)Cost summary,- 1974 dollars
 
Item Initial cost
 
Wastewater subsystem

Collection $ 27 800
 
Processing plant 367 700
 
Firefighting water 39 200
 
(Outfall - 1.6 km (1 s. mi.)) (100 00)
 
Total subsystem capital at $0.97/liter ($3.69/gal) of capacity $434 700
 
Annual operating cost (no operators or electricity) -
Chemicals at4.4t/m3 (16.7t/1000 gal) $ 5 400 
Annual maintenance materials and labor costa
 
Collection 180
 
Processing plant 19 120
 
Firefighting water 820'
 
,(Outfall) (500 , 
Total subsystem O&M (excluding operators and electricity) $ 25 520
 
at 20.9€/m3 (79.3€/1000 gal)
 
aApproximately one-half of the maintenance labor is provided by the opeating crew.
 
TABLE 31.- Continued
 
(b)Component costs - 1974 dollars 
Item Capital Maintenance
 
cost materials
 
Percent Cost
 
2 raw-wastewater pumps, 3.7-kW $ 3 800 3.2 $ 122
(5hp), 447 m3/day (118 000 gal/day),
 
0.3 m 3/min (82 gal/min), complete

with float switches and cast­
iron basins, at $1900 eachb
 
Preliminary/primary Siemag Claritowerc 28 600 3 858
 
Flow-equalization tank, 113 562-liter 9 840 .5 49
 
(30 000 gal), undergroundd
 
3-stage Autotrol BiG-Disk processe 42 500 3 1 275
 
2 75 708-iter (20 000 gal) tanks 10 300 .5 52
at $5150 eachf
 
2 pumps between flow-equalization 2 880 3.2 92
 
tank and Bia-Disk unit (same
 
as raw-wastewater pump with­
out basin), at $1440 each
 
Secondary clarification based an 14 100 3 423
 
Garver clarifier-reactcrg
 
bRichardson's 15028-62 vertical nonclog sewage pump (ref. 52).
 
C~endor quote: Siemag Systems, Inc., 111 Eucalyptus, El Segundo, Calif.
 
90245, plus $600 for ventilation system.
 
dtased on Means (ref. 53).
 
ekendor quote: Autotrol Corp., Bio-Systems Div., 5855 N. Glen Park Rd.,
 
Milwaukee, Wis. 53209, 414-228-9100.
 
f~ased an Means (ref. 53),
 
gBased on Richardson's (ref. 52) Garver Water-Conditioning Co. clarifier­
reactor.
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TABLE 31.- Continued
 
(b)-Continued
 
Item 

Met-Pro integrated physical-chemical 
advanced wastewater treatment
 
systet n
 
2 189-m3/day (50 000 gal/day) unitsh 

1 94.6-m3/day (25 000 gal/day) unit 

Holding tank, 454 248-liter 

(120 000 gal)i
 
2 	sludge pumps, O.l-r3/min 

(30 gal/min) at 44.8-kN/m2
 
(15 foot) head pressurej,
 
Sludge thickening based on 

Garver clarifier-reactork
 
Vacuumfilter, 2.6-m2 (28 ft2)l 

15 	141.6-liter (4000 gal) pressurized 

tank'for makeupn
 
2 	effluent-discharge pumps (same 

as Bio-Disk) at $1440 each
 
Capital 
cost 
Maintenance 
materials 
Percent Cost 
$129 800 5 $6490 
52 800 5 2 640 
16 800 .5 84 
1 150 10 115 
10 200 3- 306 
22 200 10 2 220 
4 800 1 48 
2 880 3.2 92 
hVendor quote: Met-Pro Systems Div., 5th St. and Mitchell Ave., Lansdale,
 
Pa., 215-368-1671.
 
See the HVAC

,Proportional part 'of concrete tank beneath MIUS building. 

systemfor description of this tank.
 
Rkichardson's 15028-41, O.09-m3/min (25 gal/min) at 137.9 kN/m 2 (20 ps3 ),
 
$578 each (ref. 52).
 
kBased on Garver clarifier-reactor volume of 16.7 cubic meters (4400 gallons),
 
2.7 meters (9 feet) diameter by 4.6 meters (15 feet) high.
 
1Based on Richardson's stainless steel vacuum rotary dryer (ref. 52).
 
mBased on prefabricated propane tanks from Richardson's (ref. 52)
 
(1723'.7-kN/m2 (250 psi)-rat-ing, ASME).
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TABLE 31.-	 Continued
 
(b)Continued
 
Item Capital Maintenance
 
cost 	 materials
 
Percent Cost
 
15 141.6-liter (3000 gal) pressurized
tank for firefighting-water 
$ 4 200 1 $ 42 
storage 
Interconnect plumbing (table 31(c))- 10 800 324 
Subtotal - wastewater processing 
Subtotal - maintenance materials 
n$367 7,00 
n$15 300 
(Subtotal - maintenance labor 
at 50 percent of material 
cost) 
($7 650) 
Wastewater collection: 809.2 m (2655 ft) - $ 27 771 .5 $ 139 
of 15.2-cm (6 in.) cast-iron piping 
installed, no trenching, at 
$34.32/m ($l0.46/ft)o 
Subtotal - wastewater collection n$ 27 800 
Subtotal - maintenance materials $ 139 
(Subtotal - maintenance labor) ($ 70)_ 
(Wastewater outfall: 1609.3 m (5280 ft) ($100 478) .5 ($ 502) 
of 15.2-cm (6 in.) cast-iron pipe, 
including trenching, backfilling, and 
compaction, at $62.43/m ($19.03/ft)). 
(Subtotal - wastewater outfall) n($100 500) -- n($ 500) 
nTo nearest $100.
 
°Based'on Building Cost File (ref. 54) with a price increase of 13.5 percent,
 
mid-1973 to mid-1974.
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TABLE 31.- Continued
 
(b)C-oncluded
 
Item 

Firefighting equipment (not
 
including storage)

11
 3 	pumps, .4-mImin (3000 gal/min) 

at 689.5 kN/m2 (l0 psi), with
 
reduced-voltage starters and
 
circuitbreakers, at-$8670 eachP
 
495.3 m (1625 ft) of monoline 30.5-cm 

.(12 in.) pipe, no trenching, at
 
$75.46/m ($23/ft)r
 
,Interconnect plumbing (table 31(c)) 

Subtotal -'firefighting equipment 
Subtotal maintenance materials 
(Subtotal - maintenance labor at 
50 percent of materials)'-
Total wastewater collection and 

processing and firefighting
 
(excluding outfall and trenching) 

Annual maintenancematerials. 

(Annual maintenance labor) 

Annual operating labor 

Annual operating materials and 

supplies (not including
 
electrical power)
 
nTo nearest $100.
 
'PBased on Richardson's 15028-2 (ref. 52).
 
Capital Maintenance
 
tost materials
 
Percent Cost
 
$ 26 010 1.6 q$ 416
 
37 375 .5 187
 
9 500 213 
n$72 900 
$ 800
 
($ 400)
 
n$468 400
 
2
 
's$6 250 
($8 125) 
(t) 
s$ 5 400
 
qDne-hal-f of the typical maintenance materials cost for pump-motor
 
installations has been assumed for the firefighting-water pumps.

rVendor quote.
 
STo nearest $50.
 
tSystem-level operating crew.
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TABLE 31.- Concluded
 
(c)Interconnect plumbing, processing, and collection hardware - 1974 dollars
 
Item 

10 15.2-cm (6 in.) isolation valves with mating hardware 

at $622 each
 
17 7.6-cm (3 in.) isolation valves (threaded) at $125'each 

1 7.6-cm (3in.) 3-way valve with positioner and mating

hardware 
2 7.6-cm (3 in.) solenoid valves at $280 each 
Miscellaneous interconnect piping and fittings
(not evaluated in detail)
 
Subtotal - capital

Subtotal - maintenance materials 

Firefighting
21.3 m (70 ft) of 30.5-cm (12 in.) firefighting water 

pipe spools at $111.61/m ($34.02/ft)

3 30.5-cm (12 in.) flanges at $157 each 

1 30.5-cm (12 in.) isolation valve 

6 20.3-cm (8in.) isolation valves with mating hardware 

at $838 each
 
Subtotal - capital

Subtotal - maintenance Materials 

Initial Annual
 
cost maintenance
 
materials
 
Percent Cost
 
$ 6 220 3 $187
 
2 	125 3 64
 
899 10 90
 
560 5 28
 
1 000 .5 5
 
$10 804
 
$374
 
$ 2 381 .5 $ 12
 
501 .5 3
 
1 586 3 48
 
5 028 3 151
 
$ 9 495
 
$214
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TABLE 32.- BASELINE MIUS HVAC SUBSYSTEM COST ANALYSIS
 
(a)Cost summary - 1974 dollars
 
Item Initial cost
 
HVAC subsystem
 
2183.9 kW (621 tons) with thermal storage at $86.44/kW ($304/ton) $189 700
 
of capacity
 
Hot-water/chilled-water distribution (external to MIUS building) 48 560
 
at $22.18/kW ($78/ton) of capacity 

Total subsystem capitala at $108.62/kW ($382/ton) of capacity $238260
 
Annual operating cost (b)
 
Annual maintenance cost at $4.12/kW ($14.50/ton)

Materials $ 6 210
 
Laborc 1 550
 
Total annual maintenance $ 7 760
 
aExcluding apartment building equipment.
 
boperat i'ng labor included in the composite crew; operating materials included
 
with the maintenance costs. I I
 
COne-half of the typical'maintenance labor is assumed to be provided by the
 
operating crew.
 
TABLE 32.- Continued
 
(b)Equipment costs (I41115building) - 1974 dollars 
Item Quantity Capital cost Maintenance cost
 
Material unit Labor unit Total Materialsd Totalc
 
Percent Cost
 
777.2-kW (221 ton) absorption chiller 1 $23 800 $1646 $ 25 446 3.5 $ 833 
703.4-kW (200 -tn)centrifugal chiller 2 19 550 1320 41 740 3.5 1369 
Cooling tower, 742-n3/mln (1892 gal/mun) 1 15 900 1250 17 150 5.05 803 
Puq,, 7 .6-*t3lMn (2000 gal/min), 149.4-kNM2 (50 ft) head, turbine 2 975 390 2 730 3.3 64 
Pump, 4.5-3/min (1200 gal/min), 538.0-kNm2 (180 ft) head, centrifugal 2 1 518 500 4 036 3.3 100 
PuMp, O.9-mOM n (250 gal/mn), 747.2-kAm.2 (250 ft) head, turbine 2 1 260 83 2 686 3.3 83 
Electric motors, 460-V, 3-phase
29.8-kW (40 hp) vertical, 371.8-rad/sec (3550 rpm) -2 1 120 ill 2 462 5.0 112 
56.0-kW (75 hp) horizontal, 183.3-rad/sec (1750 r ) 2 980 128 2 216 5.0 98
 
22.4-kW (30 hp) vertical, 371.8-rad/sec (3550 rpm) 2 952 44 1 992 5.0 95
 
Starter, size 3 4 640 -- 2 560 5.0 128
 
Starter, size 4 2 1 209 -- 2 418 6.0 121
 
724 567-liter (191 411 gallon) thermal storage system (TSS) tank 1 28 000 5 140 
(table 32(c)) 
Heat exchanger, 2.3-m3/mln (600 gal/mn), 2-pass, 45 7-cm (18 in.) shell 1 3 060 750 3 810 3.1 95 
by 111 8 cm (44 in.) long 
Heat exchanger, 0.8-03/min (ZO gallmin), 2-pass, 30.5-cm (12 in.) shell 1 1 326 300 1 626 3.1 41
 
by 196.9 ca (77,5 in.) long
 
Subtotals e$138 870 e$4080  e$510 0 
cOne-half of the typical maintenance labor is assumed to be provided by the operating crew. 
d4aintenance'materials cost based on initial cost of materials only
 
aTo nearest $10.
 
TABLE 32.- Continued 
(b)Continued 
Item Quantity Capital cost Maintenance cost 
Material unit L'bor unit Total Materialsd Totalc 
Percent Cost 
M 
A120 black steel pipe schedule 40 
30
.SrWm (12 in.) welded Joint, 9.1 m (30 ft) St $111.61/m
($34.02/ft)
20:3-m (8in.) welded Joint, 15.2 in (50 ft) at $77.62/m 
($23 .66/ft) 
15.2-am (6In ) welded joint, 57.9 m (190 It)at $61.45/ 
- ($18.73/ft) " 
12.7-cm (5 in.) welded'joint, 18.3 m (60 it) at $61.45/n 
($18.73/ft)
7.6-cm (3in.) threaded joint, 27.4 m (90 ft) at $35 99/m 
($10.97/ft)
5.1-cm (2 in.) threaded joint, 18.3 m (60 It)at $23 46/m 
($7.15/ft) 
Pipe insulation, 1.91-cm (0.75 in.) thick fiberglass
20 3-cm (8 in ),6.1 m (20 It)at $15 26/m ($4.65/ft) 
142-er (°in.), 45.7 (150 ft) at $l2.96/m ($3.95/ft)
7.6-cm (3 in.), 15.2 m (50 It)at $10.33 m ($3 15/It) 
I 
1 
1 
1 
I 
1 
1 
1 
I 
(f) 
(f) 
(f) 
(f) 
(f) 
(f) 
(f) 
(g) 
(g) 
(g) 
(g) 
(g) 
(g) 
(g) 
$1 021 
1 183 
3 559 
1 124 
987 
429 
93 
158 
0.5 $ 46 
cOne-half of the typical maintenance labor'is assued to be provided by the operating crew 
dMaintenance materials cost based on initial cost'of materials only. 
"o nearest $10. 
flncluded under "Itemi." 
9lncluded inmaterial unit cost. 
TABLE 32.- Continued
 
(b)Continued,
 
Item Quantity Capital cost Maintenance cost
 
Material unit Labor unit Total Materialsd Totalc
 
Percent Cost
 
No. 125 control valves with operator, controller, flanges,

and gaskets

7 6-cm (3 in.) 1 $ 932 $ 
6 I-cm (2in.) 1 722 722 
15.2-cm (6 in ) 5 1 683 g) 8 415 5 $1074 
20.3-cm (8 in.) 2 2 343 (g) 4 68612 7-cm (S in.) 4 1 683 (g) 6 732 
No 150 valve with handheel, flanges, and gaskets

5.1-an (2in.) threaded 5 96 (g) 480
 
10.2-cm (4in.) threaded 10 168 1 680
 
15.2-cm (6 in.) flanged 12 622 g) 74640
 
la 20.3-am (8 in.) flanged 8 838 6 704 3 606
 
7.6-am (3 in.) threaded 16 125 g2 000
 
12.7-cm (5 in.) flanged 3 622 (g) 1 866
 
Subtotals (mechanical room) e$189 700 e$5810 e$
7260
 
COne-balf of the typical maintenance labor is assumed to be provided by the operating crew.
 
dMaintenance materials cost based on initial cost of materials only.
 
eTo nearest $10
 
glncluded inmaterial unit cost
 
TABLE 32 - Continued 
(b)Concluded 
Item Quantity Capital cost Mantenance cost 
Material,unit Labor unit Total Materialsd Total,c 
Percent Cost 
f\) 
Tar-coated uninsulated A20 galvanized steel pipe, schedule 40 
8.9-cm (10.2 cm) (3.5 in.(4in.)) 
7.6-cm (3 in.)
6.4-c (2.5 in.)
5.1-cm (2in.)3.8-crn (1.5 in.) 
3.18-cm (1 25 in.)2.5-cm, (1 in.) 
1.91-c (0 75 in.) 
1.3-cm (0.5 in.) 
Gate valves, threaded joint
Iron body, 8 9-cn (10.2-cn) (3.5 in. (4 in.)), 861 8-kN/m2 (125 psi) 
Bronze body, 3.8-cm (1.5 in.), 861 8-kN/m2 (125 psi) 
Bronze body, 3.18-cm (125 in ),861.8-kN/2 (125 psi) 
Bronze body, -l.3-cm (0.5 in.), 861.8-kN/m2 (125 psi) 
Subtotal distribution 
Total HVAC initial cost 
320 
3030 
370 
810480 
4740570 
760 
1590 
20 
2 
38 
38 
$ 3.56 
2.37 
1.84 
1.13
.85 
.66
.51 
39 
'.35 
110 
19 
16 
7 
$ 4.62 $ 2 618" 
3.08 16 514 
2.45 1 587 
2.31 2 7862.06 1 397 
1.85 11 8971.69 1 474 
1.43 1 383 
1.23 Z512 
58 3 360) 
32 IO2 
30 1 748 
24 1 178', 
e$48 560 
$238 260 
0.5 
0 
3 
$ 211 
192 
$ 403 $ 504 
e$6210 e$7760 
cOne-half of the typical maintenance labor is assumed to be provided by the operating crew. 
dMaintenance materials cost based on initial cost of materials only. 
eTo nearest $10 
TABLE 32.- Continued
 
(c)Thermal storage tank (and wastewater holding tank)
 
costs - 1974 dollars
 
Item Cost
 
Bulk excavation, 1529.1 m3 at $1.31/m 3 $ 2 000
 
(2000 yd3 at $1.O0/yd 3 )
 
Haul or grade excavated material at $0.65/m3 1 000
 
($0.50/yd3)
 
Backfill and tamp, 321.1 m3 at $1.31/m 3 420
 
(420 yd3 at $1.0O/yd 3)

Trim and level bottom by hand at $3.23/m2 100
 
($2.70/yd2)
 
15.2-cm (6 in.) sand base in place, 14.5 m3 at 73
 
$5.05/m3 (19 yd3 at $3.86/yd 3)
 
Wall forms (based on 5 uses),749.7 m2 at 12 428
 
$16.58/m 2 (8070 ft2 at $1.54/ft 2)
 
20 684.3-kN/m2 (3000 psi) concrete 27.9-cm 8 918
 
(11 in.) walls and bottom, 189.6 m3 at
 
$47.03/ 3 (248 yd3 at $35.96/yd3)h
 
Reinforcing steel, 29.7 kg/m3 (50 lb/yd3 ) 3 410
 
concrete at $0.61/kg ($550/ton) in
 
place (5624.5 kg (6.2 tons))

12 30.5-cm (12 in.) by 6.1-m (20 ft) support 1 685
 
piles, 27 579.0-kN/m2 (4000 psi) concrete,
 
containing 118.6 kg/m3 (200 Ib/yd3 ) st-eel
 
Break ties, plug holes, and patch sidewalls; 1 500
 
418.1 m2 (4500 ft2) at $3.59/m2 (33.31t/ft2)
 
Bottom, steeT trowel, 2 passes; 255.5 me . 715 
(2750 ft2) at $2.80/m2 (26€/ft2) 
Subtotal $32 249
 
hDesi n wall thickness is actually 25.4 centimeters (10
 
inches); 29.9 centimeters (11 inches) for material thickness
 
was used to account for concrete in buttresses.
 
128
 
TABLE 32.- Concluded
 
(c)Concluded
 
Item Cost
 
Interior coating, vinyl plastic, sprayed on $ 6 380
 
to a thickness of 0.6 to 1.0 mm (25 to
 
40 mils); 673.5 m2 (7250 ft2) at $9.47/m2
 
(88¢/ft2)
 
Form rental, for pouring building slab 5 638
 
(based on 5 uses), 279.5 m2 (20.4 by
 
13.7 m) (3015,ft2 (67 by-45 ft))',at $20.13/m2
 
($1.87/ft2 )
 
2 4.6-m (15 ft.) steel ladders in place at 

($52.49/m ($16/ft)
 
Total tank cost e$44 750
 
Cost charged to HVAC subsystem '$28 000
 
(five-eighths)
 
Cost charged'to wastewater i$16 800
 
subsystem (three-eighths)
 
eTo nearest $10.
 
iTo nearest $100.
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TABLE 33.- BASELINE MIUS SOLID-WASTE SUBSYSTEM COST ANALYSIS
 
(a)Cost summary - 1974 dollars
 
Item Initial
 
cost
 
Collection and incineration equipment with heat recovery $108 100
 
at $24.03/kg ($21 800/ton) capacity
 
Annual operating cost (no operator labor or electricity)

Incinerator fuel at 6.7*/liter (25.5€/gal) $ 3 120
 
Gasoline at 0.40t/kg ($3.67/ton) 100
 
Offsite disposal 3 640
 
Annual maintenance cost (including purchase labor), no 5 300
 
replacement, at O.31¢/kg ($2.82/ton)
 
Total subsystem O&M cost (excluding operators and electricity) $12 160
 
at 0.72t/kg ($6.49/ton)
 
TABLE,33.- Continued 
(b)Component costs - 1974 dollars 
item 
Quantity 
Factory 
cost 
Installed 
c6st 
Maintenance 
materials 
Useful 
life, yr 
Annual 
replacement cost 
Percent Cost 
-
Tractor 
ML375D Consumat loader 
C-225 incinerator 
Automatic ash-removal unit 
Heat-recovery boiler 
Oil burner 
Flame-sensor 
7.--3-(lOyd3 ) ash storage container 
Wheeled collection cart 
Gravity-chute charging station, 
23 chutes, 3 floors ($300/floor) 
Sludge-holding tank (5.9 m3, 5678.1 liters (210 ft3 , 1500 gal)) 
Auger (with drive) 
Loader fire-control fog system 
Installation hardware (table 33(c)) , 
1 
1 
1 
1 
1 
3 
3 
1 
'48 
78 
1 
1 
1 
$100Ol 
20 963 
5 24 
--
488 
498 
20 544 
--
--
-
323 
$ 2 000 
10 300 
21 000 
5 300 
40 000 
500 
500 
1 206 
20 600 
RC 
700 
1 200 
400 
4 400 
2 
3 
3 
3 
5 
20 
20 
5 
3 
5 
3 
3 
$ 40 
309 
530 
159 
2000 
100 
100 
,6 
618 
4 
36 
12 
200 
10 
20 
20 
20 
20 
5 
5 
20 
10 
40 
I 
20 
20 
10 
30 
$ 200 
515 
1050 
265 
2000 
0 
0 
60, 
2060 
-­
35 
60 
40 
147 
Total capital
Annual maintenance materials 
Annual maintenance laborb 
(no replacement) $108 100 a$4220 
a$1060 
aTo nearest $10. 
bone-half of the typical maintenance labor is assumed to be provided by the operating crew. 
TABLE 33.- Concluded
 
(c)Heat-recovery interconnect plumbing - 1974 dollars
 
Item Initial 

cost 

12.2 m (40 ft) of 15.2-cm (6 in.) schedule 40 pipe spools at $61.45/m ($18,73/ft) $ 749 
2 15.2-cm (6 in.) flanges (and bolt-ups) at $126 each 252 
1 15.2-an (6 in.) 450 elbow 52 
2 15.2-an (6 in.) 900 elbows at $149 each 298 

23.5 m (77 ft) of equivalent 15.2-a (6 in.), 3.8-cm (1.5 in.) insulation 304 

at $12.96/m ($3.95/ft)

12.2 m (40 ft) of 5.1-cm (2 in.) feed-water pipe at $11.09/m ($3.38/ft) 135 

1 15.2-cm (6in. back-pressure regulator (local control) 1699 

1 15.2-cm (6 in.) isolation valve (flanged) 622 

1 5.1-cm (2 in.) isolation valve (threaded) 96 

1 3.8-cm (1.5 in.) blowdown valve (threaded) 51 

12.2 m (40 ft) of 3.8-cm (1.5 in.) schedule 40 pipe at $9.38/m ($2.86/ft) 114 

Total initial cost $4372
 
Annual maintenance materials 

Annual
 
maintenance
 
materials
 
Percent Cost
 
0.5 $ 4 
.5 1 
.5 1 
.5 1 
.5 2 
.5 1 
10 170 
3 19 
3 3 
3 2 
.5 1 
$205
 
TABLE 34.- BASELINEMIUS CONTROL AND MONITORINGSUBSYSTEM COST ANALYSIS
 
(a)Cost summary - 1974 dollars
 
Item Initial cost
 
Control and monitoring capital cost
 
Control-room equipment $ 75 100 
- Sensors and trinsducers 
-
69 760 
Total capital-cost - $144 860 
Annual operating cost (a),

Annual' maintenance cost
 
Control-room equipment $ 11 270
 
Sensors and transducers 6 980
 
Total annual maintenance cost $18 250
 
aNo separate annual operating cost.
 
(b)Component and maintenance costs - 1974 dollars 
Item Quantity Installed Annual 
cost maintenance 
Percent Cost
 
Control console computer 1 $ 65 000)
CRT with keyboard 1 3 000 15 270, 
Typewriter/printer 1 1 700b 
Cassette tape recorder 1 5 4001 
jTemperature sensors 124 4 960 
Analog sensors 94 54 400 10 '6980 
Pressure transducers 17 10 400 
Totals $144 860 $18 250
 
bContract.
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TABLE,35.- BASELINE MIUS BUILDING DESCRIPTION
 
(From ref. 59)
 
Item 	 Description
 
Structure 	 Reinforced-concrete foundation, footings, walls, and
 
slabs. Exterior walls: all-perimeter walls, brick and
 
block; office walls, brick and block or curtain wall
 
panels of plate glass, aluminum extrusions, porcelain
 
enamel panels, orprecast aggregate-finish wall panels.
 
Interior structural framing: grid layout, structural
 
steel framing of columns and beams. Roof structure:
 
steel-bar open-web 	joists, metal deck. -Built-up roof
 
and insulation. Office area-finished With resilient
 
flooring, ceramic tile toilets, and suspended
 
acoustical ceilings.
 
Plumbing Two toilets for office area, toilet and locker room for
 
warehouse. Water coolers, utility, and service sinks.
 
Heating and' 	 Rooftop combination heating and air-conditioning units,
 
ventilation 	 gas- or oil-fired furnace or electric baseboard
 
heating system for office area. Suspended unit
 
'heaters inwarehouse.
 
Electrical Combination fluorescent and incandescent lighting system:
 
open strip inwarehouse; built-in panels set into
 
suspended ceilings in office, complete with diffusers.
 
Fire alarm system.
 
Special feature 	 Sprinkler system in all areas.
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TABLE 36.- BASELINE,MIUS TRENCHING AND MISCELLANEOUS COSTS
 
(a)Cost summary - 1974 dollars
 
Item Cost
 
Trenching and miscellaneous costs
 
Trenching $27 100 
Pneumatic system - 6 300' 
Tools - 5 000 
Spare-parts inventory 10 000 
Initial fuel loading (151.4m3 :(40 000 gal)) 010,200 
Total initial cost $58 600-

Annual operating cost (a)
 
Annual maintenance cost
 
Pneumatic system $ 300
 
Tools 250
 
Total annual O&M costs $ 550
 
aNo separate operating cost.
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TABLE.36.- Continued
 
(b)Trenching costs - 1974,dollars
 
Item Cost
 
Trenching along sidewalk: 792.5 m (2600 ft) $ 2 080
 
long, 0.8 m (2.5 ft) wide, 1.1 m (3.5 ft)
 
deep, by trenching machine; backfill by
 
bulldozer; 95-percent compaction by
 
sheepsfoot roller; unclassified soil
 
Trenching for common sewer and firefighting 23 200
 
water: 824.5 m (2705 ft) long, 3.7 m
 
(12 ft) deep (av), 0.9 m (3 ft) wide at
 
bottom, 45o sides, by 0.8-m3 (1yd3)
 
dragline; backfill by bulldozer; compaction
 
by sheepsfoot roller; unclassified soil
 
Additional trenching for firefighting water: 

173.7 m (570 ft) long, 1.4 m (4.5 ft) deep,
 
0.6 m '(2 ft) wide; backfill
 
Sand and gravel: 249 m3 (326 yd3) 1 260
 
Total (excluding sewer outfall) $27 110
 
136
 
570 
TABLE 36.- Continued
 
(c)Pneumatic system - 1974 dollars
 
Item 	 Total cost
 
Ingersoll-Rand T 301-1/2 TM air compressor, 	 $ 890
 
1.1-kW (1.5 hp), 0.14-m3/min (5.07 ft3/min)
 
Electrical. 90
 
Extra 227.1-liter (60 gal) receiver 125
 
7 regulators at $40 each 280
 
4 1.3-cm (0.5 in.) relief valves at $12 each 48
 
10 1.3-cm (0.5 in.) valves at-10 each 100
 
2 check valves at $10 each 20
 
30 0.64-cm (0.25 in.) valves at $10 each 300
 
40 0.64-cm (0.25 in.) solenoid valves'at $45 each 1800
 
152.4 m (500 ft) of 1.3-cm (0.5 in.) schedule 40 pipe 810
 
at $5.31/m ($1.62/ft) (includes fittings)
 
304.8 m (1000 ft) of 0.64-cm (0.25 in.) tubing at $3.97/m 1210
 
($1.21/ft)
 
Miscellaneous 	installation, electrical and mechanical, 600
 
40 man-hours at $15/hr
 
Total system 	 b$6270
 
bTo nearest $10.
 
(d) Tools - 1974 dollars 
Item 	 Cost
 
Total initial cost 	 $5000
 
Welding, cutting, and soldering equipment
 
and supplies
 
Complete mechanics and plumbing tools including
 
torque wrenches, dial indicators, pipe wrenches,
 
jacks,, grinder, hoists, and similar equipment

Electrical test ,equipment and tools
 
Pressure and temperature test equipment
 
Cleaning and printing equipment
 
Annual maintenance and replacement at 5 percent $ 250
 
of initial cost
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TABLE 36.- Concluded 
(e)Spare-parts inventbry ­ 1974 dollars 
Item Cost 
Control 'system equipment components at 5 percent of 
initial subsystem cost 
Gaskets, valve packing, filters, pneumatic valve 
actuators and components, solenoid valves, electrical 
comFponents, and plumbing fittings 
Total initial inventory
Annual maintenance 
$ 7 000 
3 000 
$10 000 
(c) 
cIncluded in annual maintenance costs. 
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TABLE 37.- BASELINE MIUS OPERATING-CREW COSTS
 
(a)Employee salaries - 1974 dollars 
Item " Annual costa
 
One skilled employeeb $20 800
 
Three semiskilled employeesc 34 200
 
Two service employeesd 15 060
 
Overtime allocati'one 5 040
 
Total $75 100
 
alncluding payroll taxes.
 
bCla ss V engineer as reported inDepartment 
of Labor statistics table 104 escalated from 
mid-1971 to 1974 by 15 percent. 
CMonthly labor review, Department of Labor
 
December 1973 labor rate table for utility workers
 
and assuming the same increase will occur between
 
December 1973 and June 1974 as occurred between
 
June 1973 and December 1973.
 
dService workers rate with the same increases
 
as in footnote (c)..
 
eEstimated at 100 hr/yr per employee.
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TABLE 37.- Continued
 
(b)Subsystem O&N task hour estimatesf - daily basis
 
Task 	 Effort, man-hr/day
 
Electrical Water and HVAC Solid Subtotals Otherg

plant wastewater waste
 
Supervision
Monitoring 0.5 6.5 1.3 -- 8.3. 
Data logging, records, 
clerical
 
Inspection
 
Operati ons
 
Inspection
 
Data logging
Monitoring 	 .5 10.6 2.3 4.5 17.9 
C) 	 Servicing
Adjustments 
Preventive maintenance -
Schedule maintenance, 
equipment replacement, 1.0 4.9 ..5 .5 6.9' 
and unscheduled
 
equipment -repairsh
 
Custodial service 	
-- 2.3 .3 -- 2.6 
Totals 	 2.0 24.3 4.4 5.0 35.7 
Total with additional 	 39.7 
fAllocation of man-hours for integrated system operation is not expected to be according to 
this table; however, these man-hour estimates have been used, in part, to establish system
operating-crew size. 
gControl system, MIUS housing, and auxiliary equipment.
 
hSee table 37(e) fit 	rstimate of additional maintenance labor. 
4.0 
TABLE 37.- Continued
 
(c)Subsystem O&M task hour estimates - weekly basis
 
Supervision, operation, and maintenance, man-hr/week .... ...... ..... 278 
Nonproductive time at 7.7 percenti, man-hr/week ...... ............ 21
 
Total time required, man-hr/week.. . . ... .. .. . ..299.

,20-percent reduction in time for integrateoperations, man-hr/week . . . 60 
Adjustedtotal, man-hr/weekh 239 
Number of full-time employees 6'
 
hsee table 37(e) for estimate of additional maintenance labor.
 
'Based on 5 paid holidays, 5 days paid sick leave, and 10 days paid vaca­
tion per employee per year.
 
(d)Example of regular shift pattern, with five employeesi
 
on two shiftsk
 
Pay First shift Second shift
 
Assignment Total Assignment Total
 
1 B,H 2 A 1
 
2 B,H 2 A,H -2
 
3 C,H 2 A,H 2
 
4 C,H 2 A,H 2
 
5 C,H 2 B,H 2
 
6 C 1 B,H 2
 
7 C,A 2 B it
 
8 A,H 2' B 1
 
9 A,H 2 B,H 2
 
10 A,H 2 C,H 2
 
-11 A,H 2 C,H 2
 
12 B,H 2 C,H 2
 
13 B 1 C,H 2
 
14 B 1 C,A 2
 
15- B,H 2 A 1
 
16 B,H 2 A,H 2
 
17 C;H 2 A,H 2
 
18 C,H 2 *A,H 2
 
JA, B, C semiskilled; H = helper. 
kTime off for holidays, sick leave, vacation, and other reasons
 
will require variations in regular shift pattern.
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TABLE 37,- Continued
 
(d)Concluded
 
Day First shift Second shift
 
Assignment Total Assignment Total
 
19 -C,H 2 BH 2
 
20 C 1 B,H 2
 
21 C,A 2 B 1
 
22 A,H 2 B 1
 
23 A,H 2 B,H 2
 
24 A,H 2 C,H 2
 
25 A,H 2 -C,H 2
 
26 B,H 2 C,H 2 
27 B 1 C,H 2 
28 B 1 C,A 2 
29 B,H 2 A 1 
30 B,H 2 A,H 2 
31 CH 2 A,H 2 
32 C,H 2 A,H 2 
33 C,H 2 BH 2 
34 C 1 B,H 2 
35 C,A 2 B 1 
36 A,H 2 B 1 
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TABLE 37.- Concluded
 
(e) Additional ma-intenance labor not provided by the Full-time O&M personnel ­
1974 dollars 
Item Cost
 
Materials and Labor
 
labor only
 
Electrical power equipment $23 100' 1$ 7 700 
Engine-,gener'tors 
'Heat recovery 
Switchgear and transformers 
SDi'stribution wiring 
Fuel-supply'equipment
 
Water, wastewater,.and firefighting equipment 4 020
 
HVAC equipment ml 500
 
Solid-waste equipment ml 060
 
Control system equipment 18 300 16 100
 
,'Total maintenance labor not provided by operating n$20 400,
 
crew
 
:IBased on one-third for labor and two-thirds for material.
 
mBased on component estimates.
 
nTo nearest $50.
 
TABLE 38.- INDEXES FOR ADJUSTMENT OF THE BASELINE MIUS CHICAGO COSTS
 
MIUS location Fuel cost, Relative cost index 
$/m3 (t/gal)a 
System 
and O&Mb 
Fuel oil and 
lube oila 
Operating 
laborC 
Chicago, Ill. 67.36 (25.5) 100.0 100.0 100.0 
Washington, D.C. 64.72 (24.5) 92.8 96.0 90.7 
Minneapolis, Minn. 
Houston, Tex. 
71.85 (27.2) 
60.23 (22.8) 
96.3 
87.7 
106.5 
89.5 
95.5 
79.6 
Las, Vegas, Nev. 71.85 (27.2) 101.0 106.5 98.1 
aBased on Platt's Oi Igran (ref. 63) and the variation of gasoline prices, exclusive
 
of sales taxes.
 
bBased on the 1973 Building Cost File (ref. 54) composite construction cost index ­
labor and materials. 
CBased on Robert Means' 1973 construction labor cost index (ref. 53).
 
TABLE 39.- COMPARISON OF THE BASELINE MIUS COSTS WITH THE MIUS COSTS INWASHINGTON, D.C.
 
Item 

Electrical power 

Water supplya 

Wastewater, firefighting 

HVAC and hot water 

Solid waste 

Controls 

MIIUS housing 

Miscellaneous costs 

System operating crew 

Totals 

(1974 dollars)
 
Baseline MIUS costs Washington, D.C., MIUS costs
 
Capital Annual O&M Capital Annual O&M
 
$ 396 710 $131 700 $ 368 100 $125 600
 
223 300 4 440 223 300 4 440
 
434 700 25 520 404 000 23'680
 
238 260 7 760 220 000 7 050
 
108 100 12 160 101 000 11 660
 
144 860 18 250 134 400 16 760
 
148 800 2 230 138 000 2 070
 
58 600 550 54 400 510
 
-- 75 100 7- 68 100
 
$1 753 330 $277 710 $1643 200 $259 870
 
aConventional water supply costed for the Washington, D.C., area.
 
TABLE 40.- COMPARISON OF THE BASELINE MIUS COST TO THE COST OF CONVENTIONAL UTILITIES AND SERVICES
 
(1974 dollars)
 
Item Baseline MIUS costs Conventional utilities costsa Conventional utilities costsb
 
Capital Annual 0&M Capital Annual O&M Capital Annual O&M
 
Electrical power $ 396 710 $131 700 $ 711 500 $142 950 $ 711 500 $118 750 
Boiler fuel -- 5 050 32 050 5 050 32 050 
Water supplyc 223 300 '4440 -246 900 5 000 246 900 5 000 
Wastewater 434 700 25 520 304 000 16 500 304 000 16 500 
HAC and hot water 238 260' 7 760 201 100 6 920 201 100 6 920 
Solid waste 108 100 12 160 75 400 22 600 75 400 22 600 
Controls 144 860 18 250 
MI10S housing 148 800 2 230 (d) (d) (d) (d) 
Miscellaneous costs 58 600 550 (e) (e) (e) (e)System operating crew -- 75 100 -- f26 900 -- f26 900 
OS Totals $1 753 330 $277 710 $1 543 950 $252 920 $1.543 950 $228 720
 
aAil'costs except boiler, boiler fuel tank, and HVAC equipment and maintenance are based on the conventional utility system
 
of the community study. For capital, it-was assumed that capacity would be purchased on the basis of peak requirements. All
 
conmmrnity-study 1973 costs were adjusted to reflect 1974 costs, but the costs were not adjusted t6 the Chicago base. The con­
ventional electrical power system fuel costs were assumed the sane as the baseline MIUS fuel costs.
 
bSame as footnote (a), except central powerplant fuel at 80 percent of the cost of MIUS fuel.
 
CConventional water supply system costs for the MIUS are based on the community-study data.
 
dThe HVAC mechanical-room costs have not been evaluated.
 
eTools, pneunatic system, and spare-parts-inventory requirements have not been evaluated. 
fHVAC.
 
TABLE 41.- COMPARISON OF THE COST OF THE BASELINE LOCATED INWASHINGTON, D.C.,
 
TO THE COST OF CONVENTIONAL UTILITIES AND SERVICES
 
(1974 dollar )
 
a
 
Item Washington, D.C., MIUS costs Conventional utilities costs

Capital Annual O&M Capital Annual O&M
 
Electrical power $ 368 100 $125 600 $ 711,500 $114 950 
Boiler fuel .... 4 680 30 850
 
Water supply 223 300 4 440 246 900 5 000
 
Wastewater 404 000 23 680 304 000 16 500
 
HVAC and hot water 220 000 7 050 186 500 6 420
 
Solid waste 101 000 11 660 75 400 22 600
 
Controls 134 400 16 760 ....
 
MIUS housing 138 000 2 070 (b) (b)
 
Miscellaneous costs 54 400 510 (c) (c)

System operating crew -- 68 100 -- d24 400 
Totals $1 643 200 $259 870 $1 528 980 $220 720
 
aAll equipment costs except the boiler fuel tank and HVAC have been based on the community-study
 
conventional system. For capital, it was assumed that capacity would be-purchased on the basis of peak

requirements. All community-study 1973 costs were adjusted to reflect 1974 costs. A special adjustment
 
was made for the fuel requirements of the solid-waste system. Fuel costs for the central powerplant are
 
at 80 percent of the fuel costs for the MIUS.
 
bThe HVAC mechanical-room costs have not been evaluated.
 
CTools, pneumatic system, and spare-parts-inventory requirements have not been evaluated.
 
dHVAC.
 
TABLE 42.- CONVENTIONAL UTILITIES COSTS FOR COWARISON
 
TO THOSE OF THE WASHINGTON MIUS
 
(a) Electrical power 
Contract construction labor increase from June 1973 to
 
June 1974, percent.. .. .. . ... .. ........ .. ... .. ..... 11.2
 
Electrical machinery and equipment increase from June 1973
 
to June 1974, percent ...... ............... ......... 2.3
 
Total system cost (mid-1973), $/kW ............ ....... .. 435
 
Conventional apartments peak capacity (no adjustment for
 
diversity - 2a + 6 percent requirement), kW................. ... 1501
 
Conventional system capital cost ($474/kW times 1501 kW), dollars .. 711 500
 
Conventional system O&M costs, not including fuel, escalated
 
to mid-1974 - conventional apartments requirement,

21.175 TJ (5.882xi06 kWh) at 1.01 mills/MJ (3.63 mills/kWh), dollars . . . 21 350 
Fuel cost - delivered efficiency of the central system, 
3.3 J/J 	(11 360 Btu/kWh), dollars
 
Fuel at 1.7 mills/TJ ($1.75/1012 Btu) (baseline
 
Washington MIUS cost).. .... l6 900
 
Fuel 	at 1.3 mills/TJ ($1.40/1012 Btu) (80 percent baseline
 
Washington MIUS cost) ..... .. .. .... .................. 93 600
 
TABLE 42.- Continued
 
(b)Water supply.
 
Contract construction labor increase, mid-1973 to'mid-1974,
 
percent . . .. 1..
. 
1.2
 
Miscellaneous machinery and equipment ihcrease, mid-1973
 
to mid-1974, percent ..... . 3.2
 
1974 replacement cost of conventional water system, $/m3
 
($/gal)........................ .. .. ..... . . 530.99 (2.01)
 
Peak requirements of conventional apartments, m3/day"
 
(gal/day).. ........... . . ...... . .. ....... 465 (i22 850)
 
System capital cost (465 m3 times $530.99/m 3 (122 850 gal
 
times $2.01/gal)), dollars ............ .. .. ..... 246 900 
Av requirements of conventional apartments, m3/yr (gal/yr) . 137 807 (36.4006). 
1973 conventional system O&M costs, not including le ectricity,
t/m3 (t/1000 gal) ... . . . 2 (9.4).5 

L 1974 conventional system O&M costs, c/Mr3 "(/1O0O'gal) a2.68 (10.15)
 
1974 electricity cost, €/m3 (t/1000 gal) ...... .... ..... 0.96 (3.62)
 
1974 conventional apartments direct costs based on av
 
requirements, dollars... ..... .. .... ... . . . .. . .5000
 
aEscalated from 1973 by a factor of 1.08.
 
TABLE 42.- Continued
 
(c)Wastewater
 
Contract construction labor increase, mid-1973 to
 
mid-1974, percent ...... ....... ... ........... 11.2 
Miscellaneous machinery and equipment increase, mid-1973 
to mid-1974, percent ....... ...... . . 3.2 
1974 replacement cost of conventional system, $/m3 ($/gal) 692.13 (2.62)
Peak requirements of conventional apartments, 
Syi/day (gal/day). . ........ .. .. ... ...... 446.7 (118 000) 
Systefi capital cost (446.7 m3 times $692.13/m3 (118 000 
gal times $2.62/gal)), dollars . ..r... .. .. . .. ..309 200 
Av requirements for conventional apartments, 13 /yr (ga/r) . . 122 363 (32.3x106 
31973 conventional system O&M costs, t/m (/Ioo0 gal) 12.7 (48)
 
1974 conventional system 0&M costs, 
€/m3 (t/I000 gal) a13.7 (51.8)
 
1974 conventional apartments direct costs based on av
 
requirements, dollars . .. . .. .. ..........
.. .... 16 500
 
aEscalated from 1973 by a factor of 1.08.
 
TABLE 42.- Continued
 
(d) HVAC
 
Item Quantity Capital, 1974 dollars Maintenance, 1974 dollars
 
Cost/unit Total Materials Laborb Total b
 
1Percent Cst
 
1090.2-kW (310 ton) compression chiller 2 $26 760 $ 53 500 3.5 $1872 $310 $2182
 
3
Cooling tower, 6 -m3/min (1675 gal/min) 1 13 000 13 000 5.05 657 110 767
 
2 11.2-kW (15 hp) fans
 
2 18.7-kW (25 hp) fans
 
Boiler, 74.6-kW (100 hp) 7 120 14 240 3 427 72 499
 
Pump (tower), 6 8-m3/min (1800"gal/min), 2 3 680 7,360 305 50 355
 
149.4-kN/m2 (50 ft) head c3. 3
 
Pump (cold water), B88.6-kN/m2 (130 ft) head 2 3 890 7 780 323 53 376
 
Pump (hot water), 0.9-m 3/mln (250 gal/min) 2 2 976 5 952 247 .40 287
 
747.2-kN/m2 (250 ft) head
 
Subtotal $101 832
 
Piping same isMIUSd 99 300 2120 350 2470
 
Totals 
-e$201 130 b,e$6940
 
bOne-half of noriial maintenance labor is provided by the operating crew.
 
'CS 0 percent for motors and starter/circit breakers.
 
dSee table 32(b) for details.
 
eTo nearest $I0.
 
TABLE 42.- Concluded
 
(e) Solid waste
 
Capital cost, $/kg-day ($/ton-day) ..... ... ................ f26.79 (24 300)
 
1973 cost for conventional apartments, at 2721.6 kg/day
 
(3 tons/day), dollars ....... .................... 72 900
.....
 
Mid-1974 cost for conventional apartments, dollars ...... ......... 975 400
 
1973 ON costs, at 1.9l /kg (17.29/ton) (for 993 367.3
 
kg (1095 tons)), dollars ....... ... .. ... .............. 18 920
 
Mid-1974 O&M costs, dollars ....... .... .................... a20 400
 
Heating value of solid waste handled, Md/kg (Btu/ton)... ........ h2.46 (2.12x106)
 
Delta fuel cost assigned for this comparison, imill/TJ
 
($1012 Btu) ..... .. ... .. .......................... 0.69 (0.73)
 
Adjusted fuel cost for 993 367.3 kg (1095 tons), dollars ...... 

Total 1974 O&M cost of solid-waste disposal, dollars ........ 22 600
 
aEscalated from 1973 by a factor of 1.08.
 
fThis amount yielded by the conventional community-study (1974) data.
 
gEscalated from 1973 by a factor of 1.032.
 
hRequirement of the conventional solid-waste system of the community study.
 
iFuel costs increased for the Washington, D.C., area from an estimated 0.97 mill/TJ
 
($1.02/1012 Btu) to 1.66 mills/TJ ($1.75/1012 Btu) in.mid-1974.
 
152
 
1695 
TABLE 43.- COST COMPARISONS OF THE WASHINGTON, D.C., MIUS AND THE CONVENTIONAL UTILITIES
 
(1974 dollars)
 
Item Conventional utilities costsa MIUS costs
 
Total capital otlay $1 529 000 $1 643 '200
 
Total fuel and lube cost (20 yr) 2 567 000 12 146 000
 
Other O&M costs (20 yr) 1 847 000 3 052 000
 
Total outlay (20 yr) $5 943 000 $6 841 000
 
Escalated and'discounted outlayb $3 363 000 $3 752 000
 
(20-yr totals)

Escalated and discounted outlayc $3 471 000 1$3 930 000
 
(20-yr totals)
 
Escalated and discounted outlayd $4 005 000 $4 376 000
 
('20-yr totals)"
 
aFuel cost for central powerplant at 80 percent of the cost for MIUS fuel.
 
bFuel escalated at 5 percent/yr; all other osts at 3 percent/yr discounted at 15 percent/yr
 
to midL1974.
 
CAll costs escalated at 5 percent/yr; dicounted at 15 percent/yr to mid-1974.
 
dFuel escalated at 10 percent/yr; all other costs at 5 percent/yr discounted at 15 percent/yr
 
to mid-1974.
 
TABLE 44.- COST COWARISONS OF THE WASHINGTON, D.C., MIUS
 
WITH A FOUR-MN CREW a AND THE CONVENTIONAL UTILITIES
 
(1974 dollars)
 
Item Conventional MIUS costs

utilities costsb
 
Total capital outlay $1 529 000 $1 643 200
 
Total fuel and lube cost (20 yr) 2 567 000" 2 146 000
 
Other O&M costs (20 yr) 1 847 000 2 672 000
 
Total outlay (20 yr) $5 943 000 $6 461 000
 
CA Escalated and'discounted outlayc $3 363 000 $3 607 000
 
(20-yr totals)

Escalated and discounted outlayd $4 005 000 $4 208 000
 
(20-yr totals)
 
aTwo operators, one helper, and an engineer.
 
bFuel cost for central powerplant at 80 percent of the cost of MIUS fuel.
 
CFuel escalated at 5 percent/yr; all other costs at 3 percent/yr discounted
 
at 15 percent/yr to mid-1974.
 
dFuel escalated at 10 percent/yr; all other costs at 5 percent/yr discounted
 
at 15 percent/yr to mid- 1974.
 
TABLE 45.- PEAK LOAD VARIATIONS
 
Paraheter Peak loads at -
Baseline, Minneapolis Houston Las Vegas Washinqton D C., Washington, D.C.,
 
Washington, 0 C., 500-unit 500-unit 500-unit 300-unit 1000-unit
 
500-unlt
 
Electric power, kW 994 994 994 994 800 1988 
HVAC cooling, kW (tons) 1906.1 (542) 1667 0 (474) 1923 7 (547) 1758.4 (500) 1153.5 (328) 381Z.2 (1084) 
HVAC space heating, kW (Btu/hr) 951.8 (3 25x106) 1440 9 (4 92x106) 582.8 (1 99x106) 749 8 (2 55xio6) 459.8 (1.57XI06) 1900.8 (6.4g9*06) 
Solid waste, kg/day (lb/day) 2721.6 (6000) 2721.6 (6000) 2721 6 (6000) 2721 6 (6000) 1995.8 (4400) 5443 1 (12 000) 
Sludge, kg/day (lb/day) . . 1814 4 (4000) 1814 4 (4000) 1814,4 (4000) 1814.4 (4000) -1315.4 (2900) 3628 7 (8000) 
Total incinerated, kg/day (lb/day) 4535 9 (10 000) 4535.9 (1O 000) 4535 9 1(10 000) 4535 9 (10 000) 3311.2 (7300) - 9071.8 (20 000) 
Potable water, m 3/day (gal/day) . . . 420 2 (111 000) 420.2k (111 000) 420.2 (111 000) 420.2 (111 000) 291 5 (77 000) 840.4 (222 000) 
Wastewater, m 3 /day (gal/.ay) 446 7 (118 000) 442.9 (117 000) 454.2 '(120 000) 446 7 (118 000) 306.6 (81 900) 893.4 (236 000) 
TABLE46 - VARrATIofS 5UWMmRY 
Annual comarisons, Minneapol is Houston Las Vegas Washington, 0 C , Washiln on,0 C , Basel ine 
500-uni t 500-unit 500-unit 300-unit 1000un t Washington, 6C 
500-unit 
6
HIM fuel, W3 (Btu) 63 574 (60 2970106) 66 272 (62 856%10) 64025 (60 725xi06) 47 201 (44 768xlO6) 121407 (115149x106) 62 334 (59 1l1b06) 
Conventional fuel,G9 (Btu) 92 671 (87 894x106) 93 662 (88 834%106) 91 176 (,86476x106) 61 109 (57 959106) 178274 (169 084x106) 89 o08(04 490x106) 
Savings, percent 314 29.2 19 8 22 8 31 9 30 0 
MIbISwater,M3 (gal) 123177 (325400106) 123177 (32 540x106) 123 177 (32540x106) 84274 (22'263x106) 246354 (65080106) 123 177 (32$40106) 
Conventional water, n3 (gal) 133 761 (35336x106) 149 334 (39 450*106) 152578 (40 307X106) 94 949 (25083106) 276 629 (73078x106) 137807 (36 406x106) 
Savings, percent 8 18 19 11 11 111 
9IU wastewater effluent, m3 (gal) 110 235 (29 121x106) 98 950 (26,140106) 94366 (24 929x106) 73494 (19 415x106) 214083 (56 555006) 107392 (28 370x106) 
Conventional wasteeater effluent, M3(9al) 120819 (319170106) 125 107 (33 050106) 123 767 (32696X106) 84168 (22235xt06) 244 365 (64 552x106) 122022 (32 236x106) 
Savings, percent 9 21 24 12 12 12 
MIM.trash effluent, kg (tons) 197766 (218) 197766 (218) 197766 (218) 146057 (161) 394 625 (435) 197766 (218) 
Conventional trash effluent, kg(tons) 987 924 (1089) 587 924 (1089) 987 924 (1089) 728 469 (803) 1 974 941 (2177) 987 924 (1089) 
Savings, percent 80 80 8 80 s0 80 
TABLE 47.- 1000-APARTMENT-MIUS CAPITAL AND O&M COST SUMMARY
 
(1974 dollars)
 
Item Chicago (U.S. median) costs Washington, D.C., costs
 
Electrical power 

Water supplya 

Wastewater/firefighting 

NVAC 

Solid waste 

Controls 

Miscellaneous 

MIUS housing 

System operating crew 

System totals 

Capital Annual 
operating 
Annual 
maintenance 
Capital Annual 
operating 
Annual 
maintenance 
$ 751 600 $216 700 $ 46 630 $ 697 000 $208 180 $ 43 240 
446 600 5 900 2 980 446 600 5 900 2 980 
616 600 10 800 27 740 573 000 10 000 25 800 
475 250 -- 17 260 441 000 -- 16 020 
173 200 13 720 8 440 161 000 13 460 7 830 
144 900 -- 18 260 134 400 -- 16 760 
95 870 -- 550 89 600 -- 510 
178 500 -- 2 680 165 600 -- 2 480 
-- 90 200 .... 81 800 -­
$2 882 520 $337 320 $124 540 $2 708 200 $319 340 $115 620 
aConventional water supply system costs based on the community-study data (Washington, D.C., area costs).
 
-- -- 
TABLE'48.- COMPARISON OF THE MIUS COSTS FOR 496 APARTMENTS
 j\ 
AND 1000 APARTMENTS IN'WASHINGTON, ,D.C.
 
Item 

Electrical power 

Water supply 

Wastewater/fire-

fighting
 
HVAC and hot water 

Solid waste 

Controls 

MIUS housing

Miscellaneous 

System operating 
crew t 
Totals 

(1974 dollars)
 
496-apartment-MIUS costs 

/ Capital 
$ 	368'100 

223-300 

404 000 

220 000 

101 000 

134 400 

138 000 

54 	400 

$1 643 200 

Annual O&M 

$125 600 

4 440 

23 680 

7 050 

11 660 

16 760 

2 070 

510 

, 68 100 

$259 870 

1000-apartment-MIUS costs
 
Capital 

$ 	697 000 

446 600 

573 000 

441 000 

161 000 

134 400 

165 600 

89 	600 

$2 708 200, 

Annual O&M
 
$251 420
 
8 880
 
35'800
 
16 020
 
21 290
 
16 760
 
2 480
 
510
 
81 800
 
$434 960
 
TABLE 49.- COMPARISQN OF THE COST OF THE IQOC-APARTMENT MIUS LOCATED INWASHIWITON, O.C,,
 
TO THE COST OF CONVENTIONAL UTILITIS AND SERVICES
 
(1974 4ollars)
 
Item Washington, D,C,, MIUS costs Conventional utilities co tsa
 
Capital Annual OVI Capital Annual O&M 
Electrical power $ 697 000 $251 420 $1424 000 $230 710 
Boiler fuel .... 7 020 71 290
 
Water supplyb 446 600 8 880 493 800 10 000 
Wastewater 573 000 35 800 608 000 33 000
 
HVAC and hot water 441 000 16 020 406 500 15 360
 
Solid waste 161 000 21 290 150 800 41 260
 
Controls 134 400 16 760 .... 
MIUS housing 165 600 2 480 (c) c)
Miscellaneous costs 89 600 510 (d)
 
System operating crew -- 81 800 -- e24 400 
Totals $2 708 200 $434 960 $3090 120 $426 020
 
aAll equipment costs except the boiler fuel tank and HVAC have been based on the
 
community-study conventional system. For capital, itwas assumed that capacity would
 
be purchased on the basis of peak requirements. All comunity-study 1973 costs were
 
adjusted to reflect 1974 costs, A special adjustment was made for the fuel require­
ments of the solid-waste system. Fuel costs for the central powerplant are at 80 per­
cent of the fuel costs for the MIUS.
 
bConventional water supply system costs based on the community-study data.
 
CThe HVAC mechanical-room costs have not been evaluated.
 
dTools, pneumatic system, and spare-parts-inventory requirements have not been
 
evaluated.
 
eHVAC. 
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TABLE 50.- COST CONPARISON OF THE WASHINGTON, D.C.,
 
1000-APARTMENT MIUS AND THE CONVENTIONAL UTILITIES
 
(1974 dollars)
 
Item Conventional utilities costsa MIUS cost
 
Total capital outlay $ 3 090 100 $ 2 708 200
 
Total fuel and lube cost (20 yr) 5 345 000 4 288 000
 
Other O&M costs (20 yr) 3 069 000 4 411 000
 
Total outlay (20 yr), $11 504 100 $11 407 200
 
Escalated and discounted outlayb $ 6 613 000 $ 6,278 000
 
(20-yr totals)

Escalated'and discounted outla/c $ 6 791 000 $ 6 534 000
 
(20-yr totals)

EsCalated and discounted outlayd $ 7 903 000 $ 7 425'000
 
(20-yr totals)
 
aFuel cost for central powerplant at 80 percent of the cost for MIUS fuel.
 
bFuei escalated at 5 percent/yr;, all other costs at 3 percent/yr; discounted at
 
15 per/yr to mid-1974.
 
'CAll costs escalated at 5 percent/yr; discounted at 15 percent/yr to rhid-1974.
 
dFuel escalated at 10 percent/yr; all other costs at 5 percent/yf; discounted at
 
15 percent/yr to mid-1974.'
 
TABLE 51.- REGIONAL LOAD VARIATIONS FOR THE BASELINE MILLS
 
ILS location 
Washington, 1).C.

Minneapolis, Minn. 
Houston, Tex. 
Las Vegas, Nev. 

MIlUS location Electricity, Powerplant fuel, Indinerator fuel,
 
G] (kWh) Q3 (Btu) GJ (Btu)
 
Washington, D.C. 19 612.8 (5.44xi06) 62 334.2 (59.121x109) 1794.5 C1.702x109)

linneapolis, Minn. 19 728.0 (5.480) 63 573.1 (60.296) 1794.5 (1.702)
Houston, Tex. 20 991.6 (5.831) 66 272.2 (62.856) 1794.5 (1.702)
Las Vegas, Nev. 20 239.2 (5.622) 64 025.4 (60.725) 1794.5 (1.702) 
TABLE 52.- BASELINE MIUS COST VARIATIONS WITH LOCATION 
(Mid-1974 dollars)
 
System initial Annual fuel Annual Other Annual 
Cost and lube cost labor cost operating costs maintenance cost 
$1 643 200 $110 400 $68 100 $8400 $73 000 
1 704 000 126 200 71 600 8700 75 700 
1 553 000 
1 790 000 
109 1O 
127 200 
59 800 
73 700 
7900 
9100 
69 000 
79 500 
Total annual 
O&M cost 
$259 900
 
282 200 
245 800 
289 500
 
TABLE 53 - EFFECT OF CONTROLLING INDOOR TEMPERATURE FROM 296 5 K (740 F) to 298 7 K (780 F) DURING COOLING PERIODS 
AND TO 293.2 K (680 F) DURING HEATING PERIODS ON THE SEASONAL ENERGY REQUIREMENTS
 
Controlled Seasonal energy requirements, GJ (Btu)

indoor temperature,
 
K (OF)
 
Winter Spring Summer Fall Annual
 
Conventional 
296.5 (74) 
293.2 (68) 
298.7 (78)
Best, Z93.2/298.7 (68/78) 
22 057.0 (20.92Oxl0 9 ) 
21 103,9 (20,016) 
22 9068 (21.726)
21 103.9 (20.016) 
21 
21 
21 
27 
315.8 (20.217xl09) 
762.8 (20.641) 
156,6 (20.066 
156 6 (20.066 
24 450.4 (23.19Ox10 9) 
25 487.9 (24.174) 
23 474.0 (22.264)
23 474.0 (22.264) 
21 259.9 20.164x10 9)
21 786.0 20 663) 
21 030 1 (19 946)
21 030.1 19 946) 
89 083.1 (84 491x10 9) 
-­
-­
86 764.6 (82 292) 
MIUS 
296.5 (74) 15 093.0 (14.315x109 ) 15 185.8 (14.403x10 9) 17 329.3 (16.436xlo9 ) 16 061.4 (14 285xl0 9) 62 668.5 (59.438x10 9)
 
293.2 (68) 14 907.5 (14.139) 15 350.3 (14.559) 18 089.5 (17 157) 15 320 8 (14.531) -­
298 7 (78) 15 321 8 (14 532) 15 160.5 (14.379) 16 582.8 (15.728) 15 007.6 (14.234J

Best, 293.2/298.7 (68/78) 14 907 5 (14.139) 15 160.5 (14.379) 16 582.8 (15.728) 15 007 6 (14.234) 61 658 4 (58,480)
 
TABLE 54.- SOLAR COLLECTOR HEAT GAINS
 
AS A FUNCTION OF SURFACE TILT
 
Building type Collector area, m2 (ft2) Collector portion
 
of roof area, percent
 
400 tilt, 50-percent efficiency, December (8205.3 kJ/m2 (723 Btu/ft2))
 
1 - 237.6 (2558) 25, 
2' 175.9 (1893) 28 
3 156.0 (1679) 29 
4 688.8 (7199) 88 
600 tilt, 50-percent efficiency, December (9635.2 kJ/m2 (849 Btu/ft2))
 
1 202.3 (2178) 22
 
2 149.8 (1612) 24
 
3 134.2 (1445) 24
 
4 569.5 (6130) 75
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Figure 3.- Site plan.
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Figure 4.- Illustration of apartment-complex buildings.
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Figure 5.- Floor plans and cross sections of apartment-complex buildings.
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Figure 5.- Continued.
 
169
 
H 
0 4L6 9.1 
(0) 	 C15) (30)
 
H H G
FScale, m (ft) J 
(d) Typical floor plan: building type 4.
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Figure 5.- Continued.
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Figure 5.- Continued.
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Figure 5.- Concluded. 
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Figure 6.- Concluded.
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Figure 14.- Winter-heating-requirement components.
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Figure 17.- Design-summer-day electrical consumption.
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Figure 21.- Wastewater treatment.
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74 2 percent 
Mb Winter.
 
Figure 32.- Continued.
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Losses 4749.8 GJ 
(4505x106Btu)
/ (32 percent)Fuel GJ 
14 735.6 
(13 976x106 Btu) Power after 4744.8 GJ(13 761 S distribution losses (1.318x10 6 kWh)6 rm 
r eoeafter. 
(4498x10bBtu) 
(I03.4-kN/m2 en4742 (32 percent)High-grade 
Low-grade .5 GJ 
(355.4 K (1800 F)) 
(15 psi) steam) recovered heatrecovered heat r2o6.e beat 
recoeredheat22162 GJ0 
3041,8 GJ (2102x106 Btu) 
Iom
(2885xid6 Bt) 
(1828.06 
1341.1 Gd Ht water1123.9 GJFuel (1272x106 Btu) e455.5 GJ 
(432x106 Btu) - (066x106 Btu) 
Trash 
2893.1 GJ Incinerator 
(2744x106 Btu) 
Recovered heat 
2007 5 GJ 
(1904x0.6 Btu) 2839.4 GJ 
- Losses 
0J(0Btu) 0 J ( 
(2693xl06 Btu)Btu)air-condit 
Fuel 
0 J (0 Btu) 
' 
1(148 
IBoller 
169.8 CJ 
Recovered heat (161x106 Btu)0 J (0Btu) 

99.1 Gd 
(94x106 Btu) 
Wasted high-grade Wasted low-grade 
heat heat 
986.9 GJ 126.5 MJ 
3 
- (936x106 Btu) (120x0 Btu) 
(c) Spring.
 
Figure 32.- Continued.
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Domestic andauxiliary electricity 
4744.8 Gd kWh)(1.318x06 
G
 
d (0 kWh)
resion__
 
air-conditioner 
J (0 ton-hr) 
r4 0 o-r 
Rejected heat 
4625.4 G,(4387Y10i Btu) 
gal) 
Aspi oner 
4 
1875.0 GJ 
.1x10 3 tan-hr) 
Ir Spc
 
Spaceheating 
Thermal efficiey. 
64.5 percent 
Total heat utilized' 
84.7 percent 
Losses 5055.6 GJ 
Fuel' I (4795x10
6 Btu)(30 percent) 
16 875 9 G4(16 006x1O0 Btu) I- "DomesticPower after 5497.2 GJ and 
distribution lossesPhtbuo moverl3~h (152 7x10 3 <Wh) 1 auxiliary electricity4744 8 GJ 
High-grade 
(10t.4-kN/m2 
, 'Low-grade 
(355.4 K (1800 F)) 
r5493.2 GJ (52 10x106 Btu) 
(32 percent) 
(1318x103 kWh) 
-{1'5 psi) steam) recovered heat 
recovered heat, 2554.7 GJ 752.4 GJ 
3772 5 GJ(3578x:L06 Btu) (2423x-10O6 Btu) (209xi03 kWh) 
21959x0 6 Btu) Compression air-conditioner 
Fuel "(3_272x106 Btu) 338 0.3 GJ 
455.5 GJ(432x106 Btu) t -.. 985.8 GJ(935xi06 Btu) Ho(267x10 3 ton-hr) 
Trash 
 Rejected heat
2893.1 GJ Incinerator 
12 186.2 GJ
(2744x106Btu) ~(11 	 558xlO6_Btu) 
Recovered heat 3 	 (7218 .8 m3 
2007.5 GJ (1.907x106 gal) 
d904x16BtuJ GJ/I4792.0 
'Losses (4545x106 -Btu) Absorption 
0 T'(O Btu) air-conditioner'l,' 
.., 

Fuel 3165.1 GJ 
0 J (0 Btu)T (250x103 ton-h)" 
Recovered heat0J(0Bu 
J(0Btu)0J 0BuSpe 
-N O-J (0 Btu)hetn 
'Wasted high-grade Wasted low-grade 
heat heat Thermal-efhiciency-,
0 J (0 Btu) 	 489.2 GJI 82.7 pe'cent 
(464x106 Btu) "Totalheat tilazed: 
94.1 percent 
Md Summer. 
Figure 32.- Cohltinued.
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Losses	 49 401.6 GJ
 
(46 855X106 Btu)
Fuel 
Domestic and(66 929x106 Bt) 	 Power after 21 173.8 GJ distribution losses (5.8816x106 kWh) auxiliary electricityPrime mover 21 165.018 820.8 GJ 
21 1650 G 
(5.228x0 6 kWh)High-grade (20 074x106 Btu) 
(103 .4-kN/m 2 Low-grade
(15 psi) steam) recovered heat 
recovered heat 0 J (0 Btu) 2353.7 GJ 
0 J (0 Btu) (653 8x103 kWh) 
Compression 
0 J (Ot 	 air-conditionerLosses 
Fuel, 	 12 106.0 GJ Hot water 10 596.8 GJ 
0 J (0 Btu) 	 (11 482x106 Btu) (837xi03 ton-br) 
Yrash	 Rejected heat 0 J (0 Btu) Incinerator 
13 239.5 GJ 
4(12 557x106 Btu 
(2.07x1063gal))Recovered heat 	 (7835.8 m0 J (0 Btu) 
0 J (0 Btu) AbsorptionLosses 
air-conditioner3702.9 	GJ 
(3512x106 BtB) 
Fuel 	 J18 515 4 GJ 0 J (0 ton-hr) 
(17 561xi06 Btu) . olr 
Recovered heat14 812.6 GJ	 0 J (0 Btu) 
(14 049x10 Btu)( Space2704.4 GJ heating 
.,. € %(2565x106 Btu) 
Wasted high-grade Wasted low-grade 
heat heat0 J (0 Btu) 0 J (0 Btu) 	 Thermal efficie2cy­49.6 percent 
Total heat utilzed: 
not applicable (N/A) 
(e) Fall. 
Figure 32.- Concluded.
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49 401.6 GJ 
(46 855x106 B3tu)Fuel 
70 566.6 GJ Power after 21. 73.8 GJ Domestic and 
66 92 9 6 .- distribution losses (5 ,8816x 6 kWh) auxiliary electricity 
2 06(103.4-kN/i Btu)Low-grade 074x 
Hihua e(20(15 psi) steam) 
recovered heat 
recovered heat 0 J (0 e)0 J (0 Btt) 
Compression 
0 J (0 Btu) air-conditionerLosses 
Fuel 
(0 Btu)t 12 106.0 GJ (0 482x06 Btu) Hot water 10 596.8 GJ (87x3 ton-hr) 
Trash1(3x 37o r 
0 J (0 Btu) Incinerator 
j 
-
,,'13, 
Reje tedheat 
239.5 GJ(12 557xi06 Btu) 
ReTovered heat al(7835.8 m 
0 J (0 Btu)I Aal)) (2 .07 x1(6 
L osse s 
-. ., atO 
-J (0 Btu ) , 
-Abs orp t ion 
-
air-condtioner{Fuel 3702.9 Gh
•0
(3512x'0 'Btu)18 515 4 GJ J (0 ton-hr) (17 561x106 Btu) " Bie 
Recovered heat| 0 j (0 Btu) 
(14 049xi6 tu)[ 
S ae 
S2704 4 GJ heating 
S (2565x106 Btu) 
Wasted high-grade Wasted low-gradeheat heat Thermal efciency0 J (0 Btu) 0 J (0 Btu) 49.6 percent 
Total heat utilized: 
riot applicable (N/A) 
(a) Annual. 
Figure 33-
 Washington 50-unit conventional system,­
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Losses 
Fuel 
10 853 5 GJ 
Fl(10,294xi0 6 Btu) 
15 5 (14 704xl 0 
N 
Btu 
Etu) 
Prime mover 
Power after 
d4.651 
distribution losses 
TJ(1.292x106 
4649.7 GJ 
kWh) 
* 
Domestic and 
auxiliary electricity 
4 640 TJ(.289x10 6 kwh) 
High-grade 
(103.4--kN/m 2 Low-grade 
(4410x106 Btu) 
(30 percent) 
(15 psi) steam) 
recovered heat 
0 J (0 Btu) 
recovered heat 
0 J (0 Btu) 11.23 GJ 
(3.12x103 kWh) 
Compression 
Los0 air-conditionerJ (o Btu) 
0 J (0 Btu)j
Fuel 50.51 GJ 
( Btu) , f (2831x106 Btu) Hot water984 9 GJ (3 .99x10 3 ton-hr) . 
TrashRejected Rejcte hea0 J (0 BtuO Incinerator 
63.2 Gd (59 9x106 Btu) 
(37.4D m3 Recovered heat 

0 J (0 Btu) (9.88x103 gal))
 
Losses .. _# 0 J (0 Btu) Absorption __ 
Losses 
air-conditioner1310.6 GJ 
(1243x106 Btu) 
Fuel J 0 J (0 ten-hr)6553.8 GJ1 
(6216x106 Btu) 
Recovered heah 0 J (0 Btu) 
(4973x106 Btu) ::5pi e 
2257 4Wi heeing1, (2141xi06 Btu) 
Wasted hig-grade Wasted low-grade 
heat hlea2 Thermal ef04ceticy­0 J (0 Btu) 0 J (0, Btu) 45.0 percent 
Total heat ut, hzed 
N/A 
Mb -Winter.
 
Figure 33.- Continued,.
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Losses 12 016.4 GJ 
r (!11397x106 Btu) 
Fuel 
17 164.8 GJ 
(16 280x10 6 Btu) 
Power after 
distribution losses 
5,1502 TJ 
(1.4306x'10 6 kWh) --
Domestic and 
auxiliary electricity 
SHigh-grades 
(103 4-kN/m 2 
Ci5 psi) steam)[
recovered heat0 J (0 Btu)1x0 
/Low-grade
recovered heat 
(4883x106 Btu) (1 318xi06 kWh) 
kW 
High-rade(8810(103144.6xi03Low-grade 6 Btu) Compression 
0 J (0 Btu)t 52287 94GJ 
3051.3 1J Hot water 1830 7 GJ 
r(2170xJ.O 6 Btu) 
Recovered heat 0 
0 J (0 Butu (13. mh 
Lossesortion 
829.8 air-conditioner 
(787x10 6 Loss0es Btu) (0 ton-hr) 
Recovered heat 0 J (0 tu) 
(315x10 6 BadS3051.32 9 9 rh padle 
0 J (256x106 Btu) heating 
Wasted higt-grade Wasted low-grade 
heatOJ (0 Jtu" heat0 JOBt,) Thermal efficiency­46 4 percent 
Total heat utized 
N/A 
(c) Spring. 
Figure 33.a-Continued. 
2 
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Losses
 14 445.6 GJ
 
Fuel (13 701xi06 Btu)
 
( 76 BJu Power after 6.192 TJ Domestic and(19 571x106 Bu) distribution losses (1.720x106 Btu) auxiliary electricity
' Prime moverI 4.745 TJ 
6189 0 GJ (1.318xi0 6 kWh)
High-grade (5870xi06 Btu) 
(I03.4-kN/m2 Low-grade(15 psi) steam) recovered heat 
recovered heat 0 J (0 Btu) 1447.9 GJ 
0d (0 Btu) (402.2xi03 kWh) 
Compression 
Ls air-conditioner 
0 J (0 Btu) L 6518.9 GJFuel 0 Btu) 3051.3 GJ Hot water (514.9x103 ton-fir)1 ;t , (2894xi06 Btu) 
TrashRejected0 J (0 Btu) Incinerator heat8143.8e hea8143.8 MJ 
(7724xi03 Btu) 
Recovered heat 
J (0 Btu) J4, (1.27x106 gal)) 
0 J (0 Btu) AbsorptionLosses 
r od t ne763.3 Gd 
(724x106 Btu) 
J (0 ton-hr)F14. U0(3618x106 Btu) - oie 
Recovered3051.3 GJheat 0 J (0 Btu) ' 
(2894x106 Btu) Space 
heating0 J (0 Btu) 
Wasted high-grade Wasted low-grade
heat heat Thermal efficiency: 
0 J (0 Btu) 0 J (0 Btu) 58.5 percent 
Total heat ut lized. 
N/A 
(d) Summer.
 
Figure 33.- Continued.
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Losses 12 086 0 GJFuel 11il 46jx06 Btu) 
17 263.9 GJ/ Power after 5.180 TJ Domestic and 
(16 374xI103 tu) Prime mover I C1.439x10 6 auxiliary electricity(14 6 tu J distribution losses 	 kWh) 4.691 TJ 
5177.9 GJ 	 (1.303x10 6 
High-grade Low-grade (4911x106 Btu)	 
kWh) 
(103.4-kN/m2 (355.4 K (1800 F)) 
(15 psi) steam) recovered heat 
recovered heat 0 J (0 Btu) 487.8 GJ 
0 J (0 Btu) (135.5x10 3 kWh) 
Compression 
Lair-'c onditioner 
Fuel 0 2196.6 GJ 
0 J (0 Btu) 3018.6 GJ Hot water Q!75.5x10 3 ton-br) 
Trash Rejected heat 
0 J C0 Btu) Incinerator 2744.5 CGJ 
(2603x106 Btu) 
Recovered heat (1625.5 m30 J (0 Btu) 
0 J (0 Btu) A(42s orption) 
Losses 
air- conditionerFuel 	 799.2 GJ 
(758x106 Btu)3996.0 GJ1 0 J (0 ton-hr) 
(3790x106 Btu) 
, Boiler
 
3196.8 GJ 
Recovered heat 	 0 J (0 Btu) 
(3032x106 Btu 	 Space 
178.2 GJ (169x10 6 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency 
0 J (0 Btu) 0 J (0 Btu) 74 4 percent 
Total heat utilized 
N/A 
(e) Fall. 
Figure 33.- Concluded'
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Oipe tobelowscreen 
SAbsorptio 
I nd --Sludge SwitchgearOffice 
er aa heean-e 	 waterSu eoressi 
pressure-Cl tlraeuael p ( 
clarification 7
 
Poal- se 
 hcenn rmekvr 
FCreolghting­water pressure 	 Vacuum 
tanqk 	 lilter
 
0
11i)-disks 

' Cmprsin
Ash~ 

ptckaged wastwaterSecodak eah tank chille r
systemsstorage ireatmeiet 
Trantformier 	 v Heat 
il 	 exchanger
 
0 6 12 
Flow equm~izatio, F- clperar (0)Sae(20) (40)tankwater 	 (t 
FFelstorage 
-tank tank EqimetspcOfCeCat 	 t lue) E n 
(a) Frst floor.
 
Cooling
 
--	 FwaU--Equi pment space- ffu- Cort 	 ier p~ace 
Arstorage 
- Hordng t.,and \\ Therrral storage 
firefighiting-water storage
 
6 12
 
(a) (20) (40) 
SScale, In (it) 
(b) Cross section.
 
Figure 34.- The MIUS building.
 
Conventional 
Energy in Trash out 
92 67110 GJ 987-.9 Mg 
(87 894x10 6 Btu) (1089 tons), 
'Water in Water out 
133 761 m3 120 819 m3 
(-35.336x10 6 gal) _ ___ 
_ _ __,(31.917x!0 6 gal) 
MIUS 
Energy in - Trash out 
63 574.1 GJ 197.8 Mg 
(60 297x10 6 Btu) (218 tons) 
Water in Water out 
123 177 m3 3110 235 m
-(32.540x10 6 gal) (29.121x-0 6 gal) 
Ehergy savings: 31 .4percent 
Water savings: 7.9 percent 
Effluent water reduction: 8.8 percent 
Trash reduction: 80.0 percent 
Figure 35.- Annual summary: Minneapolis 500-unit complex, domparisbn'of the
 
MIUS and the conventional system.
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I.osses 18 984.6 GJ r (18 006x106 Btu)I 

Fuel 
19 728.0 GJ Domestic and(576x10 6 Bt1) Power after distribution losses (5480x103 kWh) auxiliary electricity 
wovr 19 719 5 GJ (5346x103 kWh) 
High-grade Low-grade (18 703x106 Btu)
(105.4-kN/m2 (355.4K (1800 F))
(15 psi) steam) recovered heat
 
recovered heat 9218.2 GJ q82,q GJ
 
12 979.0 GJ (8743x106 Btu) (134x4Q KWh)/l~
(12 31ox10 6 Btu)d_06 GJar 

t6692.0 w~e
 
Rosses (6347et06Btu)3106 Wu)5322 .4 GJ ,JQ 
Fuel (5048xi06Btu)ht 
(1715x106( i 10 t (5136x106 Btu) (171xi03 ton-hr) 
Trash 

Rejected heat
118477.7 GJ Incinerator 

16 193.8 GJ
(10 886x)06 Btu) 359x106 Btu)Jb_ 1(15 
Recovered 3eat Mneps50uiMU 
IA Space GAbso tio (7555x!06 Btu) 7807 5 G Btu) I (2,534O06 9),rto
 180 .21.1515.GdJ2 ~ ~~(7405Y0° d itioner
-" !a ir-c on 
Losses 

1 72 9 GJ 
(1641i06 Btu) 
1808.2 413.1G 5415.14WHt ae 21q9864.6 GJ| (407.7l<103 tn-hr) 
(820xjO6 Btu) 
, Boiler 
-
GJ2146.7 it)2036x!06 
Recovered q.71.1 heat Space 
° Btu )(665xi0 
heatig4251 .IGJ 
€ 
4032x106 Btu) 
" 

- grad s"Wa t edow 
- gradeW asted h gh ha ",>,
-'t3"
heat 
608,4 GJ" t't plf/,
TOO, he~4173 . GJ u)""(577x106 B (3958 4106tu) 

85,3 percent 
(a) Annu I, 
,Figure 36.- Minneapolis 5oO-unt 
MIUS.
 
1 21
 
1
Losses 

.	 4902.7 GJ 
(-4650x106 Btu)Fuel 
15,645.5 GJ I Power after 	 5065.2 GJ Domestic and 
(14 	839x106 Btu) distribuhon losses (1407x103 kWh) auxiliary electricity 
Prime mover 5063.0 GJ3 -1 5065 2GJ 
High-grade Low-grade 	 C4802x10 6 Btu) (1407x103 kWh) 
(-103.4-kN/m2 (355.4 K (1806 F)) 
(15 psi)'steam) recovered heat 
recovered heat 2387.0 G 	 0 J kWh)
3292.7 MJ 	 (2264xI0° Btu)O 
(3123xi03 Btu)' j Cmpression855.1 GJ (811xi06 Btu) 	 airconditioner os.es13,12.7 GJ 23. J ,OJ( o~r 
Fuel (1245xi06 Bt)- 2130.8W Hot water 
446.0'GJ t22x0 "---u) 
(423xi06 Btu)---e) 
Trash 	 Rejected'heat
Rejec td-ea2829.9 GJ In~cinerator,(2684x06 Btu)J(Btu 
Recovered heat 
1964.3 GJ 
(1863xi06 Btu) 
Losse6 
Loss . 0 (0Btu)( t 
IAbsorption 
172.9 GJ air-con 
a64'.6 GJ 
(164x106 
" 
Btu)
0FuelJt )0 J (0 ton-hr) 
(820x106 Btu) 
1532.0 GJ 
Recovered heat (145hxe06 Btu)701.1 GJ 
1S pace)3828. 	 GJ',(5631xi06 Btu) heating 
Wasted hlgh-gyade Wasted low-grade 
heat heat 	 Thermal effcency 
0 J (0 Btu) 0 J (0 Btu) 79, 1 percent 
Total heat: utilized: 
100 percent 
Mb Winter. 
Figure 36.- Continued.
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Losses 4595.9 GJ
• - (4359x 06 Btu)Fuel 
14 657.6 GJ /Power after 4744.8 GJ Domestic and 
(13 902x106 Btu) distribution losses (1318x103 kWh) auxiliary electricity
High-grade Low-grade (4498x106 BW) (13184O0 kWh) 
(103.4l-kN/m2(15 psi) steam) (355.4 K (180* F))recovered heat3111.4 GJ recovered heat(2951x 06 (2094x106 Btu) tu ( 
4 8455 . Ls
- m m (1682x10 6(35 .4 1773.4 G J(1 F))21200 Btu) 
.'rI ,apr-sconito(42105 ps)te) r ... .reoee heatFuel (1272x10 6 ­reco ere bea 1341!1 Gd Btu)In i e at r22 2 7 . 1277.9 Gd1.4 Gt u Hot water Otnh)3 1 0 o 4 2(2 9 x Bt ) Reece 4( 02Bk, mhhea 
(2032106 Btu)Recovered heatF uel, 2007.5 Bt )1 7 .GJ o a e45 .5 Bt u 6 76 8 .5~oe1904x0GJ u)2164 (1 12"0 Btu )1 t n ­
(432x399.0 J (0 Bt rtoLosses 
.. 
_t t 6( t 4 lReco ere B q rA srtoonnr2893 tu Rejate he7at6. In(0inrt or 2 182 .8 GJp 
744x106 )Btu) 2 (2321a tg 
heat listWasted high-grade Wasted nw-grade.. Tkaral .eff . ..2389.22 )34.8W20406TotalG|)0669 
.penent
heatp(Bcentll 
. 
(c) Spring.
 
Figure 36.- ContInued.
 
tie 
Losses 4784.6 GJFuel (4538x106 Btu) 
16 010.3 G)I Power after 5227.2 J Domestic and
 
° 
(15 185x10 Btu) distribution losses (1-452x10 3 kWh) auxiliary electricityHigh-grade 
- I Pime.moverI 5225.4 J 4744.8 GJ­Low-grade (4956x106 Btu) (1318x10 3 kWh) 
(103.4-kN/m2 (355.4 K (1800 F))(15 psi) steam) recovered heat 
recovered heat - 2430.3 0J 482.4 GJ 
3570.0 GJ (2305x106 Btu) (134x10 3 kWh) 
(3386x106 Btu) (2__3___5 6_ 
CompressionLosses (20)87xi06 Btu)2 00.4 GJ ]3 air-conditioner 
1341.1 0.1 
Fuel455.5 GJ (1272x106 Btu)H 850.9 GJ Hot water 2164.9 GJ 
3 ton-r)(432xC06 Btu) (807x10 6 Btu) (171x0Trash 
Rejected heat
* Inc nera tor2893.1 GJ 10 821.8 GJ(2744x i0 Btu) (10 264x106 Btu) 
Recovered heat 6397.3 
2007.5 GJ (i.69xi0 gal)(1904x106 Btu) 47267 GJ 
( B AbsorptionLossesI 
a nditio er0 J (0 Btu)
Fuel •3127 1 GJ 
O;J (0 Btu)T (247x103 ton-hr) 
Recovered heat 0 J (0 Btu) 
0J(0 Btu) 
Spc
 
Space 
0 J (0 Btu) heating 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency­
0 J (0 Btu) 460 8 GJ 79.5 percent 
(437x106 Btu) Total heat utilized­
97.1 percent 
(d) Summer.,
 
Figure 36.- Continued.
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Losses 4701.3 GJ(4459x106 Btu) 
Fuel 
14 588.0 GJI Power after 4690.8 G. Domestic and 
3 4690.8 GJ(13 836x10 6 Btu) •distribution losses (1303>c0 kWh) auxiliary electricityhSPrime moverI ( 3 3 1 3 k 
46 88.7 GJ High-grade Low-grade (4447xi06 8tu) 
(103.4-kN/m 2 (355.4 K (1800 F))
 
(15 psi) steam) recovered heat 0 J (0 kWh)

recovered heat 2193.0 GJ
 
_ 
_ 
_ 
_3004.9 GJ (2080x106 Btu)(2850xi06 Btu) 
,25 Compression1863 0 GJBxu O6 
_ 
_ 
I Losses1327.4 
GJ (1767x0 6 Btu) air-conditioner 
Fuel (1259x10 6 Btu) a55.6l 0 J (0 ton-h 
(42 BxlO65. GJ(tu)l 
Bu 
Trash 
2861.5 GJ 
(2714xi06 Btu) 
IRejected heat3229.5rato(306x106 Btu)3229.5 Cd 
06(1911.6 m3 
Recovered heat 
1986.4 GJ(1884x106 Btu) 1916.8 G Bu 
(505x103 gal)) 
Losses(1818x10 Abs r tion 
Fuel 
0 J (0 Btu) 
A1266.0 
a GJ 
(100x105 ton-hr) 
0 J (0 Btu)| 
Boller217.2 
GJ 
Recovered heat (206x10 6 Btu)0J(0Btu) pace]
heatIng135.0 GJ 
(128xi06 Btu) h 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency; 
1784.0 G 112.8 GJ 67.0 percent 
(1692x10 Btu) (107x10 6 Btu) Total heat utilized: 
73 6 percent 
(e) Fall.
 
Figure 36.- Concluded.
 
Losses
 48 678.*5 GJ 
Fuel I (46 169x106 Btu) 
6 9 540.7 GJ'I Powerafter 20.866 TJ Domestic and 
(65 956x106 Btu) distribution losses (5.796x106 kWh) auxiliary electricity 
Pr e over 19 .246 Ti20 857.2 GJ (5.346xJ06 kWh) 
High-grade Low-grade (19 782x10 6 Btu)(1035.4-kN/m 2 (3554 K (1800 F)) 
(15 psi) steam) recovered heat ­
recovered heat OJ (0 Btu) 1620.0 GJ 
0 J-(0 Btu) (450x103 kWh) 
Compression
•osse s, 0 J (0 Btu) 'air-conditioner 
0 J (O-Btu) 
12 106.0 GJ Hot water 7292.4 GJFuel 0J(Bt)(11 482x106, Btu) -01 "(576xi03 ton-hr) 
0.JT(0h Incinerator Rejected heat 
9112.7 GJ (864 3 x106 'Btu) 
Recovered heat (5413.1 
0 J (0Btu) (1.43x10 6 gal)) 
Losses Absorption 
4626.5 GJ airoditioner 
Fuel (4388x106 Btu) 
23 130 3 GJ 0 J (0 ton-hr) 
(21'938x106 Btu) oie . 
18 503,8 GJ 'Recovered-ht ( ) 0 4 pcBtu)(17 550x106 Btu)Sac 
6397.8 GJ heatingf (6068xl06 Btu) . 
-Wasted high-grade Wasted low-grade 
heat heat Thermoal efficiency 
0OJ (0OBtu) - OJ (OBtu) 48.6 percent 
Total heat utilized 
N/A 
Figure 37.- Minneapolis 500-unit conventional system: 'annual.
 
-215 
Conventional 
Trash out
Energy in 
987,9 Mg
93 662.1 GJ 

(818 834x10 6 Btu) (1089 tons)
 
Water in 	 Water out 125 107 m3 149 334 m3 

(39.450xO6 gal) 0x06 gal)
_(33.05 
MIUS 
Energy in 	 Trash out 
66 272.2 GJ 	 ,..0197.8 Mg 
(62 856x10 6 Btu) 	 (218 tons) 
Water outWater in 
123 177 m3 	 98 950 3 (26.140x10 6 gal)(32.540x106 gal) 
Energy savings: 29.2 percent 
Water savings. 17,5 percent 
Effluent water reduction: 20 .9 percent 
Trash reductibn: 80,0 percent 
Figure 38.- Annual summary: Houston s0-unit complex, comparison of the MIUS 
and the conventional system. 
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Losses
 19 537 1 GJ 
Fuel /t (18 530x'106 Btu) 
64 464.0 GJ Power after 20 991.6 GJ Domestic and 
(61 141x106 Bt)u distribution losses (5831x103 kWh) auxiliary electricity 
Prime moverI8 18 820.8 GJ 
Btu) (5228x10 3 kWh)High-grade Low-grade 	 (19 901x106 
(103.4-kN/m2 (355.4 K (1800 F))
(15 psi) steam) recovered heat,
 
recovered heat 9766 4 GJ 2170 8,gJ
 
14 173.6 6J (9263x10 6 Btu) (603x10-' kWh) 
-(13,443xI0 6 Btu) 
Cem~ressien,

8136.4 GJ 	 air-conditioner 
5322 4 GJ 3971. 971 T 
Fuel (5048x106 Btu) 3971.7 GJ Hot water 9761.2 TJ 
1808.2 GJ (3767x106 Btu) (771x106 ton-hr) 
(1715xi06 Btu) 
Trash 
11 477.7 CJ IIncinerator 	 Rejected heat 
(10 88X106 tu) 	 3 877 6 GJ(37 822x10 6 Btu) 
Recovered heat (2-3 620.9 m3 
,7965.6 GJ (6 24x106 gal)) 
(7555x10 6 Btu) 16 700.9 GJ/ 
Losses(15 	 84DOx106 Btu) AboptoLasses 
0 J (0 Btu) air-coditioner 
Fuel 	 11 027 3 GJ
 
(871x103 ton, hr)
0 J (0Btu)B
 
218.3 GJRecveed'eaRecverd hat(207x106 Btu) 
116.0 GJ heatl'J 
- -€(llOx106Btu) . 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency 
78 5 percent
1350 6 J 1529.9 GJ 
Total heat utilized(1281x106 Btu) (1451x06 Btu) 
9,1 3' percent 
(a) Annual.
 
Figure 39.- Houston 500-unit MIUS.
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Losses
 4648.6 GJ 
Fuel r (4409×1'06 Btu) 
14 434.1 GJ power after 4640.4 WJ Domestic and 
x(13 690x10 6 Btu) Eh distribution losses (1289d 03 kWh) auxiliary electricity 
I 4640.4 G1 
. og a4638.10. (1289x103 kWh)High-grade Low-grade (4399x106 Btu) 

(103.4-kN/m2 (355.4 K (180 F)) ( 

(15 psi) steam) recovered heat
 
recovered heat 2169.9 W
 
2973.3 GJ (2058 Btu) Cmrsir
OJ (0 kwh)(2820x106 Btu) 
essio1951 6 GJ 
air-cond tionerLosses (1851xl06 Btu) 
1312.7 GJ To r 
Fuel (1245x106 Btu) 1033.3 GJ Kot water 0 J (0 ten-hr) 
(980x106 Btu)446.0 GJ 
Eu) 0-.-0 t­f(423x106 
TrashRejected heat
2829.9 GJ Incinerator 
.1 W.(26axio64018
1-64:06(3811x10 6 Btu) 
(2381 .0 3Recovered heat (629x1O" qgl))1964.3 GJ t 

(1863x10 Btu)24377 GJ
 
Losses (2312x106 Btu) Absorption 
air-conditioner
0 (0 Btu) 
Fuel A,1607.9 G 
0 J (0 Btu)) (12703 toni-r) 
(bWBoinrter
 
°Recovered b1eat (207x10218.3 G Btu)
 
0 J (0 Btu) = pc
 
:116.0 GIJi ]eating 
€(110xlO6 Btu) 
Wasted hilgill-grade Wasted low-grade 
heat heat Thermal effceny; I 
1350,6 GJ 116. 0 GJ 64,3 percent 
(!281x106 Btu) (llOx106 Btu) Total heat l lizecO; 
81.0 ppeent 
Mb Winter, 
Figure 39," Continued, 
Losses
_4879.5 GJ 
Fuel (4 6 2 8 xl 0 6 Btu) 
Power after 5072.4 GJ Domestic and15 664.5 GJ 
(14 857x10 6 Btu) distribution lo sses 43 auxiliary electricity 
• 5070.4 J (1318A 03 k<h)h 
High-grade Low-grade (4809xlO6 8tu) 
(103.4-kN/m2 (355.4 K (1800 F))
 
(15 psi) steam) recovered heat

recovered heat 2366.0 GJ 32,7 6 GJ 
95-O ~)3348( 176x1066 Btu) (2244x6Btu)91xO 3 kWh) 
Compression L,1971 
(1889X10 6 Bth) air-conditioner 
"134.I J r 1468.6 GJt 
0o (1889xi06Btu) 148, G 
" 
, (IO07xIO6 Btu)455.5 Gj GJ Hot water 21061.7(l16xO 3 ton-hr)(432xIl v Btu) 
WTrashagW l 
2893.1 Gh Incinerat r Rejected eeat 
C J (0 Bu)B376.8964.1 GJ 
(8502xl' Btu)
 
Recovered heat, (5299 .6 m3 
(1904xic6 Btu) 42944 G.
 
47X0 t)}Absorption
Losses 

0 juBtu) 3a9r-Conditiinerne
 
Fuel 22835.9 GJ
(224x1053 ton-hr)0 J (0 Btu) 
Recovered heat I 0 J (0 Btu) 
"S pace 
heating\0 J (0 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal effceny 
0 J (0 Btu) 376.4 GJ 75,.0 percent 
(357x106 Btu) Total heat tilzed 
95.2 percent 
(c) Spring. 
Figure 39.- Continued.
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Losses 
.5148.4 GJ 
I r (4883xi06 Btu) 
Fuel 
Power after 6148.8 GJ Domestic and1 
6 distribution losses C1708x10 3 kWh) auxiliary electricity(17 601x1LOBtu) im m r I 4744.8 G4 
Prie mver6145 8 GJ , (1318x10 -" kWh) 
(5829x106Btu)
High-grade Low-grade 
(103 4--kN/m 2 (355.4 K (1800 F))
 
(15 psi) steam) redovered heat 
1404.0 GJrecovered heat 2837.3 GJ 
4426.2 GJ (2691x106 Btu) (390x1O3 kWh) 
(4198x106 Btu) Compression2196.2 GJ air-conditioner 
Losses (2083x106 8tu) [ 1 
1341.1 G4 
Fuel (1272xi0° Btu), 855.1 GJ Hot water 
455.5 G (811x106 Btu) 6317.6 GJ (432x109 Btu) (499x103 ton-hr) 
Trash I o Rejected heat 
2893.1 J nie17 150.1 GJ 
(2744xI06Btu) (16 266x406 Btu) 
(10 144.9m3Recovered heat 
2007.5 GJ 2.68 x 1 0 gal)(:Lgo6 o xlBtu)5 57 8 .6 GJ 
Lose (529"1x!06 Btu) Absorption 
Lasses 
air-conditioner
0 J (0 Btu) 
Fuel 3,684.2 GJ 
0J(0Btu)T (291xi03 ton-hr)[ Boller 
Recovered heat 
0 J (0 Btu)c
 0 J (0 Btu) 
Spaceheating 
0 J (0 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency: 
OJ (0 Btu) 641.0 GJ 93.6 percent (608X106 Btu) Total heat utilized;93.1 percent 
(d) Summer.' 
Figure 39.- Continued.
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Losses
 
4860.6 GS(4610x106 Btu)Fuel I 
15 807.9 GJ / Power after 5130.0 GJ Domestic and 
(14 993x10 6 Btu) distribution losses (1425x103 kWh) auxiliary electricity 
Btu) (1303x103 kWh)High-grade Low-grade (4864x10 6 
(103.4-kN/m2 (355.4 K (1800 F)) 
(15 psi) steam) recovered heat 
recovered heat 2393.4 GJ 439.2 GJ 
3425.6 GJ (2270x106 Btu) (122x!0 3 kWh)
(3249x106 Btu) Compression 
1996.9 GJai-odtne 
Losses (1894x106 tu) air-conditioner 
Fuel 
451.3 GJ 
(1259x106 8tu) 
1021.7 GJ 
t 
Htw
e1975.0wate 
er(156x103 
1975. 
ton-hr) 
(428x106 Btu) |9916Bu 
28ras5 JRejected heat­
9745.4, GJ 
(2714X106 Btu) (9243x106 Btu) 
Recovered heat (9 3 
1986.41.53x 106 ga) 
(1884x100Btu) 4390.3GJ 
Losses (4164x106 BUI) Absorption 
0 J (0 Bt) [air-conditioner 
Fuel ,2899.2 GJ 
0 J (0 Btu)"[ (229x103 ton-hr) 
Recovered heat 
 0 J (0Btu) 
Spaceheating
-
0 J (0 Btu) 
Wasted high-grade Wasted low-grade 
hat heat Thermal efficiency­
0 J, (0 Btu) 396.4 GJ 77.4 percent(376x106 Btu) Total heat utilized­
94.9 percent, 
(e) Fal .
 
Figure 39.- Concluded.
 
221
 
Losses
 54 677.5 GJ 
S(51 859x106 Btu) 
Fuel 
78 111.5 GJ - Power after 23 443 .GJ Domestic and 
(74 085xdi6 Btu) distribution losses (6512xlO kWh) auxiliary electricityimrm I 
18 820.8 GJ23 432.90J (22 225x10 6 Btu) (5228x103 kWh)High-grade Low-grade 
(103.4-kN/m2 (355,.4 K (1800 F))
 
(15,psi) steam) recovered heat
 
recovered heat 0 J (0 Btu) 4622.4 GJ
 
0 J (0 Btu) (1284x1o3 kWh)
 
|Compression 
a ir- c ndi t io ner 
Losses 0 J (0 Btu) o
0 J (0 Btu)
Fuel12160g20785G 
o0 (08w 8 
Trash Rejected heat 
Incinerator 25 968.6 GJ 0 J (0 Btu) (24 630x10 6 Btu) 
Recovered heat
 
J (0 Btu)
 
Loss0 J (0 Btu) Absorption 
Lasses 
3110 .3,GJ air-conditioner 
(2950x106 Btu)
 
Fuel 0 J (0 ton-hr)15 550.6 G 
Recovered heat 0 J (0 Btu)
'12 440.3 GJ ] 
(11 799xi06 Btu) / Space 
334.2 GJ heatig(317x10 6 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency: 
0 J (0 Btu) 0 J (0 Btu) 55.5 percent 
Total heat utilized: 
N/A 
Figure 40.- Houston 500-unit conventional system: annual.
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Conventional 
Energy' in 
91 17610 GJ 
(86 476x10 6 
Water in 
152 578 m3 
(40.307x10 6 
MEUS 
Energy in 
64 025.4 GJ 
(60 725x10 6 
Water in 
123 177 m3 " 
(32.540x10 6 
Btu) 
gal) - -_ 
-

Btu) 
gal) 
Energy savings: 

Water savings: 

'Effluent water reduction: 

Trash out 
987.9 Mg 
(1089 tons) 
Water out 
123 767 0 
(32 .696x10 6 §al-)_ 
Trash out 
197,.8 Mg 
(218'tons)" 
Water out 
94 3,66 m3 
(24.929x10 6 gal)' 
29.8 percent 
193 percent 
23.8 percent 
Trash reduction: 80.0 percent 
Figure 41.- Annual sumary: Las Vegas 500-unit complex, comparison of'the MIUS 
and the conventional system. ­
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Losses
 18 950.9 GJ(17 974xi06 Btu) 
Fuel 
62 21.Domestican4 
distribution losses (5622x103 kWh) auxiliary electricity 
A-18 824,4 GJ 
Pr 229.8 GJ (5229x103 kWh) 
High-grade Low-grade (19 187x406 Btu) 
(103.4-kN/m2 (355.4 K (1800 FD (15 psi) steam) recovered heat 
recovered heat 9420.6 GJ 1418.4 gJ 
13 615.9 GJ (8935x106 Btu) (394x10 kwh) 
(12 914x106 Btu) 
76 [ ar-conditioner76 5,1GJ Cmpressi l 
Losses (7270xlO6 Btu) i- dtoe 
Fuel (5048x106 Btu) r 6393,5 G4 
1808.2 GJ 4440.9 GJ(1715xi06 Bt)t._. ( 212xi0)6 Btu) Hot water (505x!0 3 ton-hr? 
Trash 
11 477.7 GJ (10 886x406 Btu) Incinerator 
Rejected heat 
32 413.9 GJ (30 743xi06 Btu), 
Recovered heat (19 237 m3 
7965.6 G 
(7555x0 ° Btu) 14 
531.1 GJ (5.082x106 gal) 
(195706 w (13 7820,706 Btu) haAbsrption 
J 0 Btu) ( atu-c)°- i8ercn 
Fuel t95966 GJ 
0 J (0 Btu) (758x13 ton-hr 
FBigaer 
Recovered heat0J(0 Btu) 674.8 G(640x10O Btu) I pc 
539.8 GJ heating
#., (512x I06 Btu) ; 
Wasted high-grade Wasted low-grade 
heat, heat Therpial efficency; 
2 06 3.4 GJ 1080,7 GJ 75, 1 percent 
(195)7xi06 Btu) (1025x106 Btu) Total heat utilized: 
89.8 percent 
(4) Annual. 
Figure 42.- Las Vega$ 500-unit MIUS.
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Losses
 4450.*4 GJ 
Fuel (4221x106 Btu) 
(I 5106 Btu) Power after 4640.4 GJ Domestic and (13 576x10rieou)rdistribution losses (1289x103 kWh) auxiliary electricity 
(4399x106 Btu) (1289x10 3 kWh)High-grade Low-grade 

(103.4-kN/m2 (355.4 K (1800 F))
(15 psi) steam) recovered heat

recovered heat 
 2157.2 GJ
 
3068.2 GJ (2046x106 Btu) 0 J (0 kWh)
 
(2910x1O6 Btu)
13Lss12 J Btu) (1 Compression15668x068 GJ(1486x106 B) air-conditioner 0,[J_1 o r 
7 GJFuel 13 12 1418 1 GJ Htwtr0J( o-r446.0 GJ (1245x106 Btu)
GJ , (1345x1o6 Btu(423x1O6 Btu)Trash 
2829.9 GJ Incinerator Rejected heat 
6 1995.9 J(2684x23 Btu1 
..... B)(1893x106 Btu) 31181.0 MRecovered heat 
1964 GJer p3 
(1863x16B() 
 1016.4 GJ
 
Btu)'AbsorptionLosses (94x0 
0 (0 Btu) F air- onditioner 
Fuel 2671.0 GJ0 J (0 Btu)T (53x103 ton-hr) 
589.4 GJ
Recovered heat (559x106 Btu)0 J (0 Btu) Spc 
534.6 GJ I heating 
• (507x106 Btu) 
Wasted high-grade Wasted low-grade 
heat bleat Thermal effcenlcy ­
2063.4 GJ tu 1.3 GJ 63 .8 percent 
(1957x10l 8u (1.2x,06 Btu) Total heat uti Ized ­
71.3 percent 
Mb Winter. 
Figure 42.- Continued.
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Losses 4750.9 G4 
40xGftFuel 
15 326.0 GJ Power after 4968,0 GJ pomestip and 
(14 536x106 Btu) Priemvr130x0w) (1380403 kWh) auxillary QleprIpitydistribution losses 
49a6,0 WJ6 4744,8 JHigh-grade Low-grade (47W0x1 Btu) (13104114 Wh(103.4-kN/m 2 } f355.4 K (180* 17)) 
(15 psi) steam) recovered heat
 
recovered heat 2317.5 GJ 223,2 gJ

3291.7 GJ (2198x10 6 Btu) (62x10 kWh)
 
(3122x106 Btu)
 [[pi ,1993.8 GJ Coair-conolr 
-
-
Losses (1891xi06 ait-cmd ion• 
Fuel (1272x106 Btu)
455.5 GJ 1057.5 GJ Hot water(432x106 8t. 003x06 Btu)0x1012..GJ 
Du) I
QOO~xO& (B0x10 ton-'hr) 
Trash Reetdha 
Rejected1hea2893.1 GJ Incinerator 
(2744106 Btu) t7859XI06Bt) 
ha (4921 m3Recovered heat (I 30xlO ga))2007.5 GJ 
(1904x906 Btu) 
 4236.4 GJ.
 
(4018xi06Bt)_. Absorption
Losses 
ar-cond2tinenr
0 J (0Btu) 

823 86GJG Fuel 2798.085G 210TJnh0 J (0 Btu) _ 4 01 
B ier 
Recovered heat (46x106 Btu) . . 
0 1 ( Btu)5.3 
-i %(5x10 6 Btu)Lti Space 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency, | 
0 J (0 Btu) 275.2 GJ 73 ,9 percent 
(26 Ix106 Btu) Total hieat gpldzeO1 
96.4 percenlt 
(c) Spring.
 
Figure 42,- Continued.
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Losses
 5032.4 GJ (4773x].06 Btu) 
Fuel 
17Domestic 	 G oet-i and(16 366x101 Btu) 	 Pwratr5659.2 
d'stribution losses (1572x0 - kWh) auxiliary electricity
* Pimemovr_5656.6 G } 4744 8 G4 
(1318X0 kWh)High-grade Low-grade 	 (5365x10 Btu) 
(103.4-kN/m 2 
(15 psi) steam) 
(355.4 K (1800 F)) 
recovered heat 
recovered heat3940.1 GJ 
i t(254x10 
2626.4 GJ(2491x!06 Btu) 914.4 GJ 
3 kWh) 
2112.9 GJ Compression 
Losse (2004x106 Btu) air-conditioner 
Fuel (1272xi06 Btu) 4114.7 GJ 
455.5 J 
(432x106 Btu) 
938.4 GJ 
(890xJ06Btu) 
Hater]
O 
(325103 ton-hr) 
2893.1 GJ Incinerator Rejected heat
 
(2744xo06Btu) 13 452.5 GJ

~(12 	 759x106 Btu) 
ecovered heat/2007.5 GJ (7987.2 m3 
(1904x106 'Btu) 5002".9 GJ (2.11x106 gal)) 
(4745x1 6 Btu) TbsothtuioLosses
0 J (0 Btu) 	 air-conditioner 
Fuel •3304.4 GJ
 
O,J (0 Btu) | (261xi03 ton-hr)
 
ere	 99oi 

Recovered heatl 	 0 J (0 Btu)0 J (0 Btu) I 	 ----­
) uSpace
 
on in ed
Fu0 J (B tu) 

Wasted high-grade Wasted low-grade

heat heat Thermal efficiency­
0 J (0 Btu) 51.3.5 GJ 85.9 percent 
(487xi06 Btu) Total heat utilized­
93.9 percent 
(d) Summer.
 
Figure 42.- Continued.
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Loses 
_ 4717.2 GJ (4474x106 Btu)Fuel 
15 321.8 GJ Power after 4971.6 GJ 
m
~ 
t
~
u oss(5113kh­(14 532x106 Btu) J P~memover distribution losses (1381x103 kWh)4969.2 GJ 
High-grade Low-grade (4713x106 Btu) 

(103 4414/m 2 (355 4 K (1800 F))
 
(15 psi) steam) recovered heat

recovered heat /2319.6 GJ 
reovreheatt
 
3315.9 GJ (2200x106 Btu) 

(3145x106 Btu)
 
1991.7 GJ(1889x10 6 BtG) 
1327.4/GJ 
Fuel (1259x106 Btu) 1026.9 GJ Hot water 
451.3 GJ (974xI0 6 Btu)(42 8%06 Btu) 
2861.5 GJ Incinerator 
' 
(2714x106 Btul) 
Recovered heat 

1986.4 GJ 
(1884xi06 Btu) 4222.7 GJ 
Losses (4005x106 Btu) 
0 J (0 Btu) 
Fuel I2823.3• 
0u) .TttRecoveredi (35e Btu)heat 
)0 J (Btu) 
Wasted high-grade Wasted low-grade 
heat heat0 J (0 Btu) 291.0 G/ 
(2764x1 Btu) 
(e) Fall, 
Figure 42.- Concluded,
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Domestic and 
auxiliary electricity 
4690,8 GJ 
(1303x!03 kWh) 
280.8'gJ 
(78x10 kWh) 
Compression
 
air-conditioner
 
1266.0 GJ 
nIOOxao5 ton-br) 
Rejected heat8679.4 GJ 
(8232x10 6 Btu) 
3 (5148.1 m3 
(1.36x106 gal) 
Absorption 
air-conditioner 
GJ 
Space
heating 
Thermal efficie2cy:75.0 percent 
Total heat utilzed­
96 .2 percent 
- Losses 
Fuel 
74 524.6 G4 Power after 2Domestic and (70 683x10d Btu) 'idistributionSPrime mover] losses (6213x10
3 kWh) " auxiliary electricity0 18 820.8 G.J 
High-grade(103.4-kN/m2 Low-grade"(55.4K (1800 F)) 
22 357.5 GJ 
(21 205x106 Btu) (5228x10
3 kWh) 
(15 psi) steam) 
recoveredrecovered heat  
recovered heat 
0 J (0 Btu) 3546.0 GJ 
0 J (0 Btu) (985×103 kWh) 
Compression _ 
Losses 0 J (0 Btu) f air-conditionieri o m 
Ful0 J (0 Btu) I115 990j2 GJ 
0 J (0 Btu) t 
12 106.0 GJ (11 482x106 Btu) Hot 
water (1263x10 3 ton-hr) 
Traah- Rejected heat 
0 J (0 Btu) 
Recovered heat 
0J (0 Btu) 
i 0 J (0 Btu) 8AbsorptioenLosses3368.6 GJI ai-conditionlerI 
(3195xi06 Btu) 
_ 
Fuel .0 J (0 ton-hr) 
'16'651 3 GJI(15 793xi06,Btu) Boiler ' 
Recovered heat13 320 7 GJ 0 (0 Btu)(2 634×106 Btu)! pace h 
1214.6 GJ heatinqj 
t ''( l1 52x 106 Btu) -
Wasted high-gyade Wasted low-qrade 
heat heat Thermal efficiency­
0 J (0 Btu) 0 J (0 Btu) 52 .8 percent 
Total heat utilized-
N/A 
Figure 43.- Las Vegas 500-unit conventional system: annual.
 
229
 
Conventional
 
,Energy in - Trash out 
61109.1 GJ . W 728.5 Mg 
(57 959xj0 6 Btu) (803 tons) 
Water in Water out 
94 949, m3 84168.8 m3 
(25 .083x10 6 gal) (22.235x106 gal) 
MIUS 
Energy in Trash out 
47 201.1 GJ . 0146.1 Mg 
(44 768x10 6 Btu) (161 tons) 
Water in Water out 
73494rn384 274m 3 

(22.263x06 gal) (19 .415106 gal)
 
Energy savings: 22 .8 percent 
Water savings: 11.2 percent 
Effluent water reduction: 12.7 percent 
Trash reduction: 80.0, percent 
'Figure 44.- Annual summary: Washington 300-unit complex, comparison of the
 
MIUS and the conventional system.
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Losses
 12 041.'7 GJFuel (1I 421xI06 Btu) 
45 930.6 GJI Power after 13 791.6 GJ Domestic and 
(43 563x106 Btu) I distribution losses (3831x13 kWh) auxiliary electricity)Prime mover } 13 323.6 GJ 
HI-gl-grade 1:3 785.6 GJ (3701x103 kWh)Low-grade (13 075x106 Btu)(103 4-kN/m 2 (355 4 K (180 F))
 
(15 psi) steam) recovered heat
 
recovered heat 12 615.3 GJ 468.0 GJ
 
7484.8 GJ (11 965xI06 Btu) (130x103 kWh)
 
BCompression 
I7069xl7453.2 GJLosses (7069xi6 Btu) air-conditioner 
Fuel 3894.8(3694xi06GJ Btu) 523.0 GJ -ci a JHo ater 211603ton-r1270.5 GJ• (496x106 Btu)(1613tnfr 
(1205xi0Btu)---
TWWrash8466 4 GJ Incinerator Rejected heataW­(803x06 Btu) 16 667.2 GJ 
, (15 808 x106 Btu) 
Recovered beat9. m 
.5 pe c n(94.65842 .23GJ(5541106 GJt~t)9002.0 
AbsorptionJ(0Btu) Los(8538xi06 tu) lair-conditionerJ 
FuelA 5937 8 GJ 
0 J (0 Btu) Ws(469xi3 ton-hr) 
heat etTlriilefcec 
Recovered heat 6 548.3 GJ(520xi06 Btu)0JCBtu) Btu)(352xO Stu)x0 (4gx0Bu)Ttlh pc a l)) 
r89 .6 GJh a in 
., (85x106 Bt) I 
Wasted lliqlh-grade Wasted low-(Irade 
heat heat Therpnal efficiency 
3712.4 GJ 46 13. 8 GJ 63.5 percent(3521xi06 Btu) (4376xi0" Btu) Total heat ,,hhized 
67.9 percent 
(a) Annual. 
Figure 45.- Washington 300-unit MIUS.
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I 
----
Losses
 
Losse 2892.1 GJ 
(2743x106 Btu)
'Fuel 
10 757.5 GJBu Power after 3286.8 GJ Domestic and 
(10 203x106 Btu) distribution losses (913x10 3 kWh) auxiliary electricity 
- 3286.8 GJPrime mover 
3285.4 GJ (913x10 3 kWh) 
High-grade Low-grade (3116x10 6 Btu)
 
(103.4-kN/m2 (355.4 K (1800 F))
 
(15 psi) steam) recovered heat
 
recovered heat 2827.8 GJ
 
1752.3 Gd (2682xi06 Btu) 0 J (0 kWh)
 
(1662x10 6 Btu)
 
1688.0 GJCompression 
air-conditioier(1601g106 Btu)Losses 
960.5 Cd 
Fuel (911x10 6 Btu) 0 J (0 ton-hr)oh)278.3 GJ Hot water313.1 GJ j(264x16Btu)(297xi06 Btu) 
).Ir0J(
Trash Rejected heat2087.6 GJ Incinerator 
126.5 GJ(1980x106 Btu) (120x10 6 Btu) 
(75.7 m3 Recovered heat 
1440.2 GJ QUIP gai) 
(1366x10 6 Btu) 77.0 GJ 
(73x106 Btu) AbsorptionLosses 
air-conditioner0 J (0 Btu) 
Fuel •50.6 GJ 0 J (0 Btu) (4x10 3 ton-hr) 
Boiler548.3 
Recovered heat (520x10 
GJ6 Btu) 
/ Spc0J(0 Btu) 
89 6 GJ heating (85x106 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency­
2747 6 GJ 591.5 GJ 53.7 percent 
(2606x10 6 Btu) (561x106 Btu) Total heat uti ized:44.5 percent 
(b) Winter.
 
Figure 45.- Continued.
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Losses
 
_. 2903.7 GJ 
2 5 x ° Fuel - I 
11 297.4 GJ/ Domestic and 
4 G distribution losses (933x10 3 kWh) auxiliary electricity27 4x103357.1IPrime moverI I -- 3358.8 GJGJ 
. (933xi03 kWh) 
High-grade Low-grade (3184x10 6 Btu)
 (103.4-kN/m2 (355.4 K (1800 F))
 
(15 psi) steam) recovered heat
 
recovered heat 3195.7 GJ 
1840.9 GJ (3031x10 6 Btu) -0 J ( kWh) 
(1746x10 6 Btu) ompression L1920 0 GJ Iircnioe/ 
Losses (1821x10 6 Btu) air-conditioner 
Fuel 981.6(93 x-l.OGJ6 Btu) ,'l!/0 J (0 ton'-hr) 
320.5 GJ ,u90.7 GJ Hot water 
-
(86x10 6 Btu)(3Q4x1O6 Bt) 
Trash
2134.0 GJ Incinerator Rejected heat3%745 1 G(2024x106 Btu) 
1 (3552.101 Btu) 
Recovered heat (
 
1472.9 GJ
 
(1397x106 Btu) (586x103 gal)
 
(2545x106 Btu) AbsorptionLosses 
air-conditioner
'0J (0 Btu) 
Fuel• 1772 5 GJ 
0 J (0. Btu) T(140xi0 3 ton-hr) 
Boiler
 
Recovered heat 0 J (0 Btu)
0 J (0 Btu)" 
Space 
heating 
0,J (0,Btu) 
Wasted high-grade Wasted low-grade
 
heat heat Thermal efficiency,
 
539.8 GJ 1275.8 GJ 61.4 percent 
(512x10 6 Btu) (1210x106 Btu) Total heat uti lized 
72.1 percent 
(c) Spring.
 
,Figure 45.- Continued.
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Losses 
Fuel 
3340.2 GJ 
(31'68x10 6 Btu) 
12 727.1 Gd oeJfe 868G 
(12 071x 6 Btu) distribution losses (1063x10 3 kWh) 
Prime mover . 2 
High-grade 
(03.4-kN/m 2 
Low-grade (355.4 K (1800 F)) 
3825.2 Gq 
(3628x100 Btu) 
(15 psi) steam) recovered heat 
recovered heat 3486.7 GJ 
2075.0 GJ(1968xi0 6 Btu) (330x!6Btu)(371 6 Bu 
(1844xi06 Btu)Losses 

981.6 GJ 
Fuel (931x10 6 Btu)320.5 GJ 66.4 GJ Hot water 
(304xi0 6 Btu) (63xi06 Btu) 
Trash 
2134.0 GJ Incinerator 
(2024x106 Btu) 
:: 
Recovered heat 
1472.9 GJ 
(1397x10 6 Btu) 3481,5 GJ 
(3.302xlO6 Btu) 
Losses 
0 J,(O Btu) 
Fuel 
0 J (O'Btu) 
Boiler 
Recovered heat 0 J (0 Btu) f 
0 J (0 Btu) 
4 
-
€% OJ(O Btu) 
Wasted hlgh-grade Wasted low-grade ­
heat heat 
0 J (0 Btu) 1542.5 GJ 
(1463xJ0 6 Btu) 
(d) Sumner.
 
Figure 45.- Continued.
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Domestic and 
auxiliary electricity 
3358.8 Gd 
(933xi0 3 kWh) 
468.0 GJ 
(130x10 3 kWh) 
Compression 
,
 
air-conditioner 
2101.6 GJ
 (166x03ton-hr)
 
Rejected beat
 
8365.2 GJ 
(7934x0 6 Btu) 
(4955. m3 
(1.309x106 gai)
 
Abopto 
air-conditioner 
2291.5 GJ
 
(181x 03 tgp-hr) 
Space 
heating 
Thermal efficiency:
74.8 percent 
Total heat util ized: 
78.1 percent 
I 
Losses
 2905.'8 GJ (2756x106 Btu)
Fuel 
11 148.7 GJ(10 574x106 Btu) 	 Power after 3322.8 GJ Domestic and 
distribution losses (923x10 3 kWh) auxiliary electricity 
Prime mover 	 332 1 .2 GJ 3322.8 GJ 
(3150x106 Btu) (923x10 3 kWh)High-grade Low-grade 
(103.4-kN/m2 (355.4 K (1800 F)) 
(15 psi) steam) recovered heat 
recovered heat 3105.1 GJ 
1816.6 GJ (2945x10 6 Btu) 0 J (0 kWh) 
(1723x106 Btu) r 
Compression1901.0 GJ 
971 .1 GJ (1803x10 6 Btu) 	 airconditionerLosses 
Fuel (921x10 6 Btu) 87.5 GJ Hot water 	 0J( o-r316.3 GJ 
(300x10 6 Btu) 	 (83xi06 Btu) 
Trash iRejected heat 
2110.8 GJ Incinerator(200,406Btu)4430.4 GJ 
(2002x106 Btu) '(4202x10 6 Btu) 
3Recovered heat 4(2623.3 m
1456.1 G, I (693x10 3 gal)) 
(1381xi00 Btu) J 
Lose0 B) (2618x106 Btu) ToIeti0Fi 	 gueuir-conditioner 
Fuel2 	 1823 1 GJ 0 J (O'Btu) i'(144xi03 	 ton-hr) 
Recovered heat 0 J (0 Btu) 
0 J (0 Btu) •I 
/[ Space 
,% 0 J (0 Btu) heating 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency 
424.9 GJ 1204 .1 GJ 62.2 percent 
0403x106 Btu) (1142x106 Btu) Total heat utilzed 
74.4 percent 
(e) Fall. 
Figure 45.- Concluded.
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Losses
 
35 239.5 GJ 
(33 423x106 Btu)
Fuel 
50 341.0 GJ 15 109,2 GJ Domestic and(47 746x106 Btu) Power after i m distribution losses "(4197X10 3 kWh) auxiliary electricity
Prime mover15102.5 13323.6 GJ 
High-grade - Low-grade (14324x106 Btu)
(103.4_kN/m 2 (355.4 K (180. F))
(15 I'si) steam) recovered heat
recovered heat OJ (0 Btu)01 ( Btu) 1785.6 Gd
-' -rd ( 14 3tuo (496x103 kWh)Highgrad Lo aB-ctu)ine 
Compression- . 
0 J (0 Btu) 7976.2 GJ "' Hot water (635x1080ton-br)3 hea -- 6( Btu)t 
0 0(O u Incinerator Rejected heat
• N10 042.7 GJ 
) (9525x106 Btu)
Recovered heatrecove4ed1hea 
0 u(0 Btu) (.57xt06kal) 
Losses " 
_0 Btu) irboptione­
2154.0 GdIarendt~e (2043x106Btu)Fuel 0 4 (0 ton-br)10768.1 Gd(10(213x106 Btu) 
Recovered heat 0 J (0 Btu)8614.0(81(70x10 6 Btu)I 0 7Space 
637.9 GJo heating 
Wasted high-grade Wasted low-grade
heat heat0 J (0 Btu) 0 J (0 Eta) Thermal efficiency.49.0 percent 
Total hea utilzed: 
N/A
 
Figure 46.- Washington 300-unit conventional system: annual.
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Conventional
 
Energy in Trash out 
178 273.7 GJ (169 084x10 6 Btu) A 1974.9 Mg(2177 tons) 
Water in, Water out 
276 639 m3 244 355 m3 
(73.078x10 6 gal) (64.552x10 6 gal) 
MIUS 
Energy in Trash out 
121 407.3 GJ 394.6 Mg 
(115 149xi06 Btu) (435 tons) 
Water in Water out 
246 358 m3 214 083 m3 
(65.081x10 6 gal) l (56.555x106 gal) 
Energy savings: 31 .9 percent 
Water savings: 10.9 percent 
Effluent water reduction: 12 .4 percent 
Trash reduction: 80.0 percent 
Figure 47.- Annual summary: Washington 1000-unit complex, comparison of the
 
MIUS and the conventional system.
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Losses 
25 824.2 GJ (24 493x10 6 Btu)
Fuel 
117 982 GJ Power after 38 944.8 GJ Domestic and 
(111 90 l x10 6 Btu) distribution losses (10 818x10 3 kWh) auxiliary electricity 
Prime mover 928.7 G 338.7 638.0 GJ 
(36 922x10 0 Btu) (10 455x1O3,kWh)High-grade Low-grade (103.4-kN/m2 (355.4 K (1800 F)) 
(15 psi) steam) recovered beat 
recovered heat 20 086.4 G4 1306.8 GJ 
32 721.8 GJ (19 051x10O Btu) (363x10'3 kWh) 
(31 035x10 6 Btu) r 
15 352 4 GJ Compression 
Losses (14 561x10 6 Btu) air-conditioner10 551.94 
Fuel (10 008x1O Btu) 8862.9 GJ Hot water 1 5887.1 GJ 
B(465x10 3 ton-hr)3424.5 CJ 
(3248x106 Btu) 
TrashRejected heat 
22 955.3 GJ Incinerator 49 5513 GJ 
(21 772x10 6 Btu) (46 997x106 Btu) 
3Recovered heat 29 36S.3 m
15 827.9 G4 (7.757xI6 qal)) 
(15 012xl0 Btu) 23 4888 G4 
oLosses(22 278x Btu) 
0 J (0 Btu) 
Fue 
Rue ) B 15 509.1 GJ 
Od (0 Btu) ile (1225x10 3 ton-hr) 
13oiler 
2659.1 GJ? 
Recovered heat (2522x106 Btu) 
0 J (0 Btu) Space 
2751.9 GJ heating 
(2610x10 6 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal efficiency­
13 447.2 GJ 2075'.0 GJ 73.0 percent 
(12 754x10 6 Btu) (1968X106 Btu) Total heat utilized: 
77.4 percent 
(a) Annual.
 
Figure 48.- Washington 1000-unit MIU.
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Losses 5884.3 GJFuel (5581x06 Btu) 
28 r02.'6 GJ Power after 9280.8 GJ 
(26 654x106 Btu) distribution losses (2578x103 kWh) 
High-grade Low-grade 6( 354x10B1u (8799x0 Btu)recoiere 6o7753 
.7~~~ mover(103.4"-kN/m 2 Jx(355.4 K (1800 t) 277.0 F)) G42(15 psi) steam)Hih- recovered heatra esow 2gr d 7(257 G7.12Btu)99x106 
Ful(2468x10 6 Btu) 3256.9 Gd Hot water 
0(1985xi0Trash 
,Rejected5660 8 GIncnertor2092.9 
Recovered3903.2 G
(3702x106heatd 
Btu)

Losses 

7753.7 GJ 45 0 l 6Bu0J( 
(7354 Btug (2 3 6 x I 0J 
0 J (0 E u)ai 
Fuel •101.3 
Recovered heat 
(1946x.0 6 Btu) 
heatWasted high-grade heat5784.2 Gd Wasted low-grade(5486x106 0 J (0Btu) Btu) 
(b) Winter.
 
Figure 48.- Continued.
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Domestic and 
auxiliary electricity 
(2578x103 pr ssB kWh) 
9280.7 
0 k h 
air-conditioner 
0 J (0 ton-hr) 
heat 
Gd6 8tu) 
(1249 2 m3 hn(0.33x10 6 gal)) 
opeso 
-odt 
ne
 
Gd 
Thermal eficiency 
-68.6 percent
Total heat utized 
5 64.8 percent 
Losses 
6580.2 GJ 
Fuel 
(6241xi06 Btu) 
29 084.2 GJ Power after 9486.0 GJ 
(27 585x100 Btu) 
Prime mover 
distribution losses (2635x10 3 kWh) 
9481,8 GJ 
High-grade 
(1L03.4-kN/m 2 
Low-grade 
(355 4 K (180 ° F)) 
(8993x406 Btu) 
(15 psi) steam) recovered heat 
recovered heat 4944.9 GJ 
8077.4 GJ (4690x106 Btu) 
(7661x106 Btu) 
Losses G1 
2660.1 GJ 1969.5 G 
Fuel (2523x106 Btu) (1868x15 Btu) Hot water 
863.5 GJ (819xi06 Btu) 
Trash 
5786.3 GJ Incinerator 
(5488x106 Btu) 
Recoveredheat 
3989.7 GJ 
(3784x10 6 Btu) 5545.9 GJ 
Losses (5260xi06 Btu) 
0 J (0 Btu) 
Fuel 
(0Btu) Boiler 
364.8 GJ 
Recovered heat (346x10 6 Btd) 
0 J (0 Btu) ­
174.0 GJ (165x10 6 Btu) 
Wasted high-grade Wasted'low-grade 
heat heat 
4377.7 GJ 446.0 GJ (4152xG6 Btu) (423x106 Bt ) 
(c) Spring.
 
Figure 48.- Continued.
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Domestic and 
auxiliary electricity 
9486.0 GJ 
(2635xlO3'kWh) 
0 J (0 kWh) 
/ 
Compression
air-conditioner 
0 J (0 ton-hr) 
II 
Jt 
Rejected heat 
10 033 2 GJ (9516x106 Btu) 
(5943.10 
(1.57x106 gal) 
Absorption 
a! 
3662.7 GJ 
(289 .3x1O3 ton-hr) 
|
 
Space

heating
 
Thermal efficiency­
66 1 percent
Tptal heat utilized. 
71.6 percent
 
Losses
 7172.7 GJ 
F, uel 	 (6803x106 Btu) 
32 367.5 GJ/ 	 'Power after 10 792.8 GJ Domestic and 
(30 699x16 Btu) rdistribution losses -0(2998x103 kWh) auxiliary electricity 
ime ove 10 88. GJ9486 	 0 GJ 
High-grade Low-grade (10 232x106 Btu) (2635x10 3 kWh)
 
(103.4-kN/m2 - (355.4 K (1800 F))
 
(15 psi) steam) recovered heat
 
recovered heat 5487.9 GJ 1306.8 GJ
 
8918.7 GJ (5205x10 6 Btu) (363x10 3 kWh)
 
(8459x10 Btu)	 Bu)6 	 4405.1 GJ Compression 
(4178x106 Btu) 	 air-conditionerLosses 
2660.1 GJ 	 5887.1 GJFuel (2523x10 6 Btu) 	 water x JHotto 
1698.6 GJ(465x10l 3l ton-hr)863.5 GJ 	 (1611x10 6 Btu)(819xlO6-Btu)/ 
5786.3 GJ Incinerator 	 Rejected heat 
25 829.5 GJ(5488x106 Btu) •(24 	 498x10 6 Btu) 
Recovered heat (15 300.6 m3 
3989.7Gd I (4.042x106 gal))(3784x106 Btu) 11I 138.2 GJ 
Losses (10 564x106 Stu) Absorption 
0 J (0 Btu)a 
Fuel 
7355.7 GJ 
0~~~~~i J 0Bu Bier	 (581xi03 ton-hr) 
Recovered heat 	 0 J (0 Btu) 
Space 
heating0 J (0 Btu) 
Wasted high-grade Wasted low-grade 
heat heat Thermal eficiency 
71.7 GJ 1082 8 GJ 86.7 percent (68x10 6 Btu) (1027x10 6 Btu) Total heat utilized 
93.7 percent 
(d) Summer.
 
Figure 48.- Continued.
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Losses
 
6186.9 GJ6 
Fuel (5868x0 Btu) 
28 428.4 GJ Power after 9385.2 GJ Domestic and 
(26 963x10 6 Btu) i m distribution losses (2607xlO3 'kWh) auxiliary electri6ity 
9381.6 GJ 9385.2 GJ 
High-grade Low-grade (8898x10 6 Btu) (2607xi03 kWh) 
-(103.4-kN/m 2 (355.4-K (1800 F))
(15 psi) steam) recovered heat
 
recovered heat 4888.0 GJ
 
7971 9 GJ (4636x106 Btu) 0 d(0 kWh) 
(7561x10 6 Btu) Compression 
4099 3 GJ Coprsso 
(3888x10 6 Btu) air-conditioner
-Losses 0 
2630.6 GJ -
Fuel (2495x10 6 Btu) Hot water 0 J (0 ton-hr) 
(810xi06 Btu) 
5723.0 GJ Incinerator Rejected heat 
5723.0 GBt Ince 11 595.7 GJ 
(5428xi0 6 Btu) (10 998xi0 6 Btu) 
Recovered heat 
3946.4 GJ/ (1.815x106 gal)) 
(3743x186 Btu) 6651.9 GJ 
Losses (6309x106 Btu) Absorption 
air-conditionr
0 J (0 Btu) 
Fuel 44393.2 GJ 
I (347xi03 torn-br) 
Fuel 
Boiler 
0 X(O Btu) 
242.5 GJRecovered heat (230x10 6 Btu) 
Btu)j(0 eSpace 
114.9 Gd heating 
N (i09x10 6 Btu) 
Wasted high-grade Wasted low-grade
 
heat heat Thermal efficiency:
 
68.9 percent3213.7 GJ 546.2 GJ 
(3048xi06 Btu) (518x106 Btu) Total heat Utlhed­
77.6 percent 
(e) Fall.
 
Figure 48.- Concluded.
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Losses 98 868.5 GJ 
[ (93 772x106 Btu) 
Fuel 
Power after 42 390.0 GJ Domestic and141 240 7 GJ(133 960x106 Btu) distribution losses (11 775x103 kWh) auxiliary electricity
IPrime moverI 037 638.0 GJItrIbul n42 372.2 GJ 
'(10 455x103 kW h) 
High-grade Low-grade (40 188x10 6 Btu) 
(103.4'kN/m2 (355 4 K (1800 F)) 
(15 psi) steam) recovered heat 
recovered heat 0 J (0 Btu)0 J (0 Btu) 
Losses grade 0 _ (0Btuar-
n ne 
0 J (0 Btu) 21 k62J 
24 215.3 GJ Hg(1690xO3ton-hr) 
0 J (0 Btu) (22967x106 Btu) 
Trash hih-raeaase Rejected heat 
heatIheateTherma26 726.7 GJ 
0 J (0 Btu) (25 349106 Btu) 
( 28Btu) 6Recovered heat0 J (0 Btu)/ tu t(15838i1 m3 (4.184x06 ga)) 
'0 J (0 Btu) IAbsorption L 
...2'
Losses 

air-conditioner7406.8 GJ t 
(7025xO6Btu)23Fuel 0 J (0 ton-hr) 
37 033 '0 GJ/ 
(35 124x106 Btu) Bie 
Recovered heat 0J (0 Btu)
29 626.2 GJ ----------J (28 099xi06 Btu)1 Space 
5410.9 GJ heating 
S•(5132x!06 Btu) 
Wakted high-grade Wasted low-grade
 
heat heat Thermal efficiency:
49.7 percentI0J(0 Btu) 0 J (0 Btu) 
Total heat utiliz ed : 
N/A,
 
Figure 49.- Washington 1000-unit conventional system: annual.t
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I 
1171.5 
(4 x 10) 
878.6 i 5) 
-)96.5 
Design day 
K 
- 585-7_ 
.. (2) (740 F) (680 F) 
0 
292.9 eday 26 
I(740 F) 
(680 F) 
(0) 
(a) Winter. 
2110.0, 
(6 x 102 
-, 
1758.4 
(5) 
1406.7 
- (4) 
1055.0 
-=(3) 
703.4 
(2,)Y 
351.7
CI) 
(5) 
Design day 
j~=-r-
Averageday 
"--L_296.5K 
(740 F) 
(780 F) 
70F2987K 
(780 F) 
0 
(0)12 
(b)a.m. 
2 4 6 8 10 12w. 2 
pm 
Time-of day 
4 6 8 10 
_ 
12 
(b) Summer. 
Figure 50.- Effect of controlling Indoor temperature from 296.5 to 298.7 K
(740 to 780 F) during cooling periods and to 293.2 K (680 F) during heating 
periods on winter and summer daily loads. 
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183.9
 
(1400)
 
4g 157........ ................. 	 .........
 
_ "~~~~ .................. 
CM (1200) -
131.4
 (1000)
 
105. . . ......
 
(800) 
Z 78.8
 
= (600) -- Collector facing south at 40' tilt
 0 
.0 52.5 	 .......... Collector facing south at 600 tilt
 
- (400) 
.. 26.3 
(200) 
(0)0 I I ~ I I I I I I I 
Jan. Feb. Mar. 'Apr. May June July Aug. Sept. Oct. Nov. Dec. Jan. 
Month of year 
(a) Yearly heat gain for 50-percent-efficient flat-plate collectors in
 
Washington, D.C.
 
234.3 	 Domestic-hot-water energy required for high-rise apartment 
(8x0 5 )........... Collector hot-water energy supply 
175.7......'"'" 
(6) 	 .....
 
117.1 
20 (4) 
b 58.6 
o (2) 
a'0 (0)12 2 4 6 8 10 12m. 2 4 6 8 10 12 
Time of day 
(b) Average daily hot-water requirements and solar collector output.
 
Figure 51.- Solar collector parameters.
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O Average spring day 
O Average fail day 
A Average summer day 
0 Average winter day 
Design-summer-day peak hour 
Indoor design point incomfort zone 
, Design dewpont temperature 
Design dry-bulb tem perature 
day4.4 
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Figure 52.- Psychrometric chart for Las Vegas, Nevada. 
10- Sensible cooling load 
316.5 
(90) 
281.3 
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Figure 53.- Cooling loads due to ventilation,for an 
Las Vegas. 
iverage summer day in 
